’77774 3

| o

RECEASED FOR PUBLIGATON = T

L RGHTS RESERVED.
By -

© cormen -

‘ THIS DRAWING 15 UNFUBLISAED.

000000

e

oISt

— [F DESCRIPTION T

REVISIONS ‘

Ll I

11R

‘ PO

XXXX
X—=¢//901—X

[
| M1 | Revisep per eco-11-00s033 | 28uar11 | RK HMR

[ ALTERNATE FORM] ‘

‘—71 0x2,0=20,0

10x2,0=20,0;

‘ 24x2,0=48,
NOTES:

e d c b
~—4x2,0=8,0—
SECTION A—A SECTION B—B
P —
JL =
11,4 —+ 4x2,
%
<T S
N—
8,
12,0 3,3~

13,0 11,4

/\ MATERIAL CONTACT: PHOSPHORBRONZE
MATERIAL HOUSING: GLASSFILLED POLYESTER SCALE 2,5:1 & OBSOLETE PARTS: OBSOLETE CIS STREAMLINING PER D.RENAUD/D.SINISI
— UL—RATING 94VO(GRAY) -
/N GENERAL PLATING SPECIFICATION: UNDERPLATING (ENTIRE CONTACT): 1,27um (=10x =[200 Ox = 0,0~ 0.76um MIN GOLG PLATING AT MATING SURFACES.
NICKEL MIN.AND ACTION PIN: 0,5um TIN-LEAD MIN. Ao
FOR PLATING OF MATING SURFACES SEE APPLICABLE SPECIFICATION REFERENCE NA 3-106773-0
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QUALITY LEVEL lll, UNCONTROLLED ENVIRONMENT APPLICATIONS. BVERSIONS TOLEANEES TNLESS D. TRUREN
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£\ CONNECTOR LUBRICATED WITH TELCORDIA APPROVED LUBRICANT. i | E\LKONINGSBRUGGE | Z-PACK 2MM HM TYPE A
/A CONNECTOR PRINTED WITH PARTNUMBER AND DATECODE. e e 08— 19082 110 POS. VERTICAL FEMALE
/A PLATED—THROUGH HOLES AT 2x2 SQUARE GRID (110 HOLES) @‘Eﬁm—h: h APPLICATION SPEC CONNECTOR ASSEMBLY
— x2mm .
4\ HOLES IN ROW f AND z FOR POSSIBLE FUTURE USE OF £-C.B_HOLE DIM. ACTION PIN P 114-19029 o il s e
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