
1. Product proÞle

1.1 General description

Medium-power voltage regulator diodes in small hermetically sealed leaded
SOD66 (DO-41) glass packages.

The diodes are available in the normalized E24 approximately ±5 % tolerance range.
The series consists of 33 types with nominal working voltages from 3.6 V to 75 V.

1.2 Features

1.3 Applications

n Stabilization purposes

1.4 Quick reference data

[1] Device mounted on a Printed-Circuit Board (PCB) with 1 cm2 copper area per lead.

[2] If the leads are kept at Ttp = 55 °C at 4 mm from body.

[3] Tj = 25 °C prior to surge
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n Total power dissipation: max. 1.3 W n Tolerance series: approximately ±5 %
n Working voltage range:

nominal 3.3 V to 75 V (E24 range)
n Non-repetitive peak reverse power

dissipation: max. 60 W
n Small hermetically sealed glass

package

Table 1. Quick reference data

Symbol Parameter Conditions Min Typ Max Unit

VF forward voltage IF = 50 mA - - 1 V

Ptot total power dissipation

Tamb = 25 °C;
lead length 10 mm

[1] - - 1 W

[2] - - 1.3 W

PZSM non-repetitive peak reverse
power dissipation

square wave;
tp = 100 ms

[3] - - 60 W




















	1. Product profile

