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ALUMINUM  ELECTROLYTIC  CAPACITORS

CAT.8100E

Cap.(�+F)

 0.1 to 68000
 100 to 47000
 1000 to 68000
 0.1 to 22000
 330 to 10000

6.3  to 100

V

160 to 450

 50Hz 120Hz 300Hz 1 kHz        10kHz or more

 0.75 1.00 1.35 1.57            2.00
 0.80 1.00 1.23 1.34           1.50
 0.85 1.00 1.10 1.13           1.15
 0.80 1.00 1.25 1.40           1.60
 0.90 1.00 1.10 1.13           1.15

Frequency

Frequency coefficient of rated ripple current

Case size
�qD × L (mm)

 0.1
 0.22
 0.33
 0.47
 1
 2.2
 3.3
 4.7

10
22
33
47
68

100
220
330
470

1000
2200
3300
4700
6800

10000
15000
22000
33000
47000
68000

0R1
R22
R33
R47
010
2R2
3R3
4R7
100
220
330
470
680
101
221
331
471
102
222
332
472
682
103
153
223
333
473
683

     8 × 11.5
10 × 16
10 × 20

  12.5 × 20
  12.5 × 25

 16 × 25
    16 × 31.5
    18 × 35.5

 20 × 40
 22 × 50
 25 × 50

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 540
 890
 1190
 1550
 1920
 2350
 2550
 3200
 3500
 3900
 4300

0J
6.3

   5 × 11
    6.3 × 11
    6.3 × 11
    10 × 12.5

 10 × 16
  12.5 × 20
  12.5 × 25

16 × 25
    16 × 31.5
    16 × 35.5

 18 × 40
22 × 50
25 × 50

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 220
 290
 350
 650
 990
 1450
 1800
 2250
 2550
 2880
 3400
 4500
 5000
 

1A
10

6.3 × 11
6.3 × 11

       8 × 11.5
     10 × 12.5

 10 × 20
  12.5 × 25

 16 × 25
 16 × 25

     16 × 35.5
 18 × 40
 22 × 40
 25 × 50

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 260
 320
 440
 700
 1000
 1700
 2100
 2250
 2710
 3100
 3800
 4800
 
 

1C
16

   5 × 11
6.3 × 11

      8 × 11.5
    10 × 12.5

 10 × 16
  12.5 × 25

 16 × 25
 16 × 25

    16 × 35.5
 18 × 40
 22 × 50
 25 × 50

 
 
 
 
 
 
 
 
 
 
 
 
 
 180
 280
 390
 550
 860
 1550
 1980
 2200
 2600
 2800
 3800
 4500
 
 

1E
25

   5 × 11
6.3 × 11
6.3 × 11

       8 × 11.5
    10 × 12.5

 10 × 16
  12.5 × 20

 16 × 25
    16 × 31.5
    16 × 35.5

 18 × 40
 22 × 50
 25 × 50

 
 
 
 
 
 
 
 
 
 
 
 130
 160
 210
 350
 490
 650
 1150
 1800
 2100
 2500
 2800
 3700
 4300
 
 
 
 

1V
35

   5 × 11
   5 × 11
   5 × 11
   5 × 11
   5 × 11
   5 × 11
   5 × 11
   5 × 11
   5 × 11
   5 × 11
   5 × 11
6.3 × 11
6.3 × 11

      8 × 11.5
    10 × 12.5

10 × 16
10 × 20

  12.5 × 25
    16 × 31.5
    18 × 35.5

 20 × 40
 22 × 50
 25 × 50

 1.3
 2.9
 4.3
 6.2
 17
 28
 35
 40
 60
 95
 125
 155
 210
 260
 430
 590
 760
 1350
 1980
 2500
 2900
 3500
 4000
 
 
 
 
 

1H
50

   5 × 11
6.3 × 11
6.3 × 11

       8 × 11.5
       8 × 11.5

 10 × 16
 10 × 20

  12.5 × 20
 16 × 25

    18 × 35.5
 20 × 40
 22 × 50
 25 × 50

 
 
 
 
 
 
 
 
 
 100
 140
 170
 220
 280
 490
 710
 900
 1300
 2300
 2700
 3400
 3900
 
 
 
 
 
 

1J
63

 0.1
 0.22
 0.33
 0.47
 1
 2.2
 3.3
 4.7
 10
 22
 33
 47
 68
 100
 220
 330
 470
 1000
 2200
 3300

0R1
R22
R33
R47
010
2R2
3R3
4R7
100
220
330
470
680
101
221
331
471
102
222
332

   5 × 11
   5 × 11
   5 × 11
   5 × 11
   5 × 11
   5 × 11
   5 × 11
   5 × 11
   5 × 11
6.3 × 11

      8 × 11.5
      8 × 11.5
    10 × 12.5

 10 × 16
  12.5 × 20
  12.5 × 25

 16 × 25
    18 × 35.5

 22 × 50
 25 × 50

 2.1
 4.7
 7
 10
 21
 30
 40
 45
 70
 130
 180
 200
 270
 340
 550
 760
 1000
 1350
 2400
 2900

2A
100

     8 × 11.5
   10 × 12.5

10 × 16
10 × 20

  12.5 × 20
  12.5 × 25
   16 × 31.5
   18 × 35.5

18 × 40
25 × 50

80
130
180
210
350
430
580
800

1200
1900

2C
160

2.1
4.7
7

15
22
33
40
50
80

150
200
270
350
450
700
950

1300
 
 
 

2D
200

6.3 × 11
6.3 × 11

    10 × 12.5
 10 × 20
 10 × 20

  12.5 × 20
 16 × 25
 16 × 25

    18 × 35.5
 20 × 40
 22 × 50

 
 
 
 
 
 
 40
 50
 100
 150
 200
 270
 380
 440
 680
 1000
 1400
 
 

2E
250

6.3 × 11
       8 × 11.5
       8 × 11.5
    10 × 12.5
  12.5 × 20
  12.5 × 25

 16 × 25
 16 × 25

    18 × 35.5
 22 × 50
 25 × 50

 
 
 
 
 
 30
 43
 55
 90
 150
 240
 300
 400
 520
 760
 1000
 
 
 
 

2V
350

6.3 × 11
6.3 × 11

       8 × 11.5
       8 × 11.5
    10 × 12.5

 10 × 16
  12.5 × 25

 16 × 25
 16 × 25

    16 × 31.5
    18 × 35.5

 22 × 50

 
 
 
 12
 20
 38
 48
 60
 90
 200
 240
 280
 340
 440
 650
 
 
 
 

2G
400

       8 × 11.5
    10 × 12.5
    10 × 12.5

 10 × 20
  12.5 × 25

 16 × 25
    16 × 31.5
    18 × 35.5

 18 × 40
 25 × 50

 
 
 
 
 
 28
 40
 46
 80
 140
 180
 220
 260
 280
 350
 
 
 
 
 

2W
450

Rated ripple current (mArms) at 85�C 120Hz

UVK
Dimensions

Cap.(�+F)
Code

V

Cap.(�+F)
Code

V

Rated
ripple

Rated
ripple

Case size
�qD × L (mm)

6.3 × 11
6.3 × 11
6.3 × 11
6.3 × 11
6.3 × 11
6.3 × 11
6.3 × 11
6.3 × 11

       8 × 11.5
 10 × 16
 10 × 20

  12.5 × 20
  12.5 × 25

 16 × 25
    16 × 35.5

 18 × 40
 22 × 40


