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Figure R21 — EIA Referenced Taped Component Dimensions

Figure R22 — EIA Referenced Reel Dimensions
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Packaging
Blank = Packaged in Bags
-1  = 25.4mm (1.0 in) Minimum Lead Length
-2  = Tape and Reel
-AP  = Ammo Pack
-X.X = Special Lead Cut Length (in)

Modifier
K  = Standard Kinked Lead
B  = Special Kinked Lead
S  = Straight Lead
U  = Uncoated Device

Hold Current Indicator

Product Series
An “F” at the end of product series indicates Pb-free version of product.

Note: Kinked parts are recommended to control the height of the part on the PCB in non-auto PCB applications.

Part Numbering System

Warning :
•	 Users should independently evaluate the suitability of and test each product selected for their own application.

•	 Operation beyond the maximum ratings or improper use may result in device damage and possible electrical arcing and flame.

•	 These devices are intended for protection against damage caused by occasional overcurrent or overtemperature fault conditions and should 
not be used when repeated fault conditions or prolonged trip events are anticipated.

•	 Contamination of the PPTC material with certain silicone-based oils or some aggressive solvents can adversely impact the performance of the devices.

•	 Device performance can be impacted negatively if devices are handled in a manner inconsistent with recommended electronic, thermal, and 
mechanical procedures for electronic components.

•	 PPTC devices are not recommended for installation in applications where the device is constrained such that its PTC properties are inhibited, 
for example in rigid potting materials or in rigid housings, which lack adequate clearance to accommodate device expansion.

•	 Operation in circuits with a large inductance can generate a circuit voltage (Ldi/dt) above the rated voltage of the device.

Notice:

Information furnished is believed to be accurate and reliable. However, users should independently evaluate the suitability of and test each product selected for their own 
applications.  Littelfuse products are not designed for, and shall not be used for, any purpose (including, without limitation, military, aerospace, medical, life-saving, life-
sustaining or nuclear facility applications, devices intended for surgical implant into the body, or any other application in which the failure or lack of desired operation of the 
product may result in personal injury, death, or property damage) other than those expressly set forth in applicable Littelfuse product documentation.  Warranties granted by 
Littelfuse shall be deemed void for products used for any purpose not expressly set forth in applicable Littelfuse documentation.  Littelfuse shall not be liable for any claims 
or damages arising out of products used in applications not expressly intended by Littelfuse as set forth in applicable Littelfuse documentation.  The sale and use of Littelfuse 
products is subject to Littelfuse Terms and Conditions of Sale, unless otherwise agreed by Littelfuse.
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