Reflectors

Dimensions in mm
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Reflector MS21 i

Round, microstructure corner-cube 2 T ]‘ @ B
reflector. M3 mounting stud includes T ; B
washer and nut.

Temperature range -4 °F to +185 °F Reflector MH20 Reflector MVR10
Square, microstructure corner-cube Rectangular, microstructure, corner-cube
reflector. Through-hole mounting. reflector. Through-hole mounting.
Temperature range -4 °F to +185 °F Temperature range -4 °F to +185 °F
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© Thickness = 8.5
Reflector MClip21
Round, microstructure, corner-cube 3 o
reflector. Snap-in mounting. J T
Temperature range -4 °F to +185 °F R — ||_U| —
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X Reflector MA50 Reflector MH50
S arisaiou Aviraioioa : :
i LRI Rectangular, microstructure, corner-cube Square, microstructure corner-cube
R reflector. Self-adhesive mounting. reflector. Through-hole mounting.
Temperature range -4 °F to +185 °F Temperature range -4 °F to +185 °F
Reflector MA21 "
. 2
Round, microstructure, corner-cube
reflector. Self-adhesive mounting. L
Temperature range -4 °F to +185 °F -
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Reflector MH23 Reflector MH56 Reflector MH78
Rectangular, microstructure corner-cube Rectangular, microstructure, corner-cube Rectangular, microstructure, corner-cube
reflector. Through-hole mounting. reflector. Through-hole mounting. reflector. Through-hole mounting.
Temperature range -4 °F to +185 °F Temperature range -4 °F to +185 °F Temperature range -4 °F to +185 °F
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Reflectors

Dimensions in mm

High/low Temperature

T—y 9 55.5
©
_
~
e KN
e 2
[T} X
P
XK

126 X0

XX

R

R

X

XX

X

i XXX

Reflector Mclip15HT AN

:
Round, microstructure, corner-cube :,:,:,:,:,:,:,: o
reflector. Snap-in mounting. © KRR || ™

Temperature range -4 °F to +230 °F T RO
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Reflector H116HT

Rectangular, corner-cube reflector.
Through-hole mounting.
Temperature range -4 °F to +230 °F
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Reflector Clip50HT

Round, corner-cube reflector.
Snap-in mounting.

Temperature range -4 °F to +230 °F
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M12 x 1 (V1) 4-pin quick disconnect
i
L LMD "‘
—= SR
— - Reflector Heater120

Rectangular, corner-cube reflector.
Through-hole mounting.
Reflector H85HT Temperature range -54 °F to +158 °F

Rectangular, corner-cube reflector. Connector type is 4-pin M12 (V1)

Through-hole mounting.
Temperature range -58 °F to +932 °F
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B Photoelectric Sensors
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