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Introduction
Feature: Application:
1 Water clear lens (except white color) 9 Status indication
1 Yellow lens for vhite 1 Back lighting application
i Tapeand reel packaging
1 Bright LED package o _
' InGaN technology for IB/IG/IW Certification & Compliance:
f AlinGaP technology for RIAG/Y/O I TS16949
1 40°Viewing Angle (R/AG/Y/O/IB/IG) T 1SO9001
f 165%Viewing Angle (IW) I RoHS Compliant
Description:
Thesel206LEDs have a height profile of Dhm
With a @mbination of high brigtmess output ana RoHS
small footprint, these LEDs are ideal for status
indication.
Dimension:

1.60

[0.06"]

1,30
[0.05"]

S R

Units; mm/ tolerance = +0.1mm

Product: QBLP651 series Date:Octoberl6, 2014 Page3 of 14

Version# 12




[*NIBRIGHTEK

Electrical / Optical Characteristic (T=25 °C)

QBLP651 ®ries

1206 LED with Inner Lens

Ve(V) ap (Nm) Iv(mcd)
Product Number Color IH(MA) Min | Typ. | Max | Min. | Typ. |Max.| Min. | Typ.
. X: .25 X: .33
QBLP651-IW White 20 28 | 3.2 | 3.7 y: 24| T ly: 34 160 | 320
QBLP651-1B Blue 20 28 | 3.1 | 3.7 | 465 | 470 | 475 | 320 550
QBLP651-1G True Green 20 28 | 34 | 3.7 | 520 | 525 | 530 | 1600 | 2700
QBLP651-R Red 20 1.7 | 20 | 25 | 615 | 620 | 630 | 320 600
QBLP651-AG Yellow Green 20 1.7 | 20 | 25 | 565 -- 576 80 150
QBLP651-Y Yellow 20 1.7 | 20 | 25 | 585 | 590 | 595 | 320 | 660
QBLP651-0O Orange 20 1.7 | 20 | 25 | 600 | 605 | 610 | 200 | 450
Absolute Maximum Rating
Material Pq (mW) Ie (mA) lep (mA)* VR (V) Top (OC) Tst (OC) TsoL (OC)**
AlinGaP 75 30 125 5 -40to +80 | -40to +85 260
InGaN 111 30 125 5 -40to +80 | -40to +85 260
*Duty 1/8 @ 1KHz
** |R Reflow for no more than 10 sec @ 260 °C
Forward Voltage Ve for AliInGaP @ I.=20mA
Bin Min. Max. Unit
G 1.7 2.5 \Y
Forward Voltage Vefor InGaN @ 1.=20mA
Bin Min. Max. Unit
f 2.8 3.1
g 3.1 3.4 %
h 3.4 3.7
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B RIG HTE K QBLP651 ®ries 1206 LED wth Inner Lens

Luminous Intensity Iy @ I;=20mA

Bin Min. Max. Unit

| 80 100

J 100 125

K 125 160

L 160 200

M 200 250

N 250 320

O 320 400

P 400 500

Q 500 630 mcd
R 630 800

S 800 1000

T 1000 1250

U 1250 1600

\% 1600 2000

W 2000 2500

X 2500 3200

Y 3200 4000

Domi nant Wa wb&fl Blue @tl-h20raA

Bin Min. Max. Unit

G 465 467.6

H 467.5 470 am
I 470 472.5

J 472.5 475

Domi nant Wa wbtt Teue Gitedn @lr=20mA

Bin Min. Max. Unit

) 520 522.5

\ 522.5 525 am
W 525 527.5

X 527.5 530

Dominant Wa v e | gar Bad I@ |-20mA

Bin Min. Max. Unit

S 615 620

t 620 625 nm
u 625 630
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B RIG HTE K QBLP651 ®ries 1206 LED wth Inner Lens

Domi nant Wa bl ey Gleena® 1.=20mA

Bin Min. Max. Unit

h 565 568

i 568 572 nm
j 572 576

D_o mi nant Wa w Bt Yelhog t@H=28mA

Bin Min. Max. Unit

m 585 590 am

n 590 595

Domi nant Wa wb&f @anget@l=20mA

Bin Min. Max. Unit

p 600 605 am

q 605 610
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QBLP651 ®ries 1206 LED wth Inner Lens
CIE Chromaticity Table:
CCT

0.36

0.34 ¥ X

0.32 ! il

0.3

0.28

0.26

0.24 < !

022 T T T T 1

0.24 0.26 0.28 0.3 0.32 0.34
X

D E F G
0.25 0.24 0.27 0.25 0.29 0.26 0.31 0.27
0.25 0.31 0.27 0.32 0.29 0.33 0.31 0.34
0.27 0.31 0.29 0.32 0.31 0.33 0.33 0.34
0.27 0.24 0.29 0.25 0.31 0.26 0.33 0.27
0.25 0.24 0.27 0.25 0.29 0.26 0.31 0.27

Product: QBLP651 series Date:Octoberl6, 2014 Page7 of 14

Version# 12




[*NIBRIGHTEK

Characteristic Curves

QBLP651 ®ries

1206 LED with Inner Lens

InGaN Technology (IW, IB, I1G)

IF-VF(Ta=25C)

Relative Luminous Intensity-IF (Ta=25C)
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QBLP651 ®ries

1206 LED with Inner Lens

AllInGaP Technology (R/AG/Y/O)
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QBLP651 ®ries 1206 LED wth Inner Lens
Solder Profile
Lead-Free Soldering Profile:
300
rc) 10 s max
1

250 4

4C/ s max
200 4 /

130 -

| 60~120s 30~30s

100 4

Temperature

50 A
25'C
0 I I 1 1 1
0 50 100 150 200 250 5%?:)
Time
RECOMMEND PAD LAYOQUT
_ 4,50 [0.18“] e
1.50 2[5
[0.06" 1 N
- | 1.O0 Tro.ose”l
Units: mm / tolerance = +/-0.1mm
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QBLP651 ®ries 1206 LED wth Inner Lens
Packing
Reel Dimensions:
Unit: mm
Tape Dimensions:
Unit: mm
Arrangement of Tape:
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