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25.5kV Peak let-through curves for 25CLPT_

25CLPT-_E
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36kV maximum system voltage

Amp rating
Dimensions - in (mm) Catalog No. (Interrupting rating - kA) Recommended 

fuseclipLength A Diameter B Clip centers C Indicating Non-indicating
2

17.3 (439) 1.6 (41) 16.1 (410)
— 36CAV2 (40)

1A0835
4 — 36CAV4 (40)

 

Dimensions (see catalog number tables for values)

Recommended fuseclips:

Description Cat. No.

Open fuseclip for 1.56 (39.7mm) / 1.6 (40.6mm) dia. fuses 1A0835
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36kV Time-current curves — minimum melting for 36CAV_

36CAV_

4A (CAV)
2A (CAV)
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38kV maximum system voltage

Amp rating
Dimensions - in (mm) Catalog No. (interrupting rating - kA)

Recommended fuseclipLength A Diameter B Clip centers C Indicating Non-indicating
0.5 17.3 (439) 1.6 (41) 16.1 (409) 38CAVH0.5E (38) —

1A0835
0.5 18.6 (472) 1.6 (41) 17.1 (434) 38CLPT-0.5E (44)† —

1 17.3 (439) 1.6 (41) 16.1 (409) 38CAVH1E (38) —
2 17.3 (439) 1.6 (41) 16.1 (409) 38CAVH2E (38) —
4 17.3 (439) 1.6 (41) 16.1 (409) — 38CAV4E (38)

† Does not comply with ANSI C37.46 for “E” rating.

CLPT Type Mountings and Hardware 38kV Maximum (34.5kV Nominal)

Amp rating
Fuse mounting 
type

Catalog number
Mounting (including Live Parts, End Fittings)* Live Parts  

(including end fittings)*
End fittings  
(disconnect only)Porcelain insulator Glass-polyester insulator

0.5
Disconnect† Not applicable Not applicable 25CLPT-NL CLPT-DF
Non-disconnect Not applicable Not applicable 25CLPT-DL —

*	 End fittings supplied only when required.
†	 Disconnect mountings provide a means for fuse extraction only. Do not use a disconnect mounting for load switching or fuse removal while energized.

Dimensions (see catalog number tables for values)

Indicator 

A

B

C

Recommended fuseclip:

Description Cat. No.

Open fuseclip for 1.56 (39.7mm) / 1.6 (40.6mm) dia. fuses 1A0835
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38kV time-current curves — minimum melting for 38CAV_ and 38CAVH

38CAV_, 38CAVH_

1A
 (

C
A

V
H

)

0.
5A

 (
C

A
V

H
)

2A
 (

C
A

V
H

)

4A (CAV)



65

Technical Data 6002
Effective March 2016

PT medium voltage fuses for potential and  
small power transformers

Eaton.com/bussmannseries

38kV time-current curves — total clearing for 38CAV_ and 38CAVH
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Disconnect mountings† Non-disconnect mountings

†	 Disconnect mountings provide a means for fuse extraction only. Do not use 
a disconnect mounting for load switching or fuse removal while energized.


