




Plug ACT

Panel seal
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Front flange mounting Rear flange mounting

Size Part-Number H B C E E1 T H Part-Number Size

max. max. ± 0,10 max. max. max. max.

A 108-0003-10 15,40 24,30 18,30 3,00 5,92 3,30 14,10 108-0004-10 A
B 108-0001-12 18,40 26,70 20,60 3,00 5,92 3,30 17,20 108-0004-12 B
C 108-0001-14 22,70 29,10 23,00 3,00 5,92 3,30 20,40 108-0004-14 C
D 108-0001-16 25,90 31,30 24,60 3,00 5,92 3,30 23,60 108-0004-16 D
E 108-0003-18 29,10 33,70 27,00 3,00 5,92 3,30 26,80 108-0004-18 E
F 108-0003-20 32,30 36,90 29,40 3,00 5,92 3,30 30,60 108-0001-20 F
G 108-0003-22 35,40 40,10 31,75 3,00 5,16 3,30 33,50 108-0001-22 G
H 108-0003-24 38,60 43,30 34,90 3,00 5,16 4,30 36,30 108-0004-24 H
J 108-0001-25 41,10 46,00 38,10 3,00 4,87 3,90 37,70 108-0012-25 J

� TYPE 96

Ø SGF

31 max. Size F G S Mass
max. max. max. max.

A 18,40 11,90 21,80 9,00
B 21,10 14,90 25,00 13,00
C 25,40 17,90 29,40 18,00
D 28,70 21,90 32,50 23,00
E 32,20 24,90 35,70 25,00
F 34,90 27,90 38,50 32,00
G 38,10 30,90 41,70 35,00
H 41,10 33,90 44,90 41,00
J 44,30 36,90 48,00 48,00

� For square flange receptacle

Nota : The panel seal is never delivered with receptacle. To be ordered separatly.

Sealed version

B

B

C

E1 max.

C

4 holes Ø T

Ø H

E



Mating and unmating dimensions ACT
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53,05 max.

38,80 max.

8,75 max.

Front mounting

Type 90

� Square flange - TYPES 90 - 96

� TYPE 94 - 96

Rear mounting

1,50 to 3,20 max.

2,30 to 3,10 max.
37,05 max.

Type 94 Type 96

35,60 max.
3,20 max.

11,90 max. 49,85 max.

Type 90 Type 96

Size Coupling torque
Mating Unmating

Nm mini Nm max.

A 0,2 0,9
B 0,2 1,4
C 0,2 1,8
D 0,3 2,3
E 0,3 2,7
F 0,3 3,2
G 0,6 3,6
H 0,6 4,1
J 0,6 4,6

Size Coupling torque
Mating Unmating

Nm mini Nm max.

A 0,2 0,9
B 0,2 1,4
C 0,2 1,8
D 0,3 2,3
E 0,3 2,7
F 0,3 3,2
G 0,6 3,6
H 0,6 4,1
J 0,6 4,6
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1,58 to 3,20 max.3,20 max.

� For sealed receptacles - TYPE 90 - 94

Type 90 Type 94

Front panel mounting

Panel cutout

V

C1

C1

V1

KØ H1Ø H

C1 H mini H1 K V V1 Coupling torque
Size + 0,25. + 0,25.Front Rear

- 0 . - 0 .
mini. mini. Nm mini Nm max

.

A 18,26 13,11 16,66 17,70 16,99 24,60 27,80 3,40 4,00
B 20,62 15,08 22,22 20,88 19,53 27,00 32,60 4,50 5,20
C 23,01 19,05 23,42 25,58 24,26 30,20 36,00 6,20 6,80
D 24,61 23,01 26,59 28,80 27,53 33,30 39,60 7,90 8,50
E 26,97 25,81 30,96 31,98 30,68 36,50 43,30 9,00 9,60
F 29,36 28,98 32,94 35,15 33,86 39,30 47,00 10,20 10,70
G 31,75 32,16 36,12 38,28 37,06 42,50 50,60 11,30 12,40
H 34,93 34,93 39,29 41,50 40,01 45,70 54,20 12,40 13,50
J 38,10 37,69 42,47 44,68 43,41 48,80 59,70 13,60 14,70

Mounting cutouts ACT



Contacts ACT
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DATABUS CONTACTS SIZE 8 (TWISTED PAIR) AS PER MIL-C 38999 SERIES I, III AND IV STANDARD

CONTACTS CABLES SLEEVE TOOLS

Crimping tool Tool
Part-number Type Size Color Types Conduct. Braid Types Conductor Ferrule Extraction

code max. section Ø max.

182-0034-03 P Thermosetting TDB-CT-HEX 114-008 or

182-0035-03 S
8 Brown-red braid simple 0,86 mm2 3,48

and silicone
TDB-CT-08

Mark C M 81969/14-06

182-0034-04 P Hight immunity Thermosetting TDB-CT-HEX 114-008 or

182-0035-04 S
8 Red-red

double braid
0,86 mm2 3,91 and silicone TDB-CT-08 Mark D M 81969/14-06

Nota : Standard contacts delivered with connector.
Size 8 and Bus contacts are delivered with protect sleeve.

DEUTSCH EXTENDED LIFE FINISH

Part number Military Type Size Color code
part number 1 2 3

182-0441-22 MIL-C 39029/107-620 p Blue Red Black
182-0447-22 MIL-C 39029/106-614 S

22
Blue Brown Yellow

182-0441-20 MIL-C 39029/107-621 P Blue Red Bown
182-0447-20 MIL-C 39029/106-615 S

20
Blue Brown Green

182-0441-16 MIL-C 39029/107-622 P Blue Red Red
182-0447-16 MIL-C 39029/106-616 S

16
Blue Brown Blue

182-0441-12 MIL-C 39029/107-623 P Blue Red Orange
182-0447-12 MIL-C 39029/106-617 S

12
Blue Brown Violet

2 23 31 1
Color code Color code

CONTACTS CABLES SEALING PLUG

Commercial Type Size Color code Observations Section AWG Ø over P/N Color
Part-number 1 2 3 mm2 wire sheath L code

724-0001-22 P Orange Blue Black Standard
724-0007-22 S

22 Orange Yellow Grey contact
0,10 to 0,38 22 - 28 0,76 to 1,37 5,00 to 5,80 028-0102-22 Yellow

724-0001-20 P Orange Blue Orange Standard
724-0007-20 S

20 Orange Green Brown contact
0,21 to 0,60 20 - 24 1,02 to 2,11 5,80 to 6,60 006-0893-20 Red

724-0001-16 P Orange Blue Yellow Standard
724-0007-16 S

16 Orange Green Red contact
0,60 to 1,34 16 - 20 1,65 to 2,77 5,80 to 6,60 006-0893-16 Bleu

724-0001-12 P Orange Blue Green Standard
724-0007-12 S

12 Orange Green Orange contact
1,93 to 3,18 12 - 14 2,46 to 3,61 5,80 to 6,60 006-0892-12 Yellow

182-0001-08 P Power
182-0003-08 S

8
- - - contact 5,30 to 8,98 8 4,50 to 5,80 9,20 to 9,80 182-0061-08 -

182-0068-20 P Yellow Purple Green Alumel
182-0009-20 S

20 Yellow Grey Purple contact
0,21 to 0,60 20 - 24 1,02 to 2,11 5,80 to 6,60 006-0893-20 Red

182-0069-20 P Yellow Purple Blue Chromel
182-0010-20 S

20 Yellow Grey Grey contact 0,21 to 0,60 20 - 24 1,02 to 2,11 5,80 to 6,60 006-0893-20 Red

182-0068-22 P Yellow Purple Brown Alumel
182-0009-22 S 22 Yellow White Green contact

0,10 to 0,38 22 - 28 0,76 to 1,37 5,00 to 5,80 028-0102-22 Yellow

182-0069-22 P Yellow Purple Red Chromel
182-0010-22 S 22 Yellow White Blue contact

0,10 to 0,38 22 - 28 0,76 to 1,37 5,00 to 5,80 028-0102-22 Yellow

color code
For contact P as per MIL-DTL 38999

L

Sealing plug

Male contact Female contact Wires strip length

Connector rear face

� Standard gold 500 cycles contact (3025)

� Contact 1500 cycles contact



Tools ACT
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TOOLS CONTACTS STANDARDISATION

Tool Crimping tool Pilot stop for
Insertion Extraction crimping tool MIL-C

M 22520/2-09 MIL-C 39029/58-360
M 81969/14-01 M 22520/2-01 M 22520/2-07 MIL-C 39029/56-348

MIL-C 39029/58-363
M 15570-20 M 22520/1-01 M 22520/1-04 MIL-C 39029/56-351

MIL-C 39029/58-364
M 15570-16 M 22520/1-01 M 22520/1-04 MIL-C 39029/56-352

MIL-C 39029/58-365
M 15570-12 M 22520/1-01 M 22520/1-04 MIL-C 39029/56-353

Manual M 81969/14-06 M 22520/5-01 SP 593 -

MIL-C 39029/87-475
M 15570-20 M 22520/1-01 M 22520/1-04 MIL-C 39029/88-487

MIL-C 39029/87-476
M 15570-20 M 22520/1-01 M 22520/1-04 MIL-C 39029/88-488

M 22520/2-09 MIL-C 39029/87-471
M 81969/14-01 M 22520/2-01 M 22520/2-07 MIL-C 39029/89-495

M 22520/2-09 MIL-C 39029/87-472
M 81969/14-01 M 22520/2-01 M 22520/2-07 MIL-C 39029/89-496

90 ° TO
INSTALL

CH POSITIONNERAND

COAXIAL Contacts
Part-number Type Size MIL-C 39029

724-0004-16 P 76
182-0013-16 S

16
77

182-0100-12 P 102
182-0101-12 S 12

103
182-0127-68 P 59
182-0128-68 S

8
60

SHIELDED CONTACTS
Part-number Type Size MIL-C 39029

182-0098-12 P 28
182-0099-12 S

12
52

PCB Contacts
Part-number Type Size

724-0902-22 22
724-0902-20 20
724-0902-16

P
16

724-0902-12 12
724-0904-22 22
724-0904-20 20
724-0904-16

S
16

724-0904-12 12



Notes ACT
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