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DIMENSIONS Ñ INCHES (MILLIMETERS)

For packaging information, see pages 47 and 48.

ORDERING INFORMATION

Drawings are not to scale. See table below for dimensions. See page 16 for optional lead configurations. 
(1) Lead configuration depends on capacitance value. (2) H dimensions does not include meniscus.

STANDARD LEAD CONFIGURATION Ñ OUTLINE DRAWINGS

CERAMIC CONFORMALLY COATED/RADIAL
“STANDARD & HIGH VOLTAGE GOLD MAX”
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Case
Size

L
Max.

H.
Max.

Standard
T Max.

High Voltage
T Max.

S(1)

±.030 (.78)

LD
+.004(.10)
-.001(.025)

LL
Min.

C315 0.150 (3.81) 0.210 (5.33) 0.100 (2.54) 0.150 (3.81) 0.100 (2.54) 0.020 (.51) 0.276 (7.00)
C317 0.150 (3.81) 0.230 (5.84) 0.100 (2.54) 0.150 (3.81) 0.200 (5.08) 0.020 (.51) 0.276 (7.00)
C320 0.200 (5.08) 0.260 (6.60) 0.125 (3.18)(2) 0.200 (5.08) 0.100 (2.54) 0.020 (.51) 0.276 (7.00)
C322 0.200 (5.08) 0.260 (6.60) 0.125 (3.18) 0.200 (5.08) 0.200 (5.08) 0.020 (.51) 0.276 (7.00)
C323 0.200 (5.08) 0.320 (8.13) 0.125 (3.18) 0.200 (5.08) 0.200 (5.08) 0.020 (.51) 0.276 (7.00)
C330 0.300 (7.62) 0.360 (9.14) 0.150 (3.81) 0.250 (6.35) 0.200 (5.08) 0.020 (.51) 0.276 (7.00)
C333 0.300 (7.62) 0.390 (9.91) 0.150 (3.81) 0.250 (6.35) 0.200 (5.08) 0.020 (.51) 0.276 (7.00)
C340 0.400 (10.16) 0.460 (11.68) 0.150 (3.81) 0.270 (6.86) 0.200 (5.08) 0.020 (.51) 0.276 (7.00)
C350 0.500 (12.70) 0.560 (14.22) 0.200 (5.08) 0.270 (6.86) 0.400 (10.16) 0.025 (.64) 0.276 (7.00)

Note: 1 inch = 25.4mm.
Note (1): Measured at seating plane.
Note (2): Thickness = 0.16" (4.064mm) for C320 from 4.7 - 10.0 F.

(1)

(1)

C 320 C 102 M 1 R 5 T A
CERAMIC
CASE SIZE
See Table Above

SPECIFICATION
C – Standard
CAPACITANCE PICOFARAD CODE
Expressed in picofarads (pF). First two
digits represent significant figures. Third
digit specifies number of zeros. Use 9 for
1.0 thru 9.9 pF. Example 2.2pF = 229
CAPACITANCE TOLERANCE
C0G: C – ±0.25pF; D – ±0.5pF; F – ±1%;

G – ±2%; J – ±5%,
X7R: K – ±10%; M – ±20%; P – 0, -100%;

Z – -20,+80%
Z5U: M – ±20%; P – 0, -100%; Z – -20,+80%

RATED VOLTAGE (DC)
3 – 25 D – 1000
5 – 50 F – 1500
1 – 100 G – 2000
2 – 200 Z – 2500
A – 250 H – 3000
C – 500

FAILURE RATE
A – Not Applicable
LEAD MATERIAL

T – 100% Tin (Sn)
H – 60/40% Tin/Lead (SnPb)
INTERNAL CONSTRUCTION

5 – Multilayer
DIELECTRIC

EIA Designation
G – C0G (NP0) - Ultra Stable
R – X7R - Stable
U – Z5U - General Purpose
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CERAMIC CONFORMALLY COATED/RADIAL
“STANDARD & HIGH VOLTAGE GOLD MAX”

Lead Spacing
.100" ± .030

Lead Spacing
.200" ± .030

Lead Spacing
.200" ± .030

Lead Spacing
.200" ± .030

Lead Spacing Lead Spacing

.150
MAX.

.210
MAX.

.276
MIN.

.100

C 3 1 5

.150
MAX.

.230
MAX.

.230
±.030

.100

C 3 1 6

.200

.200
MAX.

.260
MAX.

.276
MIN.

.200

C 3 2 2 C 3 2 3

.320
MAX.

.276
MIN.

.200

.200
MAX.

.150
MAX.

.230
MAX.

.276
MIN.

.200

C 3 1 7

.150
MAX.

.235
MAX.

.276
MIN.

.200

C 3 1 8

.200
MAX.

.325
MAX.

.276
MIN.

C 3 2 8

.200

.200
MAX.

.350
MAX.

.230
±.030

.200

C 3 2 7

.270

.200
MAX.

.320
MAX.

.276
MIN.

.200

C 3 2 5

.300
MAX.

.360
MAX.

.276
MIN.

.250

C 3 3 1

.200
MAX.

.260
MAX.

.276
MIN.

.250

C 3 2 1

.500
MAX.

.560
MAX.

.276
MIN.

.400

C 3 5 0

.500
MAX.

.670
MAX.

.230
±.030

C 3 5 6

.400

.520

.400
MAX.

.590
MAX.

.230
±.030

.200

C 3 4 6

.320

.400
MAX.

.460
MAX.

.276
MIN.

.200

C 3 4 0

.200
MAX.

.260
MAX.

.276
MIN.

.100

C 3 2 0

.200
MAX.

.260
MAX.

.276
MIN.

.100

C 3 2 4 C 3 2 6

.230
± .030

.100

.200
MAX.

.350
MAX.

.300
MAX.

.360
MAX.

.276
MIN.

.200

C 3 3 0

.300
MAX.

.390
MAX.

.276
MIN.

.200

C 3 3 3

.300
MAX.

.420
MAX.

.276
MIN.

.200

C 3 3 5

.300
MAX.

.450
MAX.

.230
±.030

.200

C 3 3 6

.300

The preferred lead wire configurations are shown on page 15. However, additional configurations are
available. All available options, including those on page 15, are shown below grouped by lead spacing.

OPTIONAL CONFIGURATIONS BY LEAD SPACING

.200.125

.250" ± .030
(Available in

bulk only)

.400" ± .030

Note: Non-standard lead lengths are available in bulk only.

Note: C330 configuration
depends on capacitance.
See part number tables 
for specifics.
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CAPACITOR MARKINGS

Manufacturer
(KEMET)

Rated Voltage
5 - 50 volts
1 - 100 volts
2 - 200 volts

Capacitance
Tolerance

Manufacturer
(KEMET)

Capacitance
& Tolerance

Dielectric
C0G
X7R
Z5U

Rated
VoltageCapacitance

Code
Date Code

Front

K1K

Back

102

C31X & C32X Size

KX7R
105K
100V
0814

C340 & C350 Size

Rated Voltage
5 - 50 volts
1 - 100 volts
2 - 200 volts

Manufacturer
(KEMET)

Capacitance
Tolerance

Capacitance
Code

Dielectric
G - C0G
R - X7R
U - Z5U

K5U
104M

C33X Size

RATINGS & PART NUMBER REFERENCE: ULTRA-STABLE TEMPERATURE CHARACTERISTICS — C0G/NP0

For packaging information, see pages 47 and 48. 
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CERAMIC CONFORMALLY COATED/RADIAL
“STANDARD & HIGH VOLTAGE GOLD MAX”

50 100 200 500 1k 50 100 200 500 1k 1.5k 2k 50 100 200 500 1k 1.5k 2k 2.5k 3k 50 100 200 500 1k 2k 3k 50 100 200 500 1k 2k 3k

1.0pF 109 D
1.1 119 D
1.2 129 D
1.3 139 D
1.5 159 D
1.6 169 D
1.8 189 D
2.0 209 D
2.2 229 D
2.4 249 D
2.7 279 D
3.0 309 D
3.3 339 D
3.6 369 D
3.9 399 D
4.3 439 D
4.7 479 D
5.1 519 D
5.6 569 D
6.2 629 D
6.8 689 D
7.5 759 D
8.2 829 D
9.1 919 D
10 100 J,K
11 110 J,K
12 120 J,K
13 130 J,K
15 150 J,K
16 160 J,K
18 180 J,K
20 200 J,K
22 220 J,K
24 240 G,J,K
27 270 G,J,K
30 300 G,J,K
33 330 G,J,K
36 360 G,J,K
39 390 G,J,K
43 430 G,J,K
47 470 G,J,K
51 510 G,J,K
56 560 F,G,J
62 620 F,G,J
68 680 F,G,J
75 750 F,G,J
82 820 F,G,J
91 910 F,G,J

WVDCWVDC WVDC WVDC WVDC

C35XC31X C32X C33X C34XStyle

Cap Cap
Code

Cap
Tol
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CERAMIC CONFORMALLY COATED/RADIAL
“STANDARD & HIGH VOLTAGE GOLD MAX”

For packaging information, see pages 47 and 48. 

RATINGS & PART NUMBER REFERENCE: 
ULTRA-STABLE TEMPERATURE CHARACTERISTICS —C0G/NPO CONT.

50 100 200 500 1k 50 100 200 500 1k 1.5k 2k 50 100 200 500 1k 1.5k 2k 2.5k 3k 50 100 200 500 1k 2k 3k 50 100 200 500 1k 2k 3k

100 101 F,G,J
110 111 F,G,J
120 121 F,G,J
130 131 F,G,J
150 151 F,G,J
160 161 F,G,J
180 181 F,G,J
200 201 F,G,J
220 221 F,G,J
240 241 F,G,J
270 271 F,G,J
300 301 F,G,J
330 331 F,G,J
360 361 F,G,J
390 391 F,G,J
430 431 F,G,J
470 471 F,G,J
510 511 F,G,J
560 561 F,G,J
620 621 F,G,J
680 681 F,G,J
750 751 F,G,J
820 821 F,G,J
910 911 F,G,J
1000 102 F,G,J
1100 112 F,G,J
1200 122 F,G,J
1300 132 F,G,J
1500 152 F,G,J
1600 162 F,G,J
1800 182 F,G,J
2000 202 F,G,J
2200 222 F,G,J
2400 242 F,G,J
2700 272 F,G,J
3000 302 F,G,J
3300 332 F,G,J
3600 362 F,G,J
3900 392 F,G,J
4300 432 F,G,J
4700 472 F,G,J
5100 512 F,G,J
5600 562 F,G,J
6200 622 F,G,J
6800 682 F,G,J
7500 752 F,G,J
8200 822 F,G,J
9100 912 F,G,J

.010uF 103 F,G,J
.015 123 F,G,J
.015 153 F,G,J
.018 183 F,G,J
.022 223 F,G,J
.027 273 F,G,J
.033 333 F,G,J
.039 393 F,G,J
.047 473 F,G,J
.056 563 F,G,J
.068 683 F,G,J
.082 823 F,G,J
.10 104 F,G,J
.12 124 F,G,J  

C34X C35X
WVDC WVDC WVDC WVDC WVDC

C32X C31X 

Cap Cap
Code

Cap
Tol

C33XStyle
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RATINGS & PART NUMBER REFERENCE: STABLE TEMPERATURE CHARACTERISTICS - X7R
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CERAMIC CONFORMALLY COATED/RADIAL
“STANDARD & HIGH VOLTAGE GOLD MAX”

Cap Cap
Cap Code Tol 25 50 100 200 250 500 1k 25 50 100 200 250 500 1k 1.5k 2k 25 50 100 200 250 500 1k 1.5k 2k 2.5k 3k

10pF 100 K,M,P,Z
12 120 K,M,P,Z
15 150 K,M,P,Z
18 180 K,M,P,Z
22 220 K,M,P,Z
27 270 K,M,P,Z
33 330 K,M,P,Z
39 390 K,M,P,Z
47 470 K,M,P,Z
56 560 K,M,P,Z
68 680 K,M,P,Z
82 820 K,M,P,Z

100 101 K,M,P,Z
120 121 K,M,P,Z
150 151 K,M,P,Z
180 181 K,M,P,Z
220 221 K,M,P,Z
270 271 K,M,P,Z
330 331 K,M,P,Z
390 391 K,M,P,Z
470 471 K,M,P,Z
560 561 K,M,P,Z
680 681 K,M,P,Z
820 821 K,M,P,Z

1000 102 K,M,P,Z
1200 122 K,M,P,Z
1500 152 K,M,P,Z
1800 182 K,M,P,Z
2200 222 K,M,P,Z
2700 272 K,M,P,Z
3300 332 K,M,P,Z
3900 392 K,M,P,Z
4700 472 K,M,P,Z
5600 562 K,M,P,Z
6800 682 K,M,P,Z
8200 822 K,M,P,Z

.010uF 103 K,M,P,Z
.012 123 K,M,P,Z
.015 153 K,M,P,Z
.018 183 K,M,P,Z
.022 223 K,M,P,Z
.027 273 K,M,P,Z
.033 333 K,M,P,Z
.039 393 K,M,P,Z
.047 473 K,M,P,Z
.056 563 K,M,P,Z
.068 683 K,M,P,Z
.082 823 K,M,P,Z
.10 104 K,M,P,Z
.12 124 K,M,P,Z
.15 154 K,M,P,Z
.18 184 K,M,P,Z 2 2
.22 224 K,M,P,Z 2 2
.27 274 K,M,P,Z 2 2
.33 334 K,M,P,Z 2 2
.39 394 K,M,P,Z 2 2 2
.47 474 K,M,P,Z 2 2 2
.56 564 K,M,P,Z 2 2 2
.68 684 K,M,P,Z 2 2 2
.82 824 K,M,P,Z 2 2 2
1.0 105 K,M,P,Z 2 2 2
1.2 125 K,M,P,Z 2 2 2 2 2
1.5 155 K,M,P,Z 2 2
1.8 185 K,M,P,Z 2 2
2.2 225 K,M,P,Z 2 2
2.7 275 K,M,P,Z
3.3 335 K,M,P,Z
3.9 395 K,M,P,Z
4.7 475 K,M,P,Z 1 1
5.6 565 K,M,P,Z 1
6.8 685 K,M,P,Z 1

10.0 106 K,M,P,Z 1
(1) Thickness max = 0.160" (4.064mm)
(2) Requires straight leads (all other C33X's require bent leads)

C32X Style C31X 
WVDC WVDCWVDC

C33X

For packaging information, see pages 47 and 48.
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CERAMIC CONFORMALLY COATED/RADIAL
“STANDARD & HIGH VOLTAGE GOLD MAX”

For packaging information, see pages 47 and 48. 

RATINGS & PART NUMBER REFERENCE: STABLE TEMPERATURE CHARACTERISTICS - X7R

Cap Cap

Cap Code Tol 25 50 100 200 250 500 1k 1.5k 2k 2.5k 3k 25 50 100 200 250 500 1k 2k 3k

10pF 100 K,M,P,Z
12 120 K,M,P,Z
15 150 K,M,P,Z
18 180 K,M,P,Z
22 220 K,M,P,Z
27 270 K,M,P,Z
33 330 K,M,P,Z
39 390 K,M,P,Z
47 470 K,M,P,Z
56 560 K,M,P,Z
68 680 K,M,P,Z
82 820 K,M,P,Z
100 101 K,M,P,Z
120 121 K,M,P,Z
150 151 K,M,P,Z
180 181 K,M,P,Z
220 221 K,M,P,Z
270 271 K,M,P,Z
330 331 K,M,P,Z
390 391 K,M,P,Z
470 471 K,M,P,Z
560 561 K,M,P,Z
680 681 K,M,P,Z
820 821 K,M,P,Z
1000 102 K,M,P,Z
1200 122 K,M,P,Z
1500 152 K,M,P,Z
1800 182 K,M,P,Z
2200 222 K,M,P,Z
2700 272 K,M,P,Z
3300 332 K,M,P,Z
3900 392 K,M,P,Z
4700 472 K,M,P,Z
5600 562 K,M,P,Z
6800 682 K,M,P,Z
8200 822 K,M,P,Z

.010uF 103 K,M,P,Z
.012 123 K,M,P,Z
.015 153 K,M,P,Z
.018 183 K,M,P,Z
.022 223 K,M,P,Z
.027 273 K,M,P,Z
.033 333 K,M,P,Z
.039 393 K,M,P,Z
.047 473 K,M,P,Z
.056 563 K,M,P,Z
.068 683 K,M,P,Z
.082 823 K,M,P,Z
.10 104 K,M,P,Z
.12 124 K,M,P,Z
.15 154 K,M,P,Z
.18 184 K,M,P,Z
.22 224 K,M,P,Z
.27 274 K,M,P,Z
.33 334 K,M,P,Z
.39 394 K,M,P,Z
.47 474 K,M,P,Z
.56 564 K,M,P,Z
.68 684 K,M,P,Z
.82 824 K,M,P,Z
1.0 105 K,M,P,Z
1.2 125 K,M,P,Z
1.5 155 K,M,P,Z
1.8 185 K,M,P,Z
2.2 225 K,M,P,Z
2.7 275 K,M,P,Z
3.3 335 K,M,P,Z
3.9 395 K,M,P,Z
4.7 475 K,M,P,Z
5.6 565 K,M,P,Z
6.8 685 K,M,P,Z
10 106 K,M,P,Z

(1) Thickness max = 0.160" (4.06mm)

(2) Requires straight leads (all other C33X's require bent leads)

Style
WVDC

C34X C35X
WVDC
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50 100 200 50 100 200 50 100 200 50 100 200 50 100 200

1000pF 102 M,P,Z
1200 122 M,P,Z
1500 152 M,P,Z
1800 182 M,P,Z
2200 222 M,P,Z
2700 272 M,P,Z
3300 332 M,P,Z
3900 392 M,P,Z
4700 472 M,P,Z
5600 562 M,P,Z
6800 682 M,P,Z
8200 822 M,P,Z

.010uF 103 M,P,Z
.012 123 M,P,Z
.015 153 M,P,Z
.018 183 M,P,Z
.022 223 M,P,Z
.027 273 M,P,Z
.033 333 M,P,Z
.039 393 M,P,Z
.047 473 M,P,Z
.056 563 M,P,Z
.068 683 M,P,Z
.082 823 M,P,Z
.10 104 M,P,Z
.12 124 M,P,Z
.15 154 M,P,Z
.18 184 M,P,Z 1

.22 224 M,P,Z 1

.27 274 M,P,Z 1

.33 334 M,P,Z 1

.39 394 M,P,Z 1 1

.47 474 M,P,Z 1 1

.56 564 M,P,Z 1

.68 684 M,P,Z 1

.82 824 M,P,Z 1

1.0 105 M,P,Z 1

1.2 125 M,P,Z 1

1.5 155 M,P,Z 1

1.8 185 M,P,Z 1

2.2 225 M,P,Z 1

2.7 275 M,P,Z
3.3 335 M,P,Z
3.9 395 M,P,Z
4.7 475 M,P,Z
5.6 565 M,P,Z
6.8 685 M,P,Z

1 Requires straight leads (all other C33x's require bent leads)

C35XC31X C32X C34XC33XStyle

Cap Cap
Code

Cap
Tol

WVDCWVDC WVDC WVDC WVDC

RATINGS & PART NUMBER REFERENCE
GENERAL PURPOSE TEMPERATURE CHARACTERISTIC — Z5U

For packaging information, see pages 47 and 48. 
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CERAMIC CONFORMALLY COATED/RADIAL
“STANDARD & HIGH VOLTAGE GOLD MAX”
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CERAMIC LEADED
PACKAGING INFORMATION
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CERAMIC LEADED
PACKAGING INFORMATION

KEMET
Series

Military
Style

Military
Specification

Standard (1)
Bulk

Quantity

Ammo Pack
Quantity

Maximum

Maximum
Reel

Quantity

Reel
Size

C114C-K-G CK12, CC75 MIL-C-11015/ 200/Box 5000 12"
C124C-K-G CK13, CC76 MIL-PRF-20 200/Box 5000 12"
C192C-K-G CK14, CC77 100/Box 3000 12"
C202C-K CK15 25/Box 500 12"
C222C-K CK16 10/Tray 300 12"
C052C-K-G CK05, CC05 100/Bag 2000 2000 12"
C062C-K-G CK06, CC06 100/Bag 1500 1500 12"
C114G CCR75 MIL-PRF-20 200/Box 5000 12"
C124G CCR76 200/Box 5000 12"
C192G CCR77 100/Box 3000 12"
C202G CC78-CCR78 25/Box 500 12"
C222G CC79-CCR79 10/Tray 300 12"
C052/56G CCR05 100/Bag 1700 12"
C062/66G CCR06 100/Bag 1500 12"
C512G CC07-CCR07 Footnote (2) N/A N/A
C522G CC08-CCR08 Footnote (2) N/A N/A
C114T CKR11 MIL-PRF-39014 200/Box 5000 12"
C124T CKR12 200/Box 5000 12"
C192T CKR14 100/Box 3000 12"
C202T CKR15 25/Box 500 12"
C222T CKR16 10/Tray 300 12"
C052/56T CKR05 100/Bag 1700 12"
C062/66T CKR06 100/Bag 1500 12"
C31X 500/Bag 2500 2500 12"
C32X 500/Bag 2500 2500 12"
C33X 250/Bag 1500 1500 12"
C340 100/Bag 1000 1000 12"
C350 50/Bag N/A 500 12"
C410 300/Box 4000 5000 12"
C412 200/Box 4000 5000 12"
C420 300/Box 4000 5000 12"
C430 200/Box 2000 2500 12"
C440 200/Box 2000 2500 12"
C512 N/A N/A Footnote (2) N/A N/A
C522 N/A N/A Footnote (2) N/A N/A
C617 250/Bag 1000 12"
C622/C623 100/Bag 500 12"
C627/C628 100/Bag 500 12"
C630/C631 100/Bag 500 12"
C637/C638 50/Bag 500 12"
C640/C641 50/Bag 500 12"
C642/C643 50/Bag 500 12"
C647/C648 50/Bag 500 12"
C657/C658 50/Bag 500 12"
C667/C668 50/Bag 500 12"

CERAMIC PACKAGING

NOTE: (1) Standard packaging refers to number of pieces per bag, tray or vial.
(2) Quantity varies. For further details, please consult the factory.
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