FOBLOQ System- FM Keelog™

Features

T FM Remote Control System

| Range up to 150metres

1  1-4button versions

1 Transmitter Waterproof to IP68

T 12 or 24Vdc Supply

1  ‘EasyLearn’ up to50 Transmitters

T Easy Installation via Screw Terminals

1  Relay Changeover Outputs 5A @ 230Vac

1  Momentary or Latching Outputs

Description

A highly secure general purpose remote control, which can be used for controlling many different
applications.

The system utilises the highly secure Keelog code hopping protocol to ensure reliable operation.

Easy to install, the receiver is connected using standard ‘screw terminals’ provided. Power to the
receiver is 12 or 24Vdc and the output(s) can switch up to 5A at 230Vac.

The receiver outputs operate when the transmitter switch is pressed. The outputs can be set to
‘momentary’ or ‘latching’ operation.

The system is supplied ready to ‘plug and play’, in addition a further 30 transmitters can be ‘learnt’ to
the receiver.

Part Number Description Freq (MHz)
FOBLOQF-451 1 channel FOBLOQ system 433.92
FOBLQOF-4S2 2 channel FOBLOQ system 433.92
FOBLOQF-4S3 3 channel FOBLOQ system 433.92
FOBLOQF-454 4 channel FOBLOQ system 433.92
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Additional Transmitter Key fobs

q4944

Part No Additional  FM Transmitters Range
FOBLOQF-4T1 Transmitter Key fob 1 switch 433.92 150
FOBLQOF-4T2 Transmitter Key fob 2 switch 433.92 150
FOBLOQF-4T3 Transmitter Key fob 3 switch 433.92 150
FOBLOQF-4T4 Transmitter Key fob 4 switch 433.92 150

" Range stated is optimal, in some conditions this may be dramatically reduced.

Key fob dimensions: Enclosure dimensions:
(All dimensions in mm) (All dimensions in mm)
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FM Keelog™

Data Outputs

Each output relay provides an isolated switch. Outputs 2 to 4 Connections are Common (COM) and Normally Open
(NO) which close together when activated. Output 1 has an additional Normally Closed (NC) changeover contact.
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Relay Connections when Relay Connections when
Transmitter NOT Operating Transmitter OPERATING

The action of the relay outputs is set by the Option link setting Jumper. A link is made / removed by the small shorting
link ‘cap’ placed over the pin header.

Option Link 1 Fitted = Momentary Operation
Option Link 1 Not Fitted = Latching Operation

Please Note: The relay contacts in this unit are for functional use only and must not be used for isolation purposes
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