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The Company z

Amphenol-Tuchel Electronics GmbH is a member of the USA based Amphenol
Corporation. With our own global presence we offer our customers exceptional
technical support and worldwide service in the areas of development, production

and distribution. Amphenol-Tuchel Electronics GmbH has a successful history =
as a partner to our customers and sets standards for connector technology. b

Quality
From the beginning of the development process, Amphenol-Tuchel Electronics GmbH
gives quality considerations the top priority. Meeting customer requirements is

the main focus of the product development process.

Interdisciplinary project teams with diverse backgrounds from marketing, product
engineering and production guarantee the development and production of robust and
reliable connector solutions.

Our quality assessment begins with the initial contact to the customer and extends
through the life of the product. A satisfied customer is the measure of our success.
We strive to use environmentally friendly processes that minimize the waste of natural
resources and introduction of toxins into the environment.

Certi cations: TS 16949
1SO 14001
1SO 9000:2000
General information &
We reserve the right to change the design due This catalogue must not be used in any form eco|mate is a registered trademark.
to improvement in quality, development or or manner without our prior approval in writing Usage or modification is not allowed without
production requirements. (Copyright Law, Fair Trading Law, Civil Code). written permission of Amphenol-Tuchel.

This release replaces all former releases.
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eco|mate™

Product Description

Product Description

In design and conception the eco|mate™ program meets the high
requirements for applications in industrial technology. Easy operation,
reduced dimensions and a more robust design are only a few of

the features of the series.

The connectors main area of application is in the fields of plant
construction and machine building. The connector is used for measuring
and controlling applications as well as for power supply.

technology. The series is comprised of a large selection of housings

and shapes and offers models with screw, solder and crimp termination.

Features:

[Circular Connectors with 3+PE and 6+PE contacts
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Advantages:

[ Quick and easy assembly
8 A R [ [
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[ Pre-loaded ground contact

0 Fastening for the protective caps on the housing of the receptacles
OI000essHatsmOI0000 000n0 0 0000000 y0n000 0000000000

Additional standards:

R A A
transmission on inside cabin applications for agricultural machines
and tractors

Testhouse Characteristics

VDE @

SEV
o\
CSA @

3+PE, 400V, 16 A

6+PE, 250 V, 10 A (solderversion)
6+PE, 250 V, 13 A (crimpversion)
3+PE, 400V, 16 A

6+PE, 250 V, 10 A (solderversion)
6+PE, 250 V, 13 A (crimpversion)
3+PE, 400V, 16A

6+PE, 250V, 13A

3+PE, 250V, 12 A
6+PE, 250V, 8 A

In general approvals refer to versions of the connector series. Test report upon request.

Y Please refer to Conditions of Acceptability
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eco|mate™

Technical Data

General Characteristics Standard Characteristics

000o0monoonioom

View on male mating side

Electrical Characteristics

ODI0OI0onoog QIoooiooooomoe
00I000NO00I00IonNooooon0neog QI00bOo000onom
Pollution degree OiConiooCoooom
Installation (overvoltage) category — OI0I00I0000000M
Material group QIoooiooooomoe

Current carrying capacity A A A WA
Insulation resistance 0I0I0OI00000000mmonan
Contact resistance OI0I00m0o0onoiomoa
Climatic Characteristics

Climatic category 0100010000000
Operating temperature

Mechanical Characteristics

Degree of protection 0I0I00OIooooo

Insertion and withdrawal force 0 A
Mechanical operation OI0IDOIO0o0onmanao
Materials

Housing material

Dielectric material

Gasket material

Material lace for protective cap

Contact plating

Other Characteristics

Termination technique

Wire gauge / AWG

Flammability UL 94

Locking system
V000000000002 VDE 0110-12 |EC 60664-1

3+PE

§ —
2 z«t“
screw type solder type crimp type
400V 250 V 250V
6000 V 4000 V
3 3
Il Il
Il Il
16A/+55 C 12A/+55 C 13A/+55 C
210°W 210°W
c5mW ¢5mW

s

40/100/ 56 40/125/56
-40 C ... +100 C -40 C...+125 C

(0I000noIno
¢lnoo ¢ln0o

2500 mating cycles

PA6.6/PAG
PA6.6/PAG
0000000

TPE
silver plated / gold plated

screw solder crimp
QIo0inomno? Ooononnoo2 0,14 - 1,5 mm?
AWG 18-14 AWG 18 AWG 26 - 16
VO

round thread

The stated technical values refer to the use as connector without breaking capacity (COC). If these components are used as plug and socket device a
reduced current carrying capacity has to be considered. The characteristics have to be requested from the manufacturer.

Derating Curves

|

30,0 =300
=3 _ No. of contacts 3 + PE S No. of contacts 6 + PE
s = 25,0
8 200 all contacts under load i 20,0 all contacts under load
[=2] . .
£ 150 3 a) wire gauge 2,5 mmt S 150~ = a) wire gauge 1,5 mm?,
£ 100 b) b) wire gauge 1,5 mmt 5 100 b\‘ﬁ\ stamped crimp contacts
= 50 = 50 ) s {iaa[a[a[uumun/mi{u]u
£, = stamped solder contacts
S 20 40. 60 80 100 120 8 20 40 60 80 100 120

Ambient temperature Ambient temperature
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eco|mate™

Male cable connector straight

Version strain relief with
clamping ring: 6 - 12,5 mm

Version with internal strain relief and
clamping ring: 6 - 10 mm

No. of Termination Back shell
contacts technique color

3 +PE screw blue

3 +PE Screw black

6 + PE solder blue

6 + PE solder black

6+ PE crimp? blue

6 + PE crimp? black

Male cable connector right angled,

strain relief with clamping ring

cable diameter 6 - 12,5 mm

No. of Termination Back shell
contacts technique color

3+PE screw blue

3 +PE screw black

6 + PE solder blue

6 + PE solder black

6 + PE crimpY blue

6 + PE crimp? black

Female receptacle, screw termination
(3+PE), solder termination or
crimp version (6+PE)

24

Male Cable Connectors / Female Receptacles

Part number
Strain relief with clamping ring
Contact plating

Silver plated

€016 20H003 100 10
€016 20H003 100 12
€016 30H006 100 10
€016 30H006 100 12
€016 10H006 000 10
€016 10H006 000 12

Gold plated

€016 20H003 200 10
€016 20H003 200 12
€016 30H006 200 10
€016 30H006 200 12
€016 10H006 000 10
€016 10H006 000 12

&, 252

Part number
Strain relief with clamping ring
Contact plating

Silver plated

€016 20K003 100 10
€016 20K003 100 12
€016 30K006 100 10
€016 30K006 100 12
€016 10K006 000 10
€016 10K006 000 12

Gold plated

€016 20K003 200 10
€016 20K003 200 12
€016 30K006 200 10
€016 30K006 200 12
€016 10K006 000 10
€016 10K006 000 12

Part number
Internal strain relief + clamping ring
Contact plating

Silver plated

€016 20H003 110 10
€016 20H003 110 12
€016 30H006 110 10
€016 30H006 110 12
€016 10H006 010 10
€016 10H006 010 12

Gold plated

€016 20H003 210 10
€016 20H003 210 12
€016 30H006 210 10
€016 30H006 210 12
€016 10H006 010 10
€016 10H006 010 12

Dimension A
Screw version: 13,5 mm
Solder version: 12,5 mm
Crimp version: 16,5 mm
Part number
No. of Termination Back shell Contact plating
contacts technique color Silver plated Gold plated
3+PE screw black €016 20G003 100 12 €016 20G003 200 12
6+ PE solder black €016 30G006 100 12 €016 30G006 200 12
6 + PE crimp? black €016 10G006 000 12 €016 10G006 000 12
Y Crimp contacts see page 10 / Crimp tooling see catalogue Tools .
0 0 0 I

Mounting
cut-out?

—For sealing reason
) .
this surface needs
to be level and
free of burrs.

&
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eco|mate™

Female Cable Connectors / Male Receptacles

Female cable connector straight

Version strain relief with
clamping ring: 6 - 12,5 mm

Version with internal strain relief and
clamping ring: 6 - 10 mm

Part number
Internal strain relief + clamping ring
Contact plating

Part number
Strain relief with clamping ring

No. of Termination Back shell Contact plating
contacts technique color Silver plated Gold plated Silver plated Gold plated
3+PE screw blue €016 20D003 100 10 €016 20D003 200 10 €016 20D003 110 10 €016 20D003 210 10
3+PE screw black €016 20D003 100 12 €016 20D003 200 12 €016 20D003 110 12 €016 20D003 210 12
6 + PE solder blue €016 30D006 100 10 €016 30D006 200 10 €016 30D006 110 10 €016 30D006 210 10
6 + PE solder black €016 30D006 100 12 €016 30D006 200 12 €016 30D006 110 12 €016 30D006 210 12
6 + PE crimp? blue C016 10D006 000 10 C016 10D006 000 10 C016 10D006 010 10 C016 10D006 010 10
6 + PE crimp? black €016 10D006 000 12 €016 10D006 000 12 €016 10D006 010 12 €016 10D006 010 12
Female cable connector right angled,
strain relief with clamping ring
cable diameter 6 - 12,5 mm
Part number
Strain relief with clamping ring
No. of Termination Back shell Contact plating
contacts technique color Silver plated Gold plated

3+ PE Screw blue €016 20F003 100 10 C016 20F003 200 10

3+PE screw black €016 20F003 100 12 €016 20F003 200 12

6 + PE solder blue €016 30F006 100 10 €016 30F006 200 10

6+ PE solder black €016 30F006 100 12 €016 30F006 200 12

6+ PE crimp? blue €016 10F006 000 10 €016 10F006 000 10

6+ PE crimp? black C016 10F006 000 12 C016 10F006 000 12

Male receptacle, screw termination
(3+PE), solder termination or
crimp version (6+PE)

Dimension A

Screw version: 14,0 mm

Solder version: 12,0 mm

Crimp version: 16,5 mm

Part number Mounting

No. of Termination Back shell Contact plating cut-out?

contacts technique color Silver plated Gold plated s —For sealing reason
34+PE screw black C016 20C003 10012 C016 20C003 200 12 this surface needs
6+ PE solder black C016 30C006 10012 €016 30C006 200 12 to be level and
6+ PE crimp? black C016 10C006 00012 C016 10C006 000 12 free of burrs.

9 Crimp contacts see page 10 / Crimp tooling see catalogue Tools .
?) Mounting hole 22 without chamfer, suitable sealing for screws is necessary. D0000ID0T0I0000OIO00

Amphenol] 0



m
eco | mate  High voltage

General Characteristics

000oomanoooooo

View on male mating side

Electrical Characteristics crimp type
00Inooooooon Q0000000000 600 V
00mnonOoommonomiooooneon OI0i0OI0oonooO 6000 V
Pollution degree OI0I0OI00o0000 3 (mated)
Installation (overvoltage) category  OIIO0NO000000 1l
Material group 0I00ONooo0o0om Il
Current carrying capacity OI0OMo0OO00000O0OoO0o0n 14A/+40 C
Insulation resistance 0I0I00I0000000 0oNmano. 2100 W
Contact resistance OI00ooo0oonmonan ¢5mwW
Climatic Characteristics

Climatic category 0I0Io0Ioo0oooo 40/ 125/ 56
Operating temperature -40 C...+125 C
Mechanical Characteristics

Degree of protection 0I0Ioomooooo IP 65
Insertion and withdrawal force QoioOCOoo0oooODNmoTneg ¢ooo

Mechanical operation

OI0IOooooonmonan

2500 mating cycles

Materials

Housing material PA6.6/PAG
Dielectric material PA6.6/PA6
Gasket material 000000

Contact plating

Other Characteristics

silver plated / gold plated

Termination technique crimp

Wire gauge / AWG 0,14 -1,5 mm?
AWG 26 - 16

Flammability UL 94 VO

Locking system

round thread

Technical Data

Standard Characteristics

U0I0000I0000000% VDE 0110-12 IEC 60664-1
The stated technical values refer to the use as connector without breaking capacity (COC). If these components are used as plug and socket device a
reduced current carrying capacity has to be considered. The characteristics have to be requested from the manufacturer.

Derating Curves Testhouse Characteristics

Z %0 No. of contacts 6 + PE 3+PE, 600 V, 13 A bei AWG 16
8 0 ULY m 3+PE, 600V, 5 A bei AWG 26
S 10 2l contacts nder load ® 6+PE, 600 V, 13 A bei AWG 16
=== #) wire gauge 1,5 mm", 6+PE, 600V, 5 A bei AWG 26
= 3 stamped crimp contacts ' ’ .

E o In general approvals refer to versions of the connector series. Test report
a3’ 20 40 60 80 100 120 upon request.

Ambient temperature Y Please refer to Conditions of Acceptability
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m
eco | mate  High voltage Female Cable Connectors / Male Receptacles

Female cable connector straight,
with clamping ring,
cable diameter 6 - 12,5 mm

— [ [
=1 = >
1=
= e |
_——
No. of Termination Back shell Part number
contacts technique color Strain relief with clamping ring
3+PE crimp black €016 10D003 806 12
6 + PE crimp? black C016 10D006 806 12
21,2
M_ale recep_tacle, s e
crimp version G S
[,098]
13,5
[,533]
No. of Termination Back shell Part number Mounting
contacts technique color cut-out
3+PE crimp black €016 10P003 806 12
6 + PE crimp black €016 10P006 806 12

b Crimp contacts see page 10 / Crimp tooling see catalogue Tools .
2 [I00I00I00100000000Ioan
* standard dust cups dont t on high voltage versions special caps upon request

* Thread size M20 x 1,52
* If turn protection is required, we recommend to glue receptacles

Amphenol
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m
eco | mate Crimp Contacts

Stamped single contacts Stamped contacts on reel Stamped contacts on reel for crimping machines
for hand crimping tools 2000 pcs. feeds to the right 2000 pes. feeds to the left
- 200 pes.

Crimp Contacts, Pin for Standard Versions

Contact @ Insulation @ No. of Wire Supplled Pieces Part number
inmm in mm contacts | gauge Contact plating
Silver plated Gold plated

1,6 1,0-20 6 + PE 0,14-0,5mm”*  Single contact! 100 00I00I0o0i0o0omom 00I00n00io00om0n
[ [ ] I TI000M00NOOIoon  Mmimoo0o 0OI00IO0oOInOo0momn OOIo0Ioooo0o0mon
[ [ ] I Jni0om 1oooon 0000000000000 00I00ID00Io0o0man
[ [ ] 0 J00000m 1noooo 0DI00I000I0000mamn 0DI00IDODIo000maD
1,6 18-28 6 + PE 0,5-1,5mm? Single contact! X000 00I00I000I0000m0m 0OI0on00Ion0omon
[ [ ] I NI000N00NOOIIooN  Minoo0o 0OI00IOoOnOo0momn 0O0oOIoooo0o0mon
[ [ ] I Jnioom 1ooooo 00000I00omOo0mom 00Io0IDoon0o0nan
[ [ ] I 100000 1oooon 00I00I00OI0000mo0 0OIo0ID0DIo000moD

Crimp Contacts, Pin for High Voltage Versions

Contact @ Insulation @ No. of Wire Supplied Pieces Part number
in mm in mm contacts | gauge as Contact plating
Silver plated Gold plated

1,6 1,0-2,0 6 + PE 0,14-05mm*  Single contact] 1000 0000010000000 00000I00000a00man
0 I [ | [I000I00MO0m00D  Imooon I [0oooCoeonomon
0 ] [ | [Inooom Toooon 00Ntoooooomoon 0Oi00tooeongmo
0 ] [ | (000000 T0o0on I 00I00oCoeonomo
1,6 18-28 6+ PE 0,5-1,5mm? Single contact!  II000!] 0000010000000 00000I000I0a00man
[ Z [ | (I000000NO0IN000 Moo 001001000000 000 00I00I000IC o000
0 I [ | [[Imoom Toooon 00I00oonooomoon OOit0toooongmon
0 I [ | (000 Toooon I 00oooCoeonomo

Crimp Contacts, Socket for Standard and High Voltage Version

Contact @ Insulation @ No. of Wire Supplled Pieces Part number
in mm in mm contacts | gauge Contact plating

Silver plated Gold plated
1,6

1,0-2,0 6+ PE 0,14-05mm?  Single contact! TI000] 00I00I00010000momn 00I00m00Ioooomno
0 ] [ | (1I000000N00MN00n  1oo0n 0000100000000 00I00I00oe00omen
[ ] [ | (100100 100000 00I0000om0o0mom 00000I00oIn0o0mnen
[ ] [ | (00000 Jo0ooo 000I00I00oIooo0nom 8
1,6 18-28 6 + PE 05-15mm? Single contact! 100000 I 00I00Io00Ioooomn0
0 ] [ | (10000000C00M00n  Imooon 00I001000I0000m00 00In0I00oe00omen
0 ] [ | (1I0o0m Toooon 00I00I00omo0omom 00I00i0C0o0o0mon
[ ] [ | (00000 100000 00I00I000Io0o0mom 8

Find our tools in the catalogue Tools .
10 Amphenol



