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Indirect Address = 0x0E

LIN Register Definition 19.11. LIN0ID: LIN0 Identifier Register

Bit 7 6 5 4 3 2 1 0

Name ID[5:0]

Type R R R/W

Reset 0 0 0 0 0 0 0 0

Bit Name Function

7:6 Unused Read = 00b; Write = Don’t Care.

5:0 ID[5:0] LIN Identifier Bits.

These bits form the data identifier.

If the LINSIZE bits (LIN0SIZE[3:0]) are 1111b, bits ID[5:4] are used to determine the 
data size and are interpreted as follows:
00: 2 bytes
01: 2 bytes
10: 4 bytes
11: 8 bytes
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20.  SMBus

The SMBus I/O interface is a two-wire, bi-directional serial bus. The SMBus is compliant with the System 
Management Bus Specification, version 1.1, and compatible with the I2C serial bus. Reads and writes to 
the interface by the system controller are byte oriented with the SMBus interface autonomously controlling 
the serial transfer of the data. Data can be transferred at up to 1/20th of the system clock as a master or 
slave (this can be faster than allowed by the SMBus specification, depending on the system clock used). A 
method of extending the clock-low duration is available to accommodate devices with different speed 
capabilities on the same bus.

The SMBus interface may operate as a master and/or slave, and may function on a bus with multiple mas-
ters. The SMBus provides control of SDA (serial data), SCL (serial clock) generation and synchronization, 
arbitration logic, and START/STOP control and generation. A block diagram of the SMBus peripheral and 
the associated SFRs is shown in Figure 20.1.

Figure 20.1. SMBus Block Diagram
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20.1.  Supporting Documents
It is assumed the reader is familiar with or has access to the following supporting documents:

1. The I2C-Bus and How to Use It (including specifications), Philips Semiconductor.

2. The I2C-Bus Specification—Version 2.0, Philips Semiconductor.

3. System Management Bus Specification—Version 1.1, SBS Implementers Forum.

20.2.  SMBus Configuration
Figure 20.2 shows a typical SMBus configuration. The SMBus specification allows any recessive voltage 
between 3.0 V and 5.0 V; different devices on the bus may operate at different voltage levels. The bi-direc-
tional SCL (serial clock) and SDA (serial data) lines must be connected to a positive power supply voltage 
through a pullup resistor or similar circuit. Every device connected to the bus must have an open-drain or 
open-collector output for both the SCL and SDA lines, so that both are pulled high (recessive state) when 
the bus is free. The maximum number of devices on the bus is limited only by the requirement that the rise 
and fall times on the bus not exceed 300 ns and 1000 ns, respectively.

Figure 20.2. Typical SMBus Configuration

20.3.  SMBus Operation
Two types of data transfers are possible: data transfers from a master transmitter to an addressed slave 
receiver (WRITE), and data transfers from an addressed slave transmitter to a master receiver (READ). 
The master device initiates both types of data transfers and provides the serial clock pulses on SCL. The 
SMBus interface may operate as a master or a slave, and multiple master devices on the same bus are 
supported. If two or more masters attempt to initiate a data transfer simultaneously, an arbitration scheme 
is employed with a single master always winning the arbitration. It is not necessary to specify one device 
as the Master in a system; any device who transmits a START and a slave address becomes the master 
for the duration of that transfer.

A typical SMBus transaction consists of a START condition followed by an address byte (Bits7–1: 7-bit 
slave address; Bit0: R/W direction bit), one or more bytes of data, and a STOP condition. Bytes that are 
received (by a master or slave) are acknowledged (ACK) with a low SDA during a high SCL (see 
Figure 20.3). If the receiving device does not ACK, the transmitting device will read a NACK (not acknowl-
edge), which is a high SDA during a high SCL.

The direction bit (R/W) occupies the least-significant bit position of the address byte. The direction bit is set 
to logic 1 to indicate a "READ" operation and cleared to logic 0 to indicate a "WRITE" operation. 
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All transactions are initiated by a master, with one or more addressed slave devices as the target.   The 
master generates the START condition and then transmits the slave address and direction bit. If the trans-
action is a WRITE operation from the master to the slave, the master transmits the data a byte at a time 
waiting for an ACK from the slave at the end of each byte. For READ operations, the slave transmits the 
data waiting for an ACK from the master at the end of each byte. At the end of the data transfer, the master 
generates a STOP condition to terminate the transaction and free the bus. Figure 20.3 illustrates a typical 
SMBus transaction.

Figure 20.3. SMBus Transaction

20.3.1. Transmitter Vs. Receiver

On the SMBus communications interface, a device is the “transmitter” when it is sending an address or 
data byte to another device on the bus. A device is a “receiver” when an address or data byte is being sent 
to it from another device on the bus. The transmitter controls the SDA line during the address or data byte. 
After each byte of address or data information is sent by the transmitter, the receiver sends an ACK or 
NACK bit during the ACK phase of the transfer, during which time the receiver controls the SDA line.

20.3.2. Arbitration

A master may start a transfer only if the bus is free. The bus is free after a STOP condition or after the SCL 
and SDA lines remain high for a specified time (see Section “20.3.5. SCL High (SMBus Free) Timeout” on 
page 190). In the event that two or more devices attempt to begin a transfer at the same time, an arbitra-
tion scheme is employed to force one master to give up the bus. The master devices continue transmitting 
until one attempts a HIGH while the other transmits a LOW. Since the bus is open-drain, the bus will be 
pulled LOW. The master attempting the HIGH will detect a LOW SDA and lose the arbitration. The winning 
master continues its transmission without interruption; the losing master becomes a slave and receives the 
rest of the transfer if addressed. This arbitration scheme is non-destructive: one device always wins, and 
no data is lost.

20.3.3. Clock Low Extension

SMBus provides a clock synchronization mechanism, similar to I2C, which allows devices with different 
speed capabilities to coexist on the bus. A clock-low extension is used during a transfer in order to allow 
slower slave devices to communicate with faster masters. The slave may temporarily hold the SCL line 
LOW to extend the clock low period, effectively decreasing the serial clock frequency.

20.3.4. SCL Low Timeout

If the SCL line is held low by a slave device on the bus, no further communication is possible. Furthermore, 
the master cannot force the SCL line high to correct the error condition. To solve this problem, the SMBus 
protocol specifies that devices participating in a transfer must detect any clock cycle held low longer than 
25 ms as a “timeout” condition. Devices that have detected the timeout condition must reset the communi-
cation no later than 10 ms after detecting the timeout condition. 

When the SMBTOE bit in SMB0CF is set, Timer 3 is used to detect SCL low timeouts. Timer 3 is forced to 
reload when SCL is high, and allowed to count when SCL is low. With Timer 3 enabled and configured to 
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overflow after 25 ms (and SMBTOE set), the Timer 3 interrupt service routine can be used to reset (disable 
and re-enable) the SMBus in the event of an SCL low timeout.

20.3.5. SCL High (SMBus Free) Timeout

The SMBus specification stipulates that if the SCL and SDA lines remain high for more that 50 µs, the bus 
is designated as free. When the SMBFTE bit in SMB0CF is set, the bus will be considered free if SCL and 
SDA remain high for more than 10 SMBus clock source periods (as defined by the timer configured for the 
SMBus clock source). If the SMBus is waiting to generate a Master START, the START will be generated 
following this timeout. Note that a clock source is required for free timeout detection, even in a slave-only 
implementation.

20.4.  Using the SMBus
The SMBus can operate in both Master and Slave modes. The interface provides timing and shifting con-
trol for serial transfers; higher level protocol is determined by user software. The SMBus interface provides 
the following application-independent features:

 Byte-wise serial data transfers

 Clock signal generation on SCL (Master Mode only) and SDA data synchronization

 Timeout/bus error recognition, as defined by the SMB0CF configuration register

 START/STOP timing, detection, and generation

 Bus arbitration

 Interrupt generation

 Status information

SMBus interrupts are generated for each data byte or slave address that is transferred. The point at which 
the interrupt is generated depends on whether the hardware is acting as a data transmitter or receiver. 
When a transmitter (i.e., sending address/data, receiving an ACK), this interrupt is generated after the ACK 
cycle so that software may read the received ACK value; when receiving data (i.e. receiving address/data, 
sending an ACK), this interrupt is generated before the ACK cycle so that software may define the outgo-
ing ACK value. See Section 20.5 for more details on transmission sequences.

Interrupts are also generated to indicate the beginning of a transfer when a master (START generated), or 
the end of a transfer when a slave (STOP detected). Software should read the SMB0CN (SMBus Control 
register) to find the cause of the SMBus interrupt. The SMB0CN register is described in Section 20.4.2; 
Table 20.4 provides a quick SMB0CN decoding reference.

20.4.1. SMBus Configuration Register

The SMBus Configuration register (SMB0CF) is used to enable the SMBus Master and/or Slave modes, 
select the SMBus clock source, and select the SMBus timing and timeout options. When the ENSMB bit is 
set, the SMBus is enabled for all master and slave events. Slave events may be disabled by setting the 
INH bit. With slave events inhibited, the SMBus interface will still monitor the SCL and SDA pins; however, 
the interface will NACK all received addresses and will not generate any slave interrupts. When the INH bit 
is set, all slave events will be inhibited following the next START (interrupts will continue for the duration of 
the current transfer).
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The SMBCS1–0 bits select the SMBus clock source, which is used only when operating as a master or 
when the Free Timeout detection is enabled. When operating as a master, overflows from the selected 
source determine the absolute minimum SCL low and high times as defined in Equation 20.1. Note that the 
selected clock source may be shared by other peripherals so long as the timer is left running at all times. 
For example, Timer 1 overflows may generate the SMBus and UART baud rates simultaneously. Timer 
configuration is covered in Section “23. Timers” on page 227.

Equation 20.1. Minimum SCL High and Low Times

The selected clock source should be configured to establish the minimum SCL High and Low times as per 
Equation 20.1. When the interface is operating as a master (and SCL is not driven or extended by any 
other devices on the bus), the typical SMBus bit rate is approximated by Equation 20.2.

Equation 20.2. Typical SMBus Bit Rate

Figure 20.4 shows the typical SCL generation described by Equation 20.2. Notice that THIGH is typically 
twice as large as TLOW. The actual SCL output may vary due to other devices on the bus (SCL may be 
extended low by slower slave devices, or driven low by contending master devices). The bit rate when 
operating as a master will never exceed the limits defined by equation Equation 20.1.

Figure 20.4. Typical SMBus SCL Generation

Setting the EXTHOLD bit extends the minimum setup and hold times for the SDA line. The minimum SDA 
setup time defines the absolute minimum time that SDA is stable before SCL transitions from low-to-high. 
The minimum SDA hold time defines the absolute minimum time that the current SDA value remains stable 
after SCL transitions from high-to-low. EXTHOLD should be set so that the minimum setup and hold times 

Table 20.1. SMBus Clock Source Selection

SMBCS1 SMBCS0 SMBus Clock Source

0 0 Timer 0 Overflow

0 1 Timer 1 Overflow

1 0 Timer 2 High Byte Overflow

1 1 Timer 2 Low Byte Overflow

THighMin TLowMin
1

fClockSourceOverflow
-------------------------------------------------= =

BitRate
fClockSourceOverflow

3
-------------------------------------------------=

SCL

Timer Source
Overflows
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meet the SMBus Specification requirements of 250 ns and 300 ns, respectively. Table 20.2 shows the min-
imum setup and hold times for the two EXTHOLD settings. Setup and hold time extensions are typically 
necessary when SYSCLK is above 10 MHz.

With the SMBTOE bit set, Timer 3 should be configured to overflow after 25 ms in order to detect SCL low 
timeouts (see Section “20.3.4. SCL Low Timeout” on page 189). The SMBus interface will force Timer 3 to 
reload while SCL is high, and allow Timer 3 to count when SCL is low. The Timer 3 interrupt service routine 
should be used to reset SMBus communication by disabling and re-enabling the SMBus.

SMBus Free Timeout detection can be enabled by setting the SMBFTE bit. When this bit is set, the bus will 
be considered free if SDA and SCL remain high for more than 10 SMBus clock source periods (see 
Figure 20.4).

Table 20.2. Minimum SDA Setup and Hold Times

EXTHOLD Minimum SDA Setup Time Minimum SDA Hold Time

0 Tlow – 4 system clocks
or
1 system clock + s/w delay*

3 system clocks

1 11 system clocks 12 system clocks

*Note: Setup Time for ACK bit transmissions and the MSB of all data transfers. When using 
software acknowledgement, the s/w delay occurs between the time SMB0DAT or 
ACK is written and when SI is cleared. Note that if SI is cleared in the same write 
that defines the outgoing ACK value, s/w delay is zero.
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SFR Address = 0xC1; SFR Page = 0x00

SFR Definition 20.1. SMB0CF: SMBus Clock/Configuration

Bit 7 6 5 4 3 2 1 0

Name ENSMB INH BUSY EXTHOLD SMBTOE SMBFTE SMBCS[1:0]

Type R/W R/W R R/W R/W R/W R/W

Reset 0 0 0 0 0 0 0 0

Bit Name Function

7 ENSMB SMBus Enable.

This bit enables the SMBus interface when set to 1. When enabled, the interface 
constantly monitors the SDA and SCL pins.

6 INH SMBus Slave Inhibit.

When this bit is set to logic 1, the SMBus does not generate an interrupt when slave 
events occur. This effectively removes the SMBus slave from the bus. Master Mode 
interrupts are not affected.

5 BUSY SMBus Busy Indicator.

This bit is set to logic 1 by hardware when a transfer is in progress. It is cleared to 
logic 0 when a STOP or free-timeout is sensed.

4 EXTHOLD SMBus Setup and Hold Time Extension Enable.

This bit controls the SDA setup and hold times according to Table 20.2.
0: SDA Extended Setup and Hold Times disabled.
1: SDA Extended Setup and Hold Times enabled.

3 SMBTOE SMBus SCL Timeout Detection Enable.

This bit enables SCL low timeout detection. If set to logic 1, the SMBus forces 
Timer 3 to reload while SCL is high and allows Timer 3 to count when SCL goes low. 
If Timer 3 is configured to Split Mode, only the High Byte of the timer is held in reload 
while SCL is high. Timer 3 should be programmed to generate interrupts at 25 ms, 
and the Timer 3 interrupt service routine should reset SMBus communication.

2 SMBFTE SMBus Free Timeout Detection Enable.

When this bit is set to logic 1, the bus will be considered free if SCL and SDA remain 
high for more than 10 SMBus clock source periods.

1:0 SMBCS[1:0] SMBus Clock Source Selection.

These two bits select the SMBus clock source, which is used to generate the SMBus 
bit rate. The selected device should be configured according to Equation 20.1.
00: Timer 0 Overflow
01: Timer 1 Overflow
10:Timer 2 High Byte Overflow
11: Timer 2 Low Byte Overflow
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20.4.2. SMB0CN Control Register

SMB0CN is used to control the interface and to provide status information (see SFR Definition 20.2). The 
higher four bits of SMB0CN (MASTER, TXMODE, STA, and STO) form a status vector that can be used to 
jump to service routines. MASTER indicates whether a device is the master or slave during the current 
transfer. TXMODE indicates whether the device is transmitting or receiving data for the current byte. 

STA and STO indicate that a START and/or STOP has been detected or generated since the last SMBus 
interrupt. STA and STO are also used to generate START and STOP conditions when operating as a mas-
ter. Writing a 1 to STA will cause the SMBus interface to enter Master Mode and generate a START when 
the bus becomes free (STA is not cleared by hardware after the START is generated). Writing a 1 to STO 
while in Master Mode will cause the interface to generate a STOP and end the current transfer after the 
next ACK cycle. If STO and STA are both set (while in Master Mode), a STOP followed by a START will be 
generated.

As a receiver, writing the ACK bit defines the outgoing ACK value; as a transmitter, reading the ACK bit 
indicates the value received during the last ACK cycle. ACKRQ is set each time a byte is received, indicat-
ing that an outgoing ACK value is needed. When ACKRQ is set, software should write the desired outgoing 
value to the ACK bit before clearing SI. A NACK will be generated if software does not write the ACK bit 
before clearing SI. SDA will reflect the defined ACK value immediately following a write to the ACK bit; 
however SCL will remain low until SI is cleared. If a received slave address is not acknowledged, further 
slave events will be ignored until the next START is detected.

The ARBLOST bit indicates that the interface has lost an arbitration. This may occur anytime the interface 
is transmitting (master or slave). A lost arbitration while operating as a slave indicates a bus error condi-
tion. ARBLOST is cleared by hardware each time SI is cleared.

The SI bit (SMBus Interrupt Flag) is set at the beginning and end of each transfer, after each byte frame, or 
when an arbitration is lost; see Table 20.3 for more details. 

Important Note About the SI Bit: The SMBus interface is stalled while SI is set; thus SCL is held low, and 
the bus is stalled until software clears SI. 
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SFR Address = 0xC0; Bit-Addressable; SFR Page =0x00

SFR Definition 20.2. SMB0CN: SMBus Control

Bit 7 6 5 4 3 2 1 0

Name MASTER TXMODE STA STO ACKRQ ARBLOST ACK SI

Type R R R/W R/W R R R/W R/W

Reset 0 0 0 0 0 0 0 0

Bit Name Description Read Write

7 MASTER SMBus Master/Slave 
Indicator. This read-only bit 
indicates when the SMBus is 
operating as a master.

0: SMBus operating in 
slave mode.
1: SMBus operating in 
master mode.

N/A

6 TXMODE SMBus Transmit Mode 
Indicator. This read-only bit 
indicates when the SMBus is 
operating as a transmitter. 

0: SMBus in Receiver 
Mode.
1: SMBus in Transmitter 
Mode.

N/A

5 STA SMBus Start Flag. 0: No Start or repeated 
Start detected.
1: Start or repeated Start 
detected.

0: No Start generated.
1: When Configured as a 
Master, initiates a START 
or repeated START.

4 STO SMBus Stop Flag. 0: No Stop condition 
detected.
1: Stop condition detected 
(if in Slave Mode) or pend-
ing (if in Master Mode).

0: No STOP condition is 
transmitted.
1: When configured as a 
Master, causes a STOP 
condition to be transmit-
ted after the next ACK 
cycle.
Cleared by Hardware.

3 ACKRQ SMBus Acknowledge 
Request.

0: No Ack requested
1: ACK requested

N/A

2 ARBLOST SMBus Arbitration Lost 
Indicator.

0: No arbitration error.
1: Arbitration Lost

N/A

1 ACK SMBus Acknowledge. 0: NACK received.
1: ACK received.

0: Send NACK
1: Send ACK

0 SI SMBus Interrupt Flag.
This bit is set by hardware 
under the conditions listed in 
Table 15.3. SI must be cleared 
by software. While SI is set, 
SCL is held low and the 
SMBus is stalled.

0: No interrupt pending
1: Interrupt Pending

0: Clear interrupt, and initi-
ate next state machine 
event.
1: Force interrupt.
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Table 20.3. Sources for Hardware Changes to SMB0CN

Bit Set by Hardware When: Cleared by Hardware When:

MASTER  A START is generated.  A STOP is generated.

 Arbitration is lost.

TXMODE  START is generated.

 SMB0DAT is written before the start of an 
SMBus frame.

 A START is detected.

 Arbitration is lost.

 SMB0DAT is not written before the 
start of an SMBus frame.

STA  A START followed by an address byte is 
received.

 Must be cleared by software.

STO  A STOP is detected while addressed as a 
slave.

 Arbitration is lost due to a detected STOP.

 A pending STOP is generated.

ACKRQ  A byte has been received and an ACK 
response value is needed.

 After each ACK cycle.

ARBLOST  A repeated START is detected as a 
MASTER when STA is low (unwanted 
repeated START).

 SCL is sensed low while attempting to 
generate a STOP or repeated START 
condition.

 SDA is sensed low while transmitting a 1 
(excluding ACK bits).

 Each time SI is cleared.

ACK  The incoming ACK value is low  
(ACKNOWLEDGE).

 The incoming ACK value is high 
(NOT ACKNOWLEDGE).

SI  A START has been generated.

 Lost arbitration.

 A byte has been transmitted and an 
ACK/NACK received.

 A byte has been received.

 A START or repeated START followed by a 
slave address + R/W has been received. 

 A STOP has been received. 

 Must be cleared by software.
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20.4.3. Data Register

The SMBus Data register SMB0DAT holds a byte of serial data to be transmitted or one that has just been 
received. Software may safely read or write to the data register when the SI flag is set. Software should not 
attempt to access the SMB0DAT register when the SMBus is enabled and the SI flag is cleared to logic 0, 
as the interface may be in the process of shifting a byte of data into or out of the register. 

Data in SMB0DAT is always shifted out MSB first. After a byte has been received, the first bit of received 
data is located at the MSB of SMB0DAT. While data is being shifted out, data on the bus is simultaneously 
being shifted in. SMB0DAT always contains the last data byte present on the bus. In the event of lost arbi-
tration, the transition from master transmitter to slave receiver is made with the correct data or address in 
SMB0DAT.

SFR Address = 0xC2; SMB0DAT = 0x00

20.5.  SMBus Transfer Modes
The SMBus interface may be configured to operate as master and/or slave. At any particular time, it will be 
operating in one of the following four modes: Master Transmitter, Master Receiver, Slave Transmitter, or 
Slave Receiver. The SMBus interface enters Master Mode any time a START is generated, and remains in 
Master Mode until it loses an arbitration or generates a STOP. An SMBus interrupt is generated at the end 
of all SMBus byte frames. As a receiver, the interrupt for an ACK occurs before the ACK. As a transmitter, 
interrupts occur after the ACK.

SFR Definition 20.3. SMB0DAT: SMBus Data

Bit 7 6 5 4 3 2 1 0

Name SMB0DAT[7:0]

Type R/W

Reset 0 0 0 0 0 0 0 0

Bit Name Function

7:0 SMB0DAT[7:0] SMBus Data.

The SMB0DAT register contains a byte of data to be transmitted on the SMBus 
serial interface or a byte that has just been received on the SMBus serial interface. 
The CPU can read from or write to this register whenever the SI serial interrupt flag 
(SMB0CN.0) is set to logic 1. The serial data in the register remains stable as long 
as the SI flag is set. When the SI flag is not set, the system may be in the process 
of shifting data in/out and the CPU should not attempt to access this register.
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20.5.1. Write Sequence (Master)

During a write sequence, an SMBus master writes data to a slave device. The master in this transfer will be 
a transmitter during the address byte, and a transmitter during all data bytes. The SMBus interface gener-
ates the START condition and transmits the first byte containing the address of the target slave and the 
data direction bit. In this case the data direction bit (R/W) will be logic 0 (WRITE). The master then trans-
mits one or more bytes of serial data. After each byte is transmitted, an acknowledge bit is generated by 
the slave. The transfer is ended when the STO bit is set and a STOP is generated. Note that the interface 
will switch to Master Receiver Mode if SMB0DAT is not written following a Master Transmitter interrupt. 
Figure 20.5 shows a typical master write sequence. Two transmit data bytes are shown, though any num-
ber of bytes may be transmitted. Notice that all of the ‘data byte transferred’ interrupts occur after the ACK 
cycle in this mode.

Figure 20.5. Typical Master Write Sequence

A AAS W PData Byte Data ByteSLA

S = START
P = STOP
A = ACK
W = WRITE
SLA = Slave Address

Received by SMBus 
Interface

Transmitted by 
SMBus Interface

Interrupts
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20.5.2. Read Sequence (Master)

During a read sequence, an SMBus master reads data from a slave device. The master in this transfer will 
be a transmitter during the address byte, and a receiver during all data bytes. The SMBus interface gener-
ates the START condition and transmits the first byte containing the address of the target slave and the 
data direction bit. In this case the data direction bit (R/W) will be logic 1 (READ). Serial data is then 
received from the slave on SDA while the SMBus outputs the serial clock. The slave transmits one or more 
bytes of serial data. An interrupt is generated after each received byte. 

Software must write the ACK bit at that time to ACK or NACK the received byte. Writing a 1 to the ACK bit 
generates an ACK; writing a 0 generates a NACK. Software should write a 0 to the ACK bit for the last data 
transfer, to transmit a NACK. The interface exits Master Receiver Mode after the STO bit is set and a 
STOP is generated. The interface will switch to Master Transmitter Mode if SMB0DAT is written while an 
active Master Receiver. Figure 20.6 shows a typical master read sequence. Two received data bytes are 
shown, though any number of bytes may be received. Notice that the ‘data byte transferred’ interrupts 
occur before the ACK cycle in this mode.

Figure 20.6. Typical Master Read Sequence

Data ByteData Byte A NAS R PSLA

S = START
P = STOP
A = ACK
N = NACK
R = READ
SLA = Slave Address

Received by SMBus 
Interface

Transmitted by 
SMBus Interface

Interrupts
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20.5.3. Write Sequence (Slave)

During a write sequence, an SMBus master writes data to a slave device. The slave in this transfer will be 
a receiver during the address byte, and a receiver during all data bytes. When slave events are enabled 
(INH = 0), the interface enters Slave Receiver Mode when a START followed by a slave address and direc-
tion bit (WRITE in this case) is received. Upon entering Slave Receiver Mode, an interrupt is generated 
and the ACKRQ bit is set. The software must respond to the received slave address with an ACK, or ignore 
the received slave address with a NACK. 

If the received slave address is ignored, slave interrupts will be inhibited until the next START is detected. 
If the received slave address is acknowledged, zero or more data bytes are received. Software must write 
the ACK bit at that time to ACK or NACK the received byte. 

The interface exits Slave Receiver Mode after receiving a STOP. Note that the interface will switch to Slave 
Transmitter Mode if SMB0DAT is written while an active Slave Receiver. Figure 20.7 shows a typical slave 
write sequence. Two received data bytes are shown, though any number of bytes may be received. Notice 
that the ‘data byte transferred’ interrupts occur before the ACK in this mode.

Figure 20.7. Typical Slave Write Sequence

PWSLAS Data ByteData Byte A AA

S = START
P = STOP
A = ACK
W = WRITE
SLA = Slave Address
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20.5.4. Read Sequence (Slave)

During a read sequence, an SMBus master reads data from a slave device. The slave in this transfer will 
be a receiver during the address byte, and a transmitter during all data bytes. When slave events are 
enabled (INH = 0), the interface enters Slave Receiver Mode (to receive the slave address) when a START 
followed by a slave address and direction bit (READ in this case) is received. Upon entering Slave 
Receiver Mode, an interrupt is generated and the ACKRQ bit is set. The software must respond to the 
received slave address with an ACK, or ignore the received slave address with a NACK. The interrupt will 
occur after the ACK cycle.

If the received slave address is ignored, slave interrupts will be inhibited until the next START is detected. 
If the received slave address is acknowledged, zero or more data bytes are transmitted. If the received 
slave address is acknowledged, data should be written to SMB0DAT to be transmitted. The interface 
enters Slave Transmitter Mode, and transmits one or more bytes of data. After each byte is transmitted, the 
master sends an acknowledge bit; if the acknowledge bit is an ACK, SMB0DAT should be written with the 
next data byte. If the acknowledge bit is a NACK, SMB0DAT should not be written to before SI is cleared 
(Note: an error condition may be generated if SMB0DAT is written following a received NACK while in 
Slave Transmitter Mode). The interface exits Slave Transmitter Mode after receiving a STOP. Note that the 
interface will switch to Slave Receiver Mode if SMB0DAT is not written following a Slave Transmitter inter-
rupt. Figure 20.8 shows a typical slave read sequence. Two transmitted data bytes are shown, though any 
number of bytes may be transmitted. Notice that all of the ‘data byte transferred’ interrupts occur after the 
ACK cycle in this mode.

Figure 20.8. Typical Slave Read Sequence

20.6.  SMBus Status Decoding
The current SMBus status can be easily decoded using the SMB0CN register. In the tables, STATUS  
VECTOR refers to the four upper bits of SMB0CN: MASTER, TXMODE, STA, and STO. The shown 
response options are only the typical responses; application-specific procedures are allowed as long as 
they conform to the SMBus specification. Highlighted responses are allowed by hardware but do not con-
form to the SMBus specification.

PRSLAS Data ByteData Byte A NA

S = START
P = STOP
N = NACK
R = READ
SLA = Slave Address

Received by SMBus 
Interface

Transmitted by 
SMBus Interface

Interrupts
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Table 20.4. SMBus Status Decoding 
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Values Read Current SMbus State Typical Response Options Values to 
Write
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M
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T
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er

1110 0 0 X A master START was gener-
ated.

Load slave address + R/W into 
SMB0DAT.

0 0 X 1100

1100 0 0 0 A master data or address byte 
was transmitted; NACK 
received.

Set STA to restart transfer. 1 0 X 1110

Abort transfer. 0 1 X —

0 0 1 A master data or address byte 
was transmitted; ACK 
received.

Load next data byte into 
SMB0DAT.

0 0 X 1100

End transfer with STOP. 0 1 X —

End transfer with STOP and start 
another transfer.

1 1 X —

Send repeated START. 1 0 X 1110

Switch to Master Receiver Mode 
(clear SI without writing new data 
to SMB0DAT).

0 0 X 1000

M
as

te
r 

R
ec

ei
ve

r

1000 1 0 X A master data byte was 
received; ACK requested.

Acknowledge received byte; 
Read SMB0DAT.

0 0 1 1000

Send NACK to indicate last byte, 
and send STOP.

0 1 0 —

Send NACK to indicate last byte, 
and send STOP followed by 
START.

1 1 0 1110

Send ACK followed by repeated 
START.

1 0 1 1110

Send NACK to indicate last byte, 
and send repeated START.

1 0 0 1110

Send ACK and switch to Master 
Transmitter Mode (write to 
SMB0DAT before clearing SI).

0 0 1 1100

Send NACK and switch to Mas-
ter Transmitter Mode (write to 
SMB0DAT before clearing SI).

0 0 0 1100
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S
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0100 0 0 0 A slave byte was transmitted; 
NACK received.

No action required (expecting 
STOP condition).

0 0 X 0001

0 0 1 A slave byte was transmitted; 
ACK received.

Load SMB0DAT with next data 
byte to transmit.

0 0 X 0100

0 1 X A Slave byte was transmitted; 
error detected.

No action required (expecting 
Master to end transfer).

0 0 X 0001

0101 0 X X An illegal STOP or bus error 
was detected while a Slave 
Transmission was in progress.

Clear STO. 0 0 X —

S
la

ve
 R

e
ce

iv
e

r

0010 1 0 X A slave address + R/W was 
received; ACK requested.

If Write, Acknowledge received 
address

0 0 1 0000

If Read, Load SMB0DAT with 
data byte; ACK received address

0 0 1 0100

NACK received address. 0 0 0 —

1 1 X Lost arbitration as master; 
slave address + R/W received; 
ACK requested.

If Write, Acknowledge received 
address

0 0 1 0000

If Read, Load SMB0DAT with 
data byte; ACK received address

0 0 1 0100

NACK received address. 0 0 0 —

Reschedule failed transfer; 
NACK received address.

1 0 0 1110

0001 0 0 X A STOP was detected while 
addressed as a Slave Trans-
mitter or Slave Receiver.

Clear STO. 0 0 X —

1 1 X Lost arbitration while attempt-
ing a STOP.

No action required (transfer 
complete/aborted).

0 0 0 —

0000 1 0 X A slave byte was received; 
ACK requested.

Acknowledge received byte; 
Read SMB0DAT.

0 0 1 0000

NACK received byte. 0 0 0 —
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B
us
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0010 0 1 X Lost arbitration while attempt-
ing a repeated START.

Abort failed transfer. 0 0 X —

Reschedule failed transfer. 1 0 X 1110

0001 0 1 X Lost arbitration due to a 
detected STOP. 

Abort failed transfer. 0 0 X —

Reschedule failed transfer. 1 0 X 1110

0000 1 1 X Lost arbitration while transmit-
ting a data byte as master.

Abort failed transfer. 0 0 0 —

Reschedule failed transfer. 1 0 0 1110
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21.  UART0

UART0 is an asynchronous, full duplex serial port offering a variety of data formatting options. A dedicated 
baud rate generator with a 16-bit timer and selectable prescaler is included, which can generate a wide 
range of baud rates (details in Section “21.1. Baud Rate Generator” on page 205). A received data FIFO 
allows UART0 to receive up to three data bytes before data is lost and an overflow occurs.

UART0 has six associated SFRs. Three are used for the Baud Rate Generator (SBCON0, SBRLH0, and 
SBRLL0), two are used for data formatting, control, and status functions (SCON0, SMOD0), and one is 
used to send and receive data (SBUF0). The single SBUF0 location provides access to both the transmit 
holding register and the receive FIFO. Writes to SBUF0 always access the Transmit register. Reads of 
SBUF0 always access the first byte of the Receive FIFO; it is not possible to read data from the 
Transmit Holding Register.

With UART0 interrupts enabled, an interrupt is generated each time a transmit is completed (TI0 is set in 
SCON0), or a data byte has been received (RI0 is set in SCON0). The UART0 interrupt flags are not 
cleared by hardware when the CPU vectors to the interrupt service routine. They must be cleared manually 
by software, allowing software to determine the cause of the UART0 interrupt (transmit complete or receive 
complete). If additional bytes are available in the Receive FIFO, the RI0 bit cannot be cleared by software.

Figure 21.1. UART0 Block Diagram

21.1.  Baud Rate Generator

The UART0 baud rate is generated by a dedicated 16-bit timer which runs from the controller’s core clock 
(SYSCLK) and has prescaler options of 1, 4, 12, or 48. The timer and prescaler options combined allow for 
a wide selection of baud rates over many clock frequencies.

The baud rate generator is configured using three registers: SBCON0, SBRLH0, and SBRLL0. The 
UART0 Baud Rate Generator Control Register (SBCON0, SFR Definition 21.4) enables or disables the 
baud rate generator and selects the prescaler value for the timer. The baud rate generator must be 
enabled for UART0 to function. Registers SBRLH0 and SBRLL0 contain a 16-bit reload value for the dedi-
cated 16-bit timer. The internal timer counts up from the reload value on every clock tick. On timer over-
flows (0xFFFF to 0x0000), the timer is reloaded. The baud rate for UART0 is defined in Equation 21.1, 
where “BRG Clock” is the baud rate generator’s selected clock source. For reliable UART operation, it is 
recommended that the UART baud rate is not configured for baud rates faster than SYSCLK/16.
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Equation 21.1. UART0 Baud Rate

A quick reference for typical baud rates and clock frequencies is given in Table 21.1.

Table 21.1. Baud Rate Generator Settings for Standard Baud Rates

Target Baud 
Rate (bps)

Actual Baud 
Rate (bps)

Baud Rate 
Error

 Oscillator 
Divide 

Factor

SB0PS[1:0]

(Prescaler Bits)

Reload Value in 
SBRLH0:SBRLL0

S
Y

S
C

LK
 =

 4
8

230400 230769 0.16% 208 11  0xFF98

115200 115385 0.16% 416 11  0xFF30

57600 57554 0.08% 834 11  0xFE5F

28800 28812 0.04% 1666 11  0xFCBF

14400 14397 0.02% 3334 11  0xF97D

9600 9600 0.00% 5000 11  0xF63C

2400 2400 0.00% 20000 11  0xD8F0

1200 1200 0.00% 40000 11  0xB1E0

S
Y

S
C

LK
 =

 2
4

230400 230769 0.16% 104 11  0xFFCC

115200 115385 0.16% 208 11  0xFF98

57600 57692 0.16% 416 11  0xFF30

28800 28777 0.08% 834 11  0xFE5F

14400 14406 0.04% 1666 11  0xFCBF

9600 9600 0.00% 2500 11  0xFB1E

2400 2400 0.00% 10000 11  0xEC78

1200 1200 0.00% 20000 11  0xD8F0

S
Y

S
C

LK
 =

 1
2

230400 230769 0.16% 52 11  0xFFE6

115200 115385 0.16% 104 11  0xFFCC

57600 57692 0.16% 208 11  0xFF98

28800 28846 0.16% 416 11  0xFF30

14400 14388 0.08% 834 11  0xFE5F

9600 9600 0.00% 1250 11  0xFD8F

2400 2400 0.00% 5000 11  0xF63C

1200 1200 0.00% 10000 11  0xEC78

Baud Rate SYSCLK
65536 (SBRLH0:SBRLL0)–( )

------------------------------------------------------------------------------ x 1
2
--- x 1

Prescaler
-------------------------=
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21.2.  Data Format

UART0 has a number of available options for data formatting. Data transfers begin with a start bit (logic 
low), followed by the data bits (sent LSB-first), a parity or extra bit (if selected), and end with one or two 
stop bits (logic high). The data length is variable between 5 and 8 bits. A parity bit can be appended to the 
data, and automatically generated and detected by hardware for even, odd, mark, or space parity. The stop 
bit length is selectable between 1 and 2 bit times, and a multi-processor communication mode is available 
for implementing networked UART buses. All of the data formatting options can be configured using the 
SMOD0 register, shown in SFR Definition 21.2. Figure 21.2 shows the timing for a UART0 transaction 
without parity or an extra bit enabled. Figure 21.3 shows the timing for a UART0 transaction with parity 
enabled (PE0 = 1). Figure 21.4 is an example of a UART0 transaction when the extra bit is enabled 
(XBE0 = 1). Note that the extra bit feature is not available when parity is enabled, and the second stop bit 
is only an option for data lengths of 6, 7, or 8 bits.

Figure 21.2. UART0 Timing Without Parity or Extra Bit

Figure 21.3. UART0 Timing With Parity

Figure 21.4. UART0 Timing With Extra Bit
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21.3.  Configuration and Operation

UART0 provides standard asynchronous, full duplex communication. It can operate in a point-to-point 
serial communications application, or as a node on a multi-processor serial interface. To operate in a point-
to-point application, where there are only two devices on the serial bus, the MCE0 bit in SMOD0 should be 
cleared to 0. For operation as part of a multi-processor communications bus, the MCE0 and XBE0 bits 
should both be set to 1. In both types of applications, data is transmitted from the microcontroller on the 
TX0 pin, and received on the RX0 pin. The TX0 and RX0 pins are configured using the crossbar and the 
Port I/O registers, as detailed in Section “18. Port Input/Output” on page 147.

In typical UART communications, The transmit (TX) output of one device is connected to the receive (RX) 
input of the other device, either directly or through a bus transceiver, as shown in Figure 21.5.

Figure 21.5. Typical UART Interconnect Diagram

21.3.1. Data Transmission

Data transmission is double-buffered and begins when software writes a data byte to the SBUF0 register. 
Writing to SBUF0 places data in the Transmit Holding Register, and the Transmit Holding Register Empty 
flag (THRE0) will be cleared to ‘0’. If the UART’s shift register is empty (i.e. no transmission in progress), 
the data will be placed in the Transmit Holding Register until the current transmission is complete. The TI0 
Transmit Interrupt Flag (SCON0.1) will be set at the end of any transmission (the beginning of the stop-bit 
time). If enabled, an interrupt will occur when TI0 is set.

If the extra bit function is enabled (XBE0 = ‘1’) and the parity function is disabled (PE0 = ‘0’), the value of 
the TBX0 (SCON0.3) bit will be sent in the extra bit position. When the parity function is enabled (PE0 = 1), 
hardware will generate the parity bit according to the selected parity type (selected with S0PT[1:0]), and 
append it to the data field. Note: when parity is enabled, the extra bit function is not available.

21.3.2. Data Reception

Data reception can begin any time after the REN0 Receive Enable bit (SCON0.4) is set to logic 1. After the 
stop bit is received, the data byte will be stored in the receive FIFO if the following conditions are met: the 
receive FIFO (3 bytes deep) must not be full, and the stop bit(s) must be logic 1. In the event that the 
receive FIFO is full, the incoming byte will be lost, and a Receive FIFO Overrun Error will be generated 
(OVR0 in register SCON0 will be set to logic 1). If the stop bit(s) were logic 0, the incoming data will not be 
stored in the receive FIFO. If the reception conditions are met, the data is stored in the receive FIFO, and 
the RI0 flag will be set. Note: when MCE0 = 1, RI0 will only be set if the extra bit was equal to 1. Data can 
be read from the receive FIFO by reading the SBUF0 register. The SBUF0 register represents the oldest 
byte in the FIFO. After SBUF0 is read, the next byte in the FIFO is immediately loaded into SBUF0, and 
space is made available in the FIFO for another incoming byte. If enabled, an interrupt will occur when RI0 
is set. RI0 can only be cleared to ‘0’ by software when there is no more information in the FIFO. The rec-
ommended procedure to empty the FIFO contents is:
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1. Clear RI0 to 0.

2. Read SBUF0.

3. Check RI0, and repeat at step 1 if RI0 is set to 1.

If the extra bit function is enabled (XBE0 = 1) and the parity function is disabled (PE0 = 0), the extra bit for 
the oldest byte in the FIFO can be read from the RBX0 bit (SCON0.2). If the extra bit function is not 
enabled, the value of the stop bit for the oldest FIFO byte will be presented in RBX0. When the parity func-
tion is enabled (PE0 = 1), hardware will check the received parity bit against the selected parity type 
(selected with S0PT[1:0]) when receiving data. If a byte with parity error is received, the PERR0 flag will be 
set to 1. This flag must be cleared by software. Note: when parity is enabled, the extra bit function is not 
available.

21.3.3. Multiprocessor Communications

UART0 supports multiprocessor communication between a master processor and one or more slave pro-
cessors by special use of the extra data bit. When a master processor wants to transmit to one or more 
slaves, it first sends an address byte to select the target(s). An address byte differs from a data byte in that 
its extra bit is logic 1; in a data byte, the extra bit is always set to logic 0.

Setting the MCE0 bit (SMOD0.7) of a slave processor configures its UART such that when a stop bit is 
received, the UART will generate an interrupt only if the extra bit is logic 1 (RBX0 = 1) signifying an 
address byte has been received. In the UART interrupt handler, software will compare the received 
address with the slave's own assigned address. If the addresses match, the slave will clear its MCE0 bit to 
enable interrupts on the reception of the following data byte(s). Slaves that weren't addressed leave their 
MCE0 bits set and do not generate interrupts on the reception of the following data bytes, thereby ignoring 
the data. Once the entire message is received, the addressed slave resets its MCE0 bit to ignore all trans-
missions until it receives the next address byte.

Multiple addresses can be assigned to a single slave and/or a single address can be assigned to multiple 
slaves, thereby enabling "broadcast" transmissions to more than one slave simultaneously. The master 
processor can be configured to receive all transmissions or a protocol can be implemented such that the 
master/slave role is temporarily reversed to enable half-duplex transmission between the original master 
and slave(s).

Figure 21.6. UART Multi-Processor Mode Interconnect Diagram
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SFR Address = 0x98; Bit-Addressable; SFR Page = 0x00 

SFR Definition 21.1. SCON0: Serial Port 0 Control

Bit 7 6 5 4 3 2 1 0

Name OVR0 PERR0 THRE0 REN0 TBX0 RBX0 TI0 RI0

Type R/W R/W R R/W R/W R/W R/W R/W

Reset 0 0 1 0 0 0 0 0

Bit Name Function

7 OVR0 Receive FIFO Overrun Flag.
0: Receive FIFO Overrun has not occurred
1: Receive FIFO Overrun has occurred; A received character has been discarded due 
to a full FIFO.

6 PERR0 Parity Error Flag.

When parity is enabled, this bit indicates that a parity error has occurred. It is set to 1 
when the parity of the oldest byte in the FIFO does not match the selected Parity Type.
0: Parity error has not occurred
1: Parity error has occurred.
This bit must be cleared by software.

5 THRE0 Transmit Holding Register Empty Flag.

0: Transmit Holding Register not Empty—do not write to SBUF0.
1: Transmit Holding Register Empty—it is safe to write to SBUF0.

4 REN0 Receive Enable.

This bit enables/disables the UART receiver. When disabled, bytes can still be read 
from the receive FIFO.
0: UART1 reception disabled.
1: UART1 reception enabled.

3 TBX0 Extra Transmission Bit.

The logic level of this bit will be assigned to the extra transmission bit when XBE0 is set 
to 1. This bit is not used when Parity is enabled.

2 RBX0 Extra Receive Bit.

RBX0 is assigned the value of the extra bit when XBE1 is set to 1. If XBE1 is cleared to 
0, RBX1 will be assigned the logic level of the first stop bit. This bit is not valid when 
Parity is enabled.

1 TI0 Transmit Interrupt Flag.

Set to a 1 by hardware after data has been transmitted, at the beginning of the STOP 
bit. When the UART0 interrupt is enabled, setting this bit causes the CPU to vector to 
the UART0 interrupt service routine. This bit must be cleared manually by software.

0 RI0 Receive Interrupt Flag. 

Set to 1 by hardware when a byte of data has been received by UART0 (set at the 
STOP bit sampling time). When the UART0 interrupt is enabled, setting this bit to 1 
causes the CPU to vector to the UART0 interrupt service routine. This bit must be 
cleared manually by soft-ware. Note that RI0 will remain set to ‘1’ as long as there is 
data still in the UART FIFO. After the last byte has been shifted from the FIFO to 
SBUF0, RI0 can be cleared.
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SFR Address = 0xA9; SFR Page = 0x00 

SFR Definition 21.2. SMOD0: Serial Port 0 Control

Bit 7 6 5 4 3 2 1 0

Name MCE0 S0PT[1:0] PE0 S0DL[1:0] XBE0 SBL0

Type R/W R/W R R/W R/W R/W R/W R/W

Reset 0 0 0 0 1 1 0 0

Bit Name Function

7 MCE0 Multiprocessor Communication Enable.
0: RI0 will be activated if stop bit(s) are 1.
1: RI0 will be activated if stop bit(s) and extra bit are 1. Extra bit must be enabled using 
XBE0.

6:5 S0PT[1:0] Parity Type Select Bits.

00: Odd Parity
01: Even Parity
10: Mark Parity
11: Space Parity.

4 PE0 Parity Enable.

This bit enables hardware parity generation and checking. The parity type is selected 
by bits S0PT[1:0] when parity is enabled.
0: Hardware parity is disabled.
1: Hardware parity is enabled.

3:2 S0DL[1:0] Data Length.

00: 5-bit data
01: 6-bit data
10: 7-bit data
11: 8-bit data

1 XBE0 Extra Bit Enable.

When enabled, the value of TBX0 will be appended to the data field
0: Extra Bit is disabled.
1: Extra Bit is enabled.

0 SBL0 Stop Bit Length. 

0: Short—stop bit is active for one bit time
1: Long—stop bit is active for two bit times (data length = 6, 7, or 8 bits), or 1.5 bit times 
(data length = 5 bits).
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SFR Address = 0x99; SFR Page = 0x00

SFR Address = 0xAB; SFR Page = 0x0F

SFR Definition 21.3. SBUF0: Serial (UART0) Port Data Buffer

Bit 7 6 5 4 3 2 1 0

Name SBUF0[7:0]

Type R/W

Reset 0 0 0 0 0 0 0 0

Bit Name Function

7:0 SBUF0[7:0] Serial Data Buffer Bits 7–0 (MSB–LSB).

This SFR accesses two registers; a transmit shift register and a receive latch register. 
When data is written to SBUF0, it goes to the transmit shift register and is held for 
serial transmission. Writing a byte to SBUF0 initiates the transmission. A read of 
SBUF0 returns the contents of the receive latch.

SFR Definition 21.4. SBCON0: UART0 Baud Rate Generator Control

Bit 7 6 5 4 3 2 1 0

Name Reserved SB0RUN Reserved Reserved Reserved Reserved SB0PS[1:0]

Type R/W R/W R/W R/W R/W R/W R/W

Reset 0 0 0 0 0 0 0 0

Bit Name Function

7 Reserved Read = 0b; Must Write 0b;

6 SB0RUN Baud Rate Generator Enable.

0: Baud Rate Generator disabled. UART0 will not function.
1: Baud Rate Generator enabled.

5:2 Reserved Read = 0000b; Must Write = 0000b;

1:0 SB0PS[1:0] Baud Rate Prescaler Select.

00: Prescaler = 12.
01: Prescaler = 4.
10: Prescaler = 48.
11: Prescaler = 1.
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SFR Address = 0xAD; SFR Page = 0x0F

SFR Address = 0xAC; SFR Page = 0x0F

SFR Definition 21.5. SBRLH0: UART0 Baud Rate Generator Reload High Byte

Bit 7 6 5 4 3 2 1 0

Name SBRLH0[7:0]

Type R/W

Reset 0 0 0 0 0 0 0 0

Bit Name Function

7:0 SBRLH0[7:0] High Byte of Reload Value for UART0 Baud Rate Generator.

This value is loaded into the high byte of the UART0 baud rate generator when the 
counter overflows from 0xFFFF to 0x0000.

SFR Definition 21.6. SBRLL0: UART0 Baud Rate Generator Reload Low Byte

Bit 7 6 5 4 3 2 1 0

Name SBRLL0[7:0]

Type R/W

Reset 0 0 0 0 0 0 0 0

Bit Name Function

7:0 SBRLL0[7:0] Low Byte of Reload Value for UART0 Baud Rate Generator.

This value is loaded into the low byte of the UART0 baud rate generator when the 
counter overflows from 0xFFFF to 0x0000.
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22.  Enhanced Serial Peripheral Interface (SPI0)

The Enhanced Serial Peripheral Interface (SPI0) provides access to a flexible, full-duplex synchronous 
serial bus. SPI0 can operate as a master or slave device in both 3-wire or 4-wire modes, and supports mul-
tiple masters and slaves on a single SPI bus. The slave-select (NSS) signal can be configured as an input 
to select SPI0 in slave mode, or to disable Master Mode operation in a multi-master environment, avoiding 
contention on the SPI bus when more than one master attempts simultaneous data transfers. NSS can 
also be configured as a chip-select output in master mode, or disabled for 3-wire operation. Additional gen-
eral purpose port I/O pins can be used to select multiple slave devices in master mode.

Figure 22.1. SPI Block Diagram
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22.1.  Signal Descriptions

The four signals used by SPI0 (MOSI, MISO, SCK, NSS) are described below. 

22.1.1. Master Out, Slave In (MOSI)

The master-out, slave-in (MOSI) signal is an output from a master device and an input to slave devices. It 
is used to serially transfer data from the master to the slave. This signal is an output when SPI0 is operat-
ing as a master and an input when SPI0 is operating as a slave. Data is transferred most-significant bit 
first. When configured as a master, MOSI is driven by the MSB of the shift register in both 3- and 4-wire 
mode.

22.1.2. Master In, Slave Out (MISO)

The master-in, slave-out (MISO) signal is an output from a slave device and an input to the master device. 
It is used to serially transfer data from the slave to the master. This signal is an input when SPI0 is operat-
ing as a master and an output when SPI0 is operating as a slave. Data is transferred most-significant bit 
first. The MISO pin is placed in a high-impedance state when the SPI module is disabled and when the SPI 
operates in 4-wire mode as a slave that is not selected. When acting as a slave in 3-wire mode, MISO is 
always driven by the MSB of the shift register.

22.1.3. Serial Clock (SCK)

The serial clock (SCK) signal is an output from the master device and an input to slave devices. It is used 
to synchronize the transfer of data between the master and slave on the MOSI and MISO lines. SPI0 gen-
erates this signal when operating as a master. The SCK signal is ignored by a SPI slave when the slave is 
not selected (NSS = 1) in 4-wire slave mode.

22.1.4. Slave Select (NSS)

The function of the slave-select (NSS) signal is dependent on the setting of the NSSMD1 and NSSMD0 
bits in the SPI0CN register. There are three possible modes that can be selected with these bits:

1. NSSMD[1:0] = 00: 3-Wire Master or 3-Wire Slave Mode: SPI0 operates in 3-wire mode, and NSS is 
disabled. When operating as a slave device, SPI0 is always selected in 3-wire mode. Since no select 
signal is present, SPI0 must be the only slave on the bus in 3-wire mode. This is intended for point-to-
point communication between a master and one slave.

2. NSSMD[1:0] = 01: 4-Wire Slave or Multi-Master Mode: SPI0 operates in 4-wire mode, and NSS is 
enabled as an input. When operating as a slave, NSS selects the SPI0 device. When operating as a 
master, a 1-to-0 transition of the NSS signal disables the master function of SPI0 so that multiple 
master devices can be used on the same SPI bus.

3. NSSMD[1:0] = 1x: 4-Wire Master Mode: SPI0 operates in 4-wire mode, and NSS is enabled as an 
output. The setting of NSSMD0 determines what logic level the NSS pin will output. This configuration 
should only be used when operating SPI0 as a master device.

See Figure 22.2, Figure 22.3, and Figure 22.4 for typical connection diagrams of the various operational 
modes. Note that the setting of NSSMD bits affects the pinout of the device. When in 3-wire master or 
3-wire slave mode, the NSS pin will not be mapped by the crossbar. In all other modes, the NSS signal will 
be mapped to a pin on the device. See Section “18. Port Input/Output” on page 147 for general purpose 
port I/O and crossbar information.
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22.2.  SPI0 Master Mode Operation

A SPI master device initiates all data transfers on a SPI bus. SPI0 is placed in master mode by setting the 
Master Enable flag (MSTEN, SPI0CN.6). Writing a byte of data to the SPI0 data register (SPI0DAT) when 
in master mode writes to the transmit buffer. If the SPI shift register is empty, the byte in the transmit buffer 
is moved to the shift register, and a data transfer begins. The SPI0 master immediately shifts out the data 
serially on the MOSI line while providing the serial clock on SCK. The SPIF (SPI0CN.7) flag is set to logic 
1 at the end of the transfer. If interrupts are enabled, an interrupt request is generated when the SPIF flag 
is set. While the SPI0 master transfers data to a slave on the MOSI line, the addressed SPI slave device 
simultaneously transfers the contents of its shift register to the SPI master on the MISO line in a full-duplex 
operation. Therefore, the SPIF flag serves as both a transmit-complete and receive-data-ready flag. The 
data byte received from the slave is transferred MSB-first into the master's shift register. When a byte is 
fully shifted into the register, it is moved to the receive buffer where it can be read by the processor by 
reading SPI0DAT. 

When configured as a master, SPI0 can operate in one of three different modes: multi-master mode, 3-wire 
single-master mode, and 4-wire single-master mode. The default, multi-master mode is active when NSS-
MD1 (SPI0CN.3) = 0 and NSSMD0 (SPI0CN.2) = 1. In this mode, NSS is an input to the device, and is 
used to disable the master SPI0 when another master is accessing the bus. When NSS is pulled low in this 
mode, MSTEN (SPI0CN.6) and SPIEN (SPI0CN.0) are set to 0 to disable the SPI master device, and a 
Mode Fault is generated (MODF, SPI0CN.5 = 1). Mode Fault will generate an interrupt if enabled. SPI0 
must be manually re-enabled in software under these circumstances. In multi-master systems, devices will 
typically default to being slave devices while they are not acting as the system master device. In multi-mas-
ter mode, slave devices can be addressed individually (if needed) using general-purpose I/O pins. 
Figure 22.2 shows a connection diagram between two master devices in multiple-master mode.

3-wire single-master mode is active when NSSMD1 (SPI0CN.3) = 0 and NSSMD0 (SPI0CN.2) = 0. In this 
mode, NSS is not used, and is not mapped to an external port pin through the crossbar. Any slave devices 
that must be addressed in this mode should be selected using general-purpose I/O pins. Figure 22.3 
shows a connection diagram between a master device in 3-wire master mode and a slave device.

4-wire single-master mode is active when NSSMD1 (SPI0CN.3) = 1. In this mode, NSS is configured as an 
output pin, and can be used as a slave-select signal for a single SPI device. In this mode, the output value 
of NSS is controlled (in software) with the bit NSSMD0 (SPI0CN.2). Additional slave devices can be 
addressed using general-purpose I/O pins. Figure 22.4 shows a connection diagram for a master device in 
4-wire master mode and two slave devices.
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Figure 22.2. Multiple-Master Mode Connection Diagram

Figure 22.3. 3-Wire Single Master and 3-Wire Single Slave Mode Connection Diagram

Figure 22.4. 4-Wire Single Master Mode and 4-Wire Slave Mode Connection Diagram

Master
Device 2

Master
Device 1

MOSI

MISO

SCK

MISO

MOSI

SCK

NSS

GPIO NSS

GPIO

Slave
Device

Master
Device

MOSI

MISO

SCK

MISO

MOSI

SCK

Slave
Device

Master
Device MOSI

MISO

SCK

MISO

MOSI

SCK

NSS NSS
GPIO

Slave
DeviceMOSI

MISO

SCK

NSS



C8051F54x

Rev. 1.1 218

22.3.  SPI0 Slave Mode Operation

When SPI0 is enabled and not configured as a master, it will operate as a SPI slave. As a slave, bytes are 
shifted in through the MOSI pin and out through the MISO pin by a master device controlling the SCK sig-
nal. A bit counter in the SPI0 logic counts SCK edges. When 8 bits have been shifted through the shift reg-
ister, the SPIF flag is set to logic 1, and the byte is copied into the receive buffer. Data is read from the 
receive buffer by reading SPI0DAT. A slave device cannot initiate transfers. Data to be transferred to the 
master device is pre-loaded into the shift register by writing to SPI0DAT. Writes to SPI0DAT are double-
buffered, and are placed in the transmit buffer first. If the shift register is empty, the contents of the transmit 
buffer will immediately be transferred into the shift register. When the shift register already contains data, 
the SPI will load the shift register with the transmit buffer’s contents after the last SCK edge of the next (or 
current) SPI transfer.

When configured as a slave, SPI0 can be configured for 4-wire or 3-wire operation. The default, 4-wire 
slave mode, is active when NSSMD1 (SPI0CN.3) = 0 and NSSMD0 (SPI0CN.2) = 1. In 4-wire mode, the 
NSS signal is routed to a port pin and configured as a digital input. SPI0 is enabled when NSS is logic 0, 
and disabled when NSS is logic 1. The bit counter is reset on a falling edge of NSS. Note that the NSS sig-
nal must be driven low at least 2 system clocks before the first active edge of SCK for each byte transfer. 
Figure 22.4 shows a connection diagram between two slave devices in 4-wire slave mode and a master 
device.

3-wire slave mode is active when NSSMD1 (SPI0CN.3) = 0 and NSSMD0 (SPI0CN.2) = 0. NSS is not 
used in this mode, and is not mapped to an external port pin through the crossbar. Since there is no way of 
uniquely addressing the device in 3-wire slave mode, SPI0 must be the only slave device present on the 
bus. It is important to note that in 3-wire slave mode there is no external means of resetting the bit counter 
that determines when a full byte has been received. The bit counter can only be reset by disabling and re-
enabling SPI0 with the SPIEN bit. Figure 22.3 shows a connection diagram between a slave device in 3-
wire slave mode and a master device.

22.4.  SPI0 Interrupt Sources

When SPI0 interrupts are enabled, the following four flags will generate an interrupt when they are set to 
logic 1:

All of the following bits must be cleared by software.

1. The SPI Interrupt Flag, SPIF (SPI0CN.7) is set to logic 1 at the end of each byte transfer. This flag can 
occur in all SPI0 modes.

2. The Write Collision Flag, WCOL (SPI0CN.6) is set to logic 1 if a write to SPI0DAT is attempted when 
the transmit buffer has not been emptied to the SPI shift register. When this occurs, the write to 
SPI0DAT will be ignored, and the transmit buffer will not be written.This flag can occur in all SPI0 
modes.

3. The Mode Fault Flag MODF (SPI0CN.5) is set to logic 1 when SPI0 is configured as a master, and for 
multi-master mode and the NSS pin is pulled low. When a Mode Fault occurs, the MSTEN and SPIEN 
bits in SPI0CN are set to logic 0 to disable SPI0 and allow another master device to access the bus.

4. The Receive Overrun Flag RXOVRN (SPI0CN.4) is set to logic 1 when configured as a slave, and a 
transfer is completed and the receive buffer still holds an unread byte from a previous transfer. The new 
byte is not transferred to the receive buffer, allowing the previously received data byte to be read. The 
data byte which caused the overrun is lost.
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22.5.  Serial Clock Phase and Polarity

Four combinations of serial clock phase and polarity can be selected using the clock control bits in the 
SPI0 Configuration Register (SPI0CFG). The CKPHA bit (SPI0CFG.5) selects one of two clock phases 
(edge used to latch the data). The CKPOL bit (SPI0CFG.4) selects between an active-high or active-low 
clock. Both master and slave devices must be configured to use the same clock phase and polarity. SPI0 
should be disabled (by clearing the SPIEN bit, SPI0CN.0) when changing the clock phase or polarity. The 
clock and data line relationships for master mode are shown in Figure 22.5. For slave mode, the clock and 
data relationships are shown in Figure 22.6 and Figure 22.7. CKPHA must be set to 0 on both the master 
and slave SPI when communicating between two of the following devices: C8051F04x, C8051F06x, 
C8051F12x, C8051F31x, C8051F32x, and C8051F33x.

The SPI0 Clock Rate Register (SPI0CKR) as shown in SFR Definition 22.3 controls the master mode 
serial clock frequency. This register is ignored when operating in slave mode. When the SPI is configured 
as a master, the maximum data transfer rate (bits/sec) is one-half the system clock frequency or 12.5 MHz, 
whichever is slower. When the SPI is configured as a slave, the maximum data transfer rate (bits/sec) for 
full-duplex operation is 1/10 the system clock frequency, provided that the master issues SCK, NSS (in 4-
wire slave mode), and the serial input data synchronously with the slave’s system clock. If the master 
issues SCK, NSS, and the serial input data asynchronously, the maximum data transfer rate (bits/sec) 
must be less than 1/10 the system clock frequency. In the special case where the master only wants to 
transmit data to the slave and does not need to receive data from the slave (i.e. half-duplex operation), the 
SPI slave can receive data at a maximum data transfer rate (bits/sec) of 1/4 the system clock frequency. 
This is provided that the master issues SCK, NSS, and the serial input data synchronously with the slave’s 
system clock.

Figure 22.5. Master Mode Data/Clock Timing
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Figure 22.6. Slave Mode Data/Clock Timing (CKPHA = 0)

Figure 22.7. Slave Mode Data/Clock Timing (CKPHA = 1)
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SFR Address = 0xA1; SFR Page = 0x00

SFR Definition 22.1. SPI0CFG: SPI0 Configuration

Bit 7 6 5 4 3 2 1 0

Name SPIBSY MSTEN CKPHA CKPOL SLVSEL NSSIN SRMT RXBMT

Type R R/W R/W R/W R R R R

Reset 0 0 0 0 0 1 1 1

Bit Name Function

7 SPIBSY SPI Busy.

This bit is set to logic 1 when a SPI transfer is in progress (master or slave mode).

6 MSTEN Master Mode Enable. 

0: Disable master mode. Operate in slave mode.
1: Enable master mode. Operate as a master.

5 CKPHA SPI0 Clock Phase.

0: Data centered on first edge of SCK period.*

1: Data centered on second edge of SCK period.*

4 CKPOL SPI0 Clock Polarity. 

0: SCK line low in idle state.
1: SCK line high in idle state.

3 SLVSEL Slave Selected Flag. 

This bit is set to logic 1 whenever the NSS pin is low indicating SPI0 is the selected 
slave. It is cleared to logic 0 when NSS is high (slave not selected). This bit does 
not indicate the instantaneous value at the NSS pin, but rather a de-glitched ver-
sion of the pin input.

2 NSSIN NSS Instantaneous Pin Input. 

This bit mimics the instantaneous value that is present on the NSS port pin at the 
time that the register is read. This input is not de-glitched.

1 SRMT Shift Register Empty (valid in slave mode only).

This bit will be set to logic 1 when all data has been transferred in/out of the shift 
register, and there is no new information available to read from the transmit buffer 
or write to the receive buffer. It returns to logic 0 when a data byte is transferred to 
the shift register from the transmit buffer or by a transition on SCK. SRMT = 1 when 
in Master Mode.

0 RXBMT Receive Buffer Empty (valid in slave mode only).

This bit will be set to logic 1 when the receive buffer has been read and contains no 
new information. If there is new information available in the receive buffer that has 
not been read, this bit will return to logic 0. RXBMT = 1 when in Master Mode.

Note: In slave mode, data on MOSI is sampled in the center of each data bit. In master mode, data on MISO is 
sampled one SYSCLK before the end of each data bit, to provide maximum settling time for the slave device. 
See Table 22.1 for timing parameters.
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SFR Address = 0xF8; Bit-Addressable; SFR Page = 0x00

SFR Definition 22.2. SPI0CN: SPI0 Control

Bit 7 6 5 4 3 2 1 0

Name SPIF WCOL MODF RXOVRN NSSMD[1:0] TXBMT SPIEN

Type R/W R/W R/W R/W R/W R R/W

Reset 0 0 0 0 0 1 1 0

Bit Name Function

7 SPIF SPI0 Interrupt Flag.

This bit is set to logic 1 by hardware at the end of a data transfer. If interrupts are 
enabled, setting this bit causes the CPU to vector to the SPI0 interrupt service rou-
tine. This bit is not automatically cleared by hardware. It must be cleared by soft-
ware.

6 WCOL Write Collision Flag. 

This bit is set to logic 1 by hardware (and generates a SPI0 interrupt) to indicate a 
write to the SPI0 data register was attempted while a data transfer was in progress. 
It must be cleared by software.

5 MODF Mode Fault Flag.

This bit is set to logic 1 by hardware (and generates a SPI0 interrupt) when a mas-
ter mode collision is detected (NSS is low, MSTEN = 1, and NSSMD[1:0] = 01). 
This bit is not automatically cleared by hardware. It must be cleared by software.

4 RXOVRN Receive Overrun Flag (valid in slave mode only).

This bit is set to logic 1 by hardware (and generates a SPI0 interrupt) when the 
receive buffer still holds unread data from a previous transfer and the last bit of the 
current transfer is shifted into the SPI0 shift register. This bit is not automatically 
cleared by hardware. It must be cleared by software.

3:2 NSSMD[1:0] Slave Select Mode.

Selects between the following NSS operation modes: 
(See Section 22.2 and Section 22.3).
00: 3-Wire Slave or 3-Wire Master Mode. NSS signal is not routed to a port pin.
01: 4-Wire Slave or Multi-Master Mode (Default). NSS is an input to the device.
1x: 4-Wire Single-Master Mode. NSS signal is mapped as an output from the 
device and will assume the value of NSSMD0.

1 TXBMT Transmit Buffer Empty.

This bit will be set to logic 0 when new data has been written to the transmit buffer. 
When data in the transmit buffer is transferred to the SPI shift register, this bit will 
be set to logic 1, indicating that it is safe to write a new byte to the transmit buffer.

0 SPIEN SPI0 Enable. 

0: SPI disabled.
1: SPI enabled.
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SFR Address = 0xA2; SFR Page = 0x00

SFR Address = 0xA3; SFR Page = 0x00

SFR Definition 22.3. SPI0CKR: SPI0 Clock Rate

Bit 7 6 5 4 3 2 1 0

Name SCR[7:0]

Type R/W

Reset 0 0 0 0 0 0 0 0

Bit Name Function

7:0 SCR[7:0] SPI0 Clock Rate.

These bits determine the frequency of the SCK output when the SPI0 module is 
configured for master mode operation. The SCK clock frequency is a divided ver-
sion of the system clock, and is given in the following equation, where SYSCLK is 
the system clock frequency and SPI0CKR is the 8-bit value held in the SPI0CKR 
register.

for 0 <= SPI0CKR <= 255

Example: If SYSCLK = 2 MHz and SPI0CKR = 0x04, 

SFR Definition 22.4. SPI0DAT: SPI0 Data

Bit 7 6 5 4 3 2 1 0

Name SPI0DAT[7:0]

Type R/W

Reset 0 0 0 0 0 0 0 0

Bit Name Function

7:0 SPI0DAT[7:0] SPI0 Transmit and Receive Data.

The SPI0DAT register is used to transmit and receive SPI0 data. Writing data to 
SPI0DAT places the data into the transmit buffer and initiates a transfer when in 
Master Mode. A read of SPI0DAT returns the contents of the receive buffer.

fSCK
SYSCLK

2 x SPI0CKR[7:0] 1+( )
----------------------------------------------------------------=

fSCK
2000000

2 x 4 1+( )
------------------------------=

fSCK 200 kHz=
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Figure 22.8. SPI Master Timing (CKPHA = 0)

Figure 22.9. SPI Master Timing (CKPHA = 1)
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Figure 22.10. SPI Slave Timing (CKPHA = 0)

Figure 22.11. SPI Slave Timing (CKPHA = 1)
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Table 22.1. SPI Slave Timing Parameters

Parameter Description Min Max Units

Master Mode Timing* (See Figure 22.8 and Figure 22.9)

TMCKH
SCK High Time 1 x TSYSCLK — ns

TMCKL
SCK Low Time 1 x TSYSCLK — ns

TMIS
MISO Valid to SCK Shift Edge 1 x TSYSCLK + 20 — ns

TMIH
SCK Shift Edge to MISO Change 0 — ns

Slave Mode Timing* (See Figure 22.10 and Figure 22.11)

TSE
NSS Falling to First SCK Edge 2 x TSYSCLK — ns

TSD
Last SCK Edge to NSS Rising 2 x TSYSCLK — ns

TSEZ
NSS Falling to MISO Valid — 4 x TSYSCLK ns

TSDZ
NSS Rising to MISO High-Z — 4 x TSYSCLK ns

TCKH
SCK High Time 5 x TSYSCLK — ns

TCKL
SCK Low Time 5 x TSYSCLK — ns

TSIS
MOSI Valid to SCK Sample Edge 2 x TSYSCLK — ns

TSIH
SCK Sample Edge to MOSI Change 2 x TSYSCLK — ns

TSOH
SCK Shift Edge to MISO Change — 4 x TSYSCLK ns

TSLH
Last SCK Edge to MISO Change  
(CKPHA = 1 ONLY)

6 x TSYSCLK 8 x TSYSCLK ns

*Note:  TSYSCLK is equal to one period of the device system clock (SYSCLK).
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23.  Timers

Each MCU includes four counter/timers: two are 16-bit counter/timers compatible with those found in the 
standard 8051, and two are 16-bit auto-reload timer for use with the ADC, SMBus, or for general purpose 
use. These timers can be used to measure time intervals, count external events and generate periodic 
interrupt requests. Timer 0 and Timer 1 are nearly identical and have four primary modes of operation. 
Timer 2 and Timer 3 offer 16-bit and split 8-bit timer functionality with auto-reload.

Timers 0 and 1 may be clocked by one of five sources, determined by the Timer Mode Select bits (T1M–
T0M) and the Clock Scale bits (SCA1–SCA0). The Clock Scale bits define a pre-scaled clock from which 
Timer 0 and/or Timer 1 may be clocked (See SFR Definition 23.1 for pre-scaled clock selection).Timer 0/1 
may then be configured to use this pre-scaled clock signal or the system clock. 

Timer 2 and Timer 3 may be clocked by the system clock, the system clock divided by 12, or the external 
oscillator clock source divided by 8.

Timer 0 and Timer 1 may also be operated as counters. When functioning as a counter, a counter/timer 
register is incremented on each high-to-low transition at the selected input pin (T0 or T1). Events with a fre-
quency of up to one-fourth the system clock frequency can be counted. The input signal need not be peri-
odic, but it should be held at a given level for at least two full system clock cycles to ensure the level is 
properly sampled. 

Timer 0 and Timer 1 Modes Timer 2 Modes Timer 3 Modes

13-bit counter/timer 16-bit timer with auto-reload 16-bit timer with auto-reload

16-bit counter/timer

8-bit counter/timer with 
auto-reload

Two 8-bit timers with auto-reload Two 8-bit timers with auto-reload

Two 8-bit counter/timers (Timer 0 
only)
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SFR Address = 0x8E; SFR Page = All Pages

SFR Definition 23.1. CKCON: Clock Control

Bit 7 6 5 4 3 2 1 0

Name T3MH T3ML T2MH T2ML T1M T0M SCA[1:0]

Type R/W R/W R/W R/W R/W R/W R/W

Reset 0 0 0 0 0 0 0 0

Bit Name Function

7 T3MH Timer 3 High Byte Clock Select.

Selects the clock supplied to the Timer 3 high byte (split 8-bit timer mode only).
0: Timer 3 high byte uses the clock defined by the T3XCLK bit in TMR3CN.
1: Timer 3 high byte uses the system clock.

6 T3ML Timer 3 Low Byte Clock Select.

Selects the clock supplied to Timer 3. Selects the clock supplied to the lower 8-bit timer 
in split 8-bit timer mode.
0: Timer 3 low byte uses the clock defined by the T3XCLK bit in TMR3CN.
1: Timer 3 low byte uses the system clock.

5 T2MH Timer 2 High Byte Clock Select.

Selects the clock supplied to the Timer 2 high byte (split 8-bit timer mode only).
0: Timer 2 high byte uses the clock defined by the T2XCLK bit in TMR2CN.
1: Timer 2 high byte uses the system clock.

4 T2ML Timer 2 Low Byte Clock Select.

Selects the clock supplied to Timer 2. If Timer 2 is configured in split 8-bit timer mode, 
this bit selects the clock supplied to the lower 8-bit timer.
0: Timer 2 low byte uses the clock defined by the T2XCLK bit in TMR2CN.
1: Timer 2 low byte uses the system clock.

3 T1 Timer 1 Clock Select.

Selects the clock source supplied to Timer 1. Ignored when C/T1 is set to 1.
0: Timer 1 uses the clock defined by the prescale bits SCA[1:0].
1: Timer 1 uses the system clock.

2 T0 Timer 0 Clock Select.

Selects the clock source supplied to Timer 0. Ignored when C/T0 is set to 1.
0: Counter/Timer 0 uses the clock defined by the prescale bits SCA[1:0].
1: Counter/Timer 0 uses the system clock.

1:0 SCA[1:0] Timer 0/1 Prescale Bits.

These bits control the Timer 0/1 Clock Prescaler:
00: System clock divided by 12
01: System clock divided by 4
10: System clock divided by 48
11: External clock divided by 8 (synchronized with the system clock)
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23.1.  Timer 0 and Timer 1
Each timer is implemented as a 16-bit register accessed as two separate bytes: a low byte (TL0 or TL1) 
and a high byte (TH0 or TH1). The Counter/Timer Control register (TCON) is used to enable Timer 0 and 
Timer 1 as well as indicate status. Timer 0 interrupts can be enabled by setting the ET0 bit in the IE regis-
ter (Section “13.2. Interrupt Register Descriptions” on page 108); Timer 1 interrupts can be enabled by set-
ting the ET1 bit in the IE register (Section “13.2. Interrupt Register Descriptions” on page 108). Both 
counter/timers operate in one of four primary modes selected by setting the Mode Select bits T1M1–T0M0 
in the Counter/Timer Mode register (TMOD). Each timer can be configured independently. Each operating 
mode is described below.

23.1.1. Mode 0: 13-bit Counter/Timer

Timer 0 and Timer 1 operate as 13-bit counter/timers in Mode 0. The following describes the configuration 
and operation of Timer 0. However, both timers operate identically, and Timer 1 is configured in the same 
manner as described for Timer 0.

The TH0 register holds the eight MSBs of the 13-bit counter/timer. TL0 holds the five LSBs in bit positions 
TL0.4–TL0.0. The three upper bits of TL0 (TL0.7–TL0.5) are indeterminate and should be masked out or 
ignored when reading. As the 13-bit timer register increments and overflows from 0x1FFF (all ones) to 
0x0000, the timer overflow flag TF0 (TCON.5) is set and an interrupt will occur if Timer 0 interrupts are 
enabled. 

The C/T0 bit (TMOD.2) selects the counter/timer's clock source. When C/T0 is set to logic 1, high-to-low 
transitions at the selected Timer 0 input pin (T0) increment the timer register (Refer to Section 
“18.3. Priority Crossbar Decoder” on page 150 for information on selecting and configuring external I/O 
pins). Clearing C/T selects the clock defined by the T0M bit (CKCON.3). When T0M is set, Timer 0 is 
clocked by the system clock. When T0M is cleared, Timer 0 is clocked by the source selected by the Clock 
Scale bits in CKCON (see SFR Definition 23.1).

Setting the TR0 bit (TCON.4) enables the timer when either GATE0 (TMOD.3) is logic 0 or the input signal 
INT0 is active as defined by bit IN0PL in register IT01CF (see SFR Definition 13.7). Setting GATE0 to 1 
allows the timer to be controlled by the external input signal INT0 (see Section “13.2. Interrupt Register 
Descriptions” on page 108), facilitating pulse width measurements.

Setting TR0 does not force the timer to reset. The timer registers should be loaded with the desired initial 
value before the timer is enabled.

TL1 and TH1 form the 13-bit register for Timer 1 in the same manner as described above for TL0 and TH0. 
Timer 1 is configured and controlled using the relevant TCON and TMOD bits just as with Timer 0. The 
input signal INT1 is used with Timer 1; the INT1 polarity is defined by bit IN1PL in register IT01CF (see 
SFR Definition 13.7).

TR0 GATE0 INT0 Counter/Timer

0 X X Disabled

1 0 X Enabled

1 1 0 Disabled

1 1 1 Enabled

Note: X = Don't Care
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Figure 23.1. T0 Mode 0 Block Diagram

23.1.2. Mode 1: 16-bit Counter/Timer

Mode 1 operation is the same as Mode 0, except that the counter/timer registers use all 16 bits. The 
counter/timers are enabled and configured in Mode 1 in the same manner as for Mode 0. 

23.1.3. Mode 2: 8-bit Counter/Timer with Auto-Reload

Mode 2 configures Timer 0 and Timer 1 to operate as 8-bit counter/timers with automatic reload of the start 
value. TL0 holds the count and TH0 holds the reload value. When the counter in TL0 overflows from all 
ones to 0x00, the timer overflow flag TF0 (TCON.5) is set and the counter in TL0 is reloaded from TH0. If 
Timer 0 interrupts are enabled, an interrupt will occur when the TF0 flag is set. The reload value in TH0 is 
not changed. TL0 must be initialized to the desired value before enabling the timer for the first count to be 
correct. When in Mode 2, Timer 1 operates identically to Timer 0. 

Both counter/timers are enabled and configured in Mode 2 in the same manner as Mode 0. Setting the 
TR0 bit (TCON.4) enables the timer when either GATE0 (TMOD.3) is logic 0 or when the input signal INT0
is active as defined by bit IN0PL in register IT01CF (see Section “13.3. External Interrupts INT0 and INT1” 
on page 115 for details on the external input signals INT0 and INT1).
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Figure 23.2. T0 Mode 2 Block Diagram

23.1.4. Mode 3: Two 8-bit Counter/Timers (Timer 0 Only)

In Mode 3, Timer 0 is configured as two separate 8-bit counter/timers held in TL0 and TH0. The 
counter/timer in TL0 is controlled using the Timer 0 control/status bits in TCON and TMOD: TR0, C/T0, 
GATE0 and TF0. TL0 can use either the system clock or an external input signal as its timebase. The TH0 
register is restricted to a timer function sourced by the system clock or prescaled clock. TH0 is enabled 
using the Timer 1 run control bit TR1. TH0 sets the Timer 1 overflow flag TF1 on overflow and thus controls 
the Timer 1 interrupt.

Timer 1 is inactive in Mode 3. When Timer 0 is operating in Mode 3, Timer 1 can be operated in Modes 0, 
1 or 2, but cannot be clocked by external signals nor set the TF1 flag and generate an interrupt. However, 
the Timer 1 overflow can be used to generate baud rates for the SMBus and/or UART, and/or initiate ADC 
conversions. While Timer 0 is operating in Mode 3, Timer 1 run control is handled through its mode set-
tings. To run Timer 1 while Timer 0 is in Mode 3, set the Timer 1 Mode as 0, 1, or 2. To disable Timer 1, 
configure it for Mode 3.
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Figure 23.3. T0 Mode 3 Block Diagram
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SFR Address = 0x88; Bit-Addressable; SFR Page = All Pages 

SFR Definition 23.2. TCON: Timer Control

Bit 7 6 5 4 3 2 1 0

Name TF1 TR1 TF0 TR0 IE1 IT1 IE0 IT0

Type R/W R/W R/W R/W R/W R/W R/W R/W

Reset 0 0 0 0 0 0 0 0

Bit Name Function

7 TF1 Timer 1 Overflow Flag.

Set to 1 by hardware when Timer 1 overflows. This flag can be cleared by software 
but is automatically cleared when the CPU vectors to the Timer 1 interrupt service 
routine.

6 TR1 Timer 1 Run Control.

Timer 1 is enabled by setting this bit to 1.

5 TF0 Timer 0 Overflow Flag.

Set to 1 by hardware when Timer 0 overflows. This flag can be cleared by software 
but is automatically cleared when the CPU vectors to the Timer 0 interrupt service 
routine.

4 TR0 Timer 0 Run Control.

Timer 0 is enabled by setting this bit to 1.

3 IE1 External Interrupt 1. 

This flag is set by hardware when an edge/level of type defined by IT1 is detected. It 
can be cleared by software but is automatically cleared when the CPU vectors to the 
External Interrupt 1 service routine in edge-triggered mode.

2 IT1 Interrupt 1 Type Select. 

This bit selects whether the configured INT1 interrupt will be edge or level sensitive. 
INT1 is configured active low or high by the IN1PL bit in the IT01CF register (see 
SFR Definition 13.7).
0: INT1 is level triggered.
1: INT1 is edge triggered.

1 IE0 External Interrupt 0. 

This flag is set by hardware when an edge/level of type defined by IT1 is detected. It 
can be cleared by software but is automatically cleared when the CPU vectors to the 
External Interrupt 0 service routine in edge-triggered mode.

0 IT0 Interrupt 0 Type Select. 

This bit selects whether the configured INT0 interrupt will be edge or level sensitive. 
INT0 is configured active low or high by the IN0PL bit in register IT01CF (see SFR 
Definition 13.7).
0: INT0 is level triggered.
1: INT0 is edge triggered.
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SFR Address = 0x89; SFR Page = All Pages

SFR Definition 23.3. TMOD: Timer Mode

Bit 7 6 5 4 3 2 1 0

Name GATE1 C/T1 T1M[1:0] GATE0 C/T0 T0M[1:0]

Type R/W R/W R/W R/W R/W R/W

Reset 0 0 0 0 0 0 0 0

Bit Name Function

7 GATE1 Timer 1 Gate Control.

0: Timer 1 enabled when TR1 = 1 irrespective of INT1 logic level.
1: Timer 1 enabled only when TR1 = 1 AND INT1 is active as defined by bit IN1PL in 
register IT01CF (see SFR Definition 13.7).

6 C/T1 Counter/Timer 1 Select. 

0: Timer: Timer 1 incremented by clock defined by T1M bit in register CKCON.
1: Counter: Timer 1 incremented by high-to-low transitions on external pin (T1).

5:4 T1M[1:0] Timer 1 Mode Select. 

These bits select the Timer 1 operation mode.
00: Mode 0, 13-bit Counter/Timer
01: Mode 1, 16-bit Counter/Timer
10: Mode 2, 8-bit Counter/Timer with Auto-Reload
11: Mode 3, Timer 1 Inactive

3 GATE0 Timer 0 Gate Control.

0: Timer 0 enabled when TR0 = 1 irrespective of INT0 logic level.
1: Timer 0 enabled only when TR0 = 1 AND INT0 is active as defined by bit IN0PL in 
register IT01CF (see SFR Definition 13.7).

2 C/T0 Counter/Timer 0 Select. 

0: Timer: Timer 0 incremented by clock defined by T0M bit in register CKCON.
1: Counter: Timer 0 incremented by high-to-low transitions on external pin (T0).

1:0 T0M[1:0] Timer 0 Mode Select. 

These bits select the Timer 0 operation mode.
00: Mode 0, 13-bit Counter/Timer
01: Mode 1, 16-bit Counter/Timer
10: Mode 2, 8-bit Counter/Timer with Auto-Reload
11: Mode 3, Two 8-bit Counter/Timers
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SFR Address = 0x8A; SFR Page = All Pages

SFR Address = 0x8B; SFR Page = All Pages

SFR Definition 23.4. TL0: Timer 0 Low Byte

Bit 7 6 5 4 3 2 1 0

Name TL0[7:0]

Type R/W

Reset 0 0 0 0 0 0 0 0

Bit Name Function

7:0 TL0[7:0] Timer 0 Low Byte. 

The TL0 register is the low byte of the 16-bit Timer 0.

SFR Definition 23.5. TL1: Timer 1 Low Byte

Bit 7 6 5 4 3 2 1 0

Name TL1[7:0]

Type R/W

Reset 0 0 0 0 0 0 0 0

Bit Name Function

7:0 TL1[7:0] Timer 1 Low Byte. 

The TL1 register is the low byte of the 16-bit Timer 1.
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SFR Address = 0x8C; SFR Page = All Pages

SFR Address = 0x8D; SFR Page = All Pages

SFR Definition 23.6. TH0: Timer 0 High Byte

Bit 7 6 5 4 3 2 1 0

Name TH0[7:0]

Type R/W

Reset 0 0 0 0 0 0 0 0

Bit Name Function

7:0 TH0[7:0] Timer 0 High Byte. 

The TH0 register is the high byte of the 16-bit Timer 0.

SFR Definition 23.7. TH1: Timer 1 High Byte

Bit 7 6 5 4 3 2 1 0

Name TH1[7:0]

Type R/W

Reset 0 0 0 0 0 0 0 0

Bit Name Function

7:0 TH1[7:0] Timer 1 High Byte. 

The TH1 register is the high byte of the 16-bit Timer 1.
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23.2.  Timer 2

Timer 2 is a 16-bit timer formed by two 8-bit SFRs: TMR2L (low byte) and TMR2H (high byte). Timer 2 may 
operate in 16-bit auto-reload mode or (split) 8-bit auto-reload mode. The T2SPLIT bit (TMR2CN.3) defines 
the Timer 2 operation mode.

Timer 2 may be clocked by the system clock, the system clock divided by 12, or the external oscillator 
source divided by 8. The external clock mode is ideal for real-time clock (RTC) functionality, where the 
internal oscillator drives the system clock while Timer 2 (and/or the PCA) is clocked by an external preci-
sion oscillator. Note that the external oscillator source divided by 8 is synchronized with the system clock.

23.2.1. 16-bit Timer with Auto-Reload

When T2SPLIT (TMR2CN.3) is zero, Timer 2 operates as a 16-bit timer with auto-reload. Timer 2 can be 
clocked by SYSCLK, SYSCLK divided by 12, or the external oscillator clock source divided by 8. As the 
16-bit timer register increments and overflows from 0xFFFF to 0x0000, the 16-bit value in the Timer 2 
reload registers (TMR2RLH and TMR2RLL) is loaded into the Timer 2 register as shown in Figure 23.4, 
and the Timer 2 High Byte Overflow Flag (TMR2CN.7) is set. If Timer 2 interrupts are enabled (if IE.5 is 
set), an interrupt will be generated on each Timer 2 overflow. Additionally, if Timer 2 interrupts are enabled 
and the TF2LEN bit is set (TMR2CN.5), an interrupt will be generated each time the lower 8 bits (TMR2L) 
overflow from 0xFF to 0x00.

Figure 23.4. Timer 2 16-Bit Mode Block Diagram

23.2.2. 8-bit Timers with Auto-Reload

When T2SPLIT is set, Timer 2 operates as two 8-bit timers (TMR2H and TMR2L). Both 8-bit timers oper-
ate in auto-reload mode as shown in Figure 23.5. TMR2RLL holds the reload value for TMR2L; TMR2RLH 
holds the reload value for TMR2H. The TR2 bit in TMR2CN handles the run control for TMR2H. TMR2L is 
always running when configured for 8-bit Mode.

Each 8-bit timer may be configured to use SYSCLK, SYSCLK divided by 12, or the external oscillator clock 
source divided by 8. The Timer 2 Clock Select bits (T2MH and T2ML in CKCON) select either SYSCLK or 
the clock defined by the Timer 2 External Clock Select bit (T2XCLK in TMR2CN), as follows:
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The TF2H bit is set when TMR2H overflows from 0xFF to 0x00; the TF2L bit is set when TMR2L overflows 
from 0xFF to 0x00. When Timer 2 interrupts are enabled (IE.5), an interrupt is generated each time 
TMR2H overflows. If Timer 2 interrupts are enabled and TF2LEN (TMR2CN.5) is set, an interrupt is gener-
ated each time either TMR2L or TMR2H overflows. When TF2LEN is enabled, software must check the 
TF2H and TF2L flags to determine the source of the Timer 2 interrupt. The TF2H and TF2L interrupt flags 
are not cleared by hardware and must be manually cleared by software.

Figure 23.5. Timer 2 8-Bit Mode Block Diagram

23.2.3. External Oscillator Capture Mode

Capture Mode allows the external oscillator to be measured against the system clock. Timer 2 can be 
clocked from the system clock, or the system clock divided by 12, depending on the T2ML (CKCON.4), 
and T2XCLK bits. When a capture event is generated, the contents of Timer 2 (TMR2H:TMR2L) are 
loaded into the Timer 2 reload registers (TMR2RLH:TMR2RLL) and the TF2H flag is set. A capture event 
is generated by the falling edge of the clock source being measured, which is the external oscillator / 8. By 
recording the difference between two successive timer capture values, the external oscillator frequency 
can be determined with respect to the Timer 2 clock. The Timer 2 clock should be much faster than the 
capture clock to achieve an accurate reading. Timer 2 should be in 16-bit auto-reload mode when using 
Capture Mode.
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This mode allows software to determine the external oscillator frequency when an RC network or capacitor 
is used to generate the clock source. 

Figure 23.6. Timer 2 External Oscillator Capture Mode Block Diagram
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SFR Address = 0xC8; Bit-Addressable; SFR Page = 0x00

SFR Definition 23.8. TMR2CN: Timer 2 Control

Bit 7 6 5 4 3 2 1 0

Name TF2H TF2L TF2LEN TF2CEN T2SPLIT TR2 T2XCLK

Type R/W R/W R/W R/W R/W R/W R R/W

Reset 0 0 0 0 0 0 0 0

Bit Name Function

7 TF2H Timer 2 High Byte Overflow Flag.

Set by hardware when the Timer 2 high byte overflows from 0xFF to 0x00. In 16 bit 
mode, this will occur when Timer 2 overflows from 0xFFFF to 0x0000. When the 
Timer 2 interrupt is enabled, setting this bit causes the CPU to vector to the Timer 2 
interrupt service routine. This bit is not automatically cleared by hardware.

6 TF2L Timer 2 Low Byte Overflow Flag.

Set by hardware when the Timer 2 low byte overflows from 0xFF to 0x00. TF2L will 
be set when the low byte overflows regardless of the Timer 2 mode. This bit is not 
automatically cleared by hardware.

5 TF2LEN Timer 2 Low Byte Interrupt Enable.

When set to 1, this bit enables Timer 2 Low Byte interrupts. If Timer 2 interrupts are 
also enabled, an interrupt will be generated when the low byte of Timer 2 overflows.

4 TF2CEN Timer 2 Capture Mode Enable.

0: Timer 2 Capture Mode is disabled.
1: Timer 2 Capture Mode is enabled.

3 T2SPLIT Timer 2 Split Mode Enable.

When this bit is set, Timer 2 operates as two 8-bit timers with auto-reload.
0: Timer 2 operates in 16-bit auto-reload mode.
1: Timer 2 operates as two 8-bit auto-reload timers.

2 TR2 Timer 2 Run Control. 

Timer 2 is enabled by setting this bit to 1. In 8-bit mode, this bit enables/disables 
TMR2H only; TMR2L is always enabled in split mode.

1 Unused Read = 0b; Write = Don’t Care

0 T2XCLK Timer 2 External Clock Select.

This bit selects the external clock source for Timer 2. If Timer 2 is in 8-bit mode, this 
bit selects the external oscillator clock source for both timer bytes. However, the 
Timer 2 Clock Select bits (T2MH and T2ML in register CKCON) may still be used to 
select between the external clock and the system clock for either timer.
0: Timer 2 clock is the system clock divided by 12.
1: Timer 2 clock is the external clock divided by 8 (synchronized with SYSCLK).
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SFR Address = 0xCA; SFR Page = 0x00

SFR Address = 0xCB; SFR Page = 0x00

SFR Definition 23.9. TMR2RLL: Timer 2 Reload Register Low Byte

Bit 7 6 5 4 3 2 1 0

Name TMR2RLL[7:0]

Type R/W

Reset 0 0 0 0 0 0 0 0

Bit Name Function

7:0 TMR2RLL[7:0] Timer 2 Reload Register Low Byte.

TMR2RLL holds the low byte of the reload value for Timer 2.

SFR Definition 23.10. TMR2RLH: Timer 2 Reload Register High Byte

Bit 7 6 5 4 3 2 1 0

Name TMR2RLH[7:0]

Type R/W

Reset 0 0 0 0 0 0 0 0

Bit Name Function

7:0 TMR2RLH[7:0] Timer 2 Reload Register High Byte.

TMR2RLH holds the high byte of the reload value for Timer 2.
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SFR Address = 0xCC; SFR Page = 0x00

SFR Address = 0xCD; SFR Page = 0x00

SFR Definition 23.11. TMR2L: Timer 2 Low Byte

Bit 7 6 5 4 3 2 1 0

Name TMR2L[7:0]

Type R/W

Reset 0 0 0 0 0 0 0 0

Bit Name Function

7:0 TMR2L[7:0] Timer 2 Low Byte.

In 16-bit mode, the TMR2L register contains the low byte of the 16-bit Timer 2. In 8-
bit mode, TMR2L contains the 8-bit low byte timer value.

SFR Definition 23.12. TMR2H Timer 2 High Byte

Bit 7 6 5 4 3 2 1 0

Name TMR2H[7:0]

Type R/W

Reset 0 0 0 0 0 0 0 0

Bit Name Function

7:0 TMR2H[7:0] Timer 2 High Byte.

In 16-bit mode, the TMR2H register contains the high byte of the 16-bit Timer 2. In 8-
bit mode, TMR2H contains the 8-bit high byte timer value.
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23.3.  Timer 3
Timer 3 is a 16-bit timer formed by two 8-bit SFRs: TMR3L (low byte) and TMR3H (high byte). Timer 3 may 
operate in 16-bit auto-reload mode or (split) 8-bit auto-reload mode. The T3SPLIT bit (TMR3CN.3) defines 
the Timer 3 operation mode.

Timer 3 may be clocked by the system clock, the system clock divided by 12, or the external oscillator 
source divided by 8. The external clock mode is ideal for real-time clock (RTC) functionality, where the 
internal oscillator drives the system clock while Timer 3 (and/or the PCA) is clocked by an external preci-
sion oscillator. Note that the external oscillator source divided by 8 is synchronized with the system clock.

23.3.1. 16-bit Timer with Auto-Reload

When T3SPLIT (TMR3CN.3) is zero, Timer 3 operates as a 16-bit timer with auto-reload. Timer 3 can be 
clocked by SYSCLK, SYSCLK divided by 12, or the external oscillator clock source divided by 8. As the 
16-bit timer register increments and overflows from 0xFFFF to 0x0000, the 16-bit value in the Timer 3 
reload registers (TMR3RLH and TMR3RLL) is loaded into the Timer 3 register as shown in Figure 23.7, 
and the Timer 3 High Byte Overflow Flag (TMR3CN.7) is set. If Timer 3 interrupts are enabled, an interrupt 
will be generated on each Timer 3 overflow. Additionally, if Timer 3 interrupts are enabled and the TF3LEN 
bit is set (TMR3CN.5), an interrupt will be generated each time the lower 8 bits (TMR3L) overflow from 
0xFF to 0x00.

Figure 23.7. Timer 3 16-Bit Mode Block Diagram

23.3.2. 8-bit Timers with Auto-Reload

When T3SPLIT is set, Timer 3 operates as two 8-bit timers (TMR3H and TMR3L). Both 8-bit timers oper-
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The TF3H bit is set when TMR3H overflows from 0xFF to 0x00; the TF3L bit is set when TMR3L overflows 
from 0xFF to 0x00. When Timer 3 interrupts are enabled, an interrupt is generated each time TMR3H over-
flows. If Timer 3 interrupts are enabled and TF3LEN (TMR3CN.5) is set, an interrupt is generated each 
time either TMR3L or TMR3H overflows. When TF3LEN is enabled, software must check the TF3H and 
TF3L flags to determine the source of the Timer 3 interrupt. The TF3H and TF3L interrupt flags are not 
cleared by hardware and must be manually cleared by software.

Figure 23.8. Timer 3 8-Bit Mode Block Diagram
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Figure 23.9. Timer 3 External Oscillator Capture Mode Block Diagram
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SFR Address = 0x91; SFR Page = 0x00

SFR Definition 23.13. TMR3CN: Timer 3 Control

Bit 7 6 5 4 3 2 1 0

Name TF3H TF3L TF3LEN TF3CEN T3SPLIT TR3 T3XCLK

Type R/W R/W R/W R/W R/W R/W R R/W

Reset 0 0 0 0 0 0 0 0

Bit Name Function

7 TF3H Timer 3 High Byte Overflow Flag.

Set by hardware when the Timer 3 high byte overflows from 0xFF to 0x00. In 16 bit 
mode, this will occur when Timer 3 overflows from 0xFFFF to 0x0000. When the 
Timer 3 interrupt is enabled, setting this bit causes the CPU to vector to the Timer 3 
interrupt service routine. This bit is not automatically cleared by hardware.

6 TF3L Timer 3 Low Byte Overflow Flag.

Set by hardware when the Timer 3 low byte overflows from 0xFF to 0x00. TF3L will 
be set when the low byte overflows regardless of the Timer 3 mode. This bit is not 
automatically cleared by hardware.

5 TF3LEN Timer 3 Low Byte Interrupt Enable.

When set to 1, this bit enables Timer 3 Low Byte interrupts. If Timer 3 interrupts are 
also enabled, an interrupt will be generated when the low byte of Timer 3 overflows.

4 TF3CEN Timer 3 Capture Mode Enable.

0: Timer 3 Capture Mode is disabled.
1: Timer 3 Capture Mode is enabled.

3 T3SPLIT Timer 3 Split Mode Enable.

When this bit is set, Timer 3 operates as two 8-bit timers with auto-reload.
0: Timer 3 operates in 16-bit auto-reload mode.
1: Timer 3 operates as two 8-bit auto-reload timers.

2 TR3 Timer 3 Run Control. 

Timer 3 is enabled by setting this bit to 1. In 8-bit mode, this bit enables/disables 
TMR3H only; TMR3L is always enabled in split mode.

1 Unused Read = 0b; Write = Don’t Care

0 T3XCLK Timer 3 External Clock Select.

This bit selects the external clock source for Timer 3. If Timer 3 is in 8-bit mode, this 
bit selects the external oscillator clock source for both timer bytes. However, the 
Timer 3 Clock Select bits (T3MH and T3ML in register CKCON) may still be used to 
select between the external clock and the system clock for either timer.
0: Timer 3 clock is the system clock divided by 12.
1: Timer 3 clock is the external clock divided by 8 (synchronized with SYSCLK).
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SFR Address = 0x92; SFR Page = 0x00

SFR Address = 0x93; SFR Page = 0x00

SFR Definition 23.14. TMR3RLL: Timer 3 Reload Register Low Byte

Bit 7 6 5 4 3 2 1 0

Name TMR3RLL[7:0]

Type R/W

Reset 0 0 0 0 0 0 0 0

Bit Name Function

7:0 TMR3RLL[7:0] Timer 3 Reload Register Low Byte.

TMR3RLL holds the low byte of the reload value for Timer 3.

SFR Definition 23.15. TMR3RLH: Timer 3 Reload Register High Byte

Bit 7 6 5 4 3 2 1 0

Name TMR3RLH[7:0]

Type R/W

Reset 0 0 0 0 0 0 0 0

Bit Name Function

7:0 TMR3RLH[7:0] Timer 3 Reload Register High Byte.

TMR3RLH holds the high byte of the reload value for Timer 3.
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SFR Address = 0x94; SFR Page = 0x00

SFR Address = 0x95; SFR Page = 0x00

SFR Definition 23.16. TMR3L: Timer 3 Low Byte

Bit 7 6 5 4 3 2 1 0

Name TMR3L[7:0]

Type R/W

Reset 0 0 0 0 0 0 0 0

Bit Name Function

7:0 TMR3L[7:0] Timer 3 Low Byte.

In 16-bit mode, the TMR3L register contains the low byte of the 16-bit Timer 3. In 8-
bit mode, TMR3L contains the 8-bit low byte timer value.

SFR Definition 23.17. TMR3H Timer 3 High Byte

Bit 7 6 5 4 3 2 1 0

Name TMR3H[7:0]

Type R/W

Reset 0 0 0 0 0 0 0 0

Bit Name Function

7:0 TMR3H[7:0] Timer 3 High Byte.

In 16-bit mode, the TMR3H register contains the high byte of the 16-bit Timer 3. In 8-
bit mode, TMR3H contains the 8-bit high byte timer value.
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24.  Programmable Counter Array

The Programmable Counter Array (PCA0) provides enhanced timer functionality while requiring less CPU 
intervention than the standard 8051 counter/timers. The PCA consists of a dedicated 16-bit counter/timer 
and six 16-bit capture/compare modules. Each capture/compare module has its own associated I/O line 
(CEXn) which is routed through the Crossbar to Port I/O when enabled. The counter/timer is driven by a 
programmable timebase that can select between six sources: system clock, system clock divided by four, 
system clock divided by twelve, the external oscillator clock source divided by 8, Timer 0 overflows, or an 
external clock signal on the ECI input pin. Each capture/compare module may be configured to operate 
independently in one of six modes: Edge-Triggered Capture, Software Timer, High-Speed Output, Fre-
quency Output, 8 to 11-Bit PWM, or 16-Bit PWM (each mode is described in Section 
“24.3. Capture/Compare Modules” on page 252). The external oscillator clock option is ideal for real-time 
clock (RTC) functionality, allowing the PCA to be clocked by a precision external oscillator while the inter-
nal oscillator drives the system clock. The PCA is configured and controlled through the system controller's 
Special Function Registers. The PCA block diagram is shown in Figure 24.1

Important Note: The PCA Module 5 may be used as a watchdog timer (WDT), and is enabled in this mode 
following a system reset. Access to certain PCA registers is restricted while WDT mode is enabled. 
See Section 24.4 for details.

Figure 24.1. PCA Block Diagram
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24.1.  PCA Counter/Timer
The 16-bit PCA counter/timer consists of two 8-bit SFRs: PCA0L and PCA0H. PCA0H is the high byte 
(MSB) of the 16-bit counter/timer and PCA0L is the low byte (LSB).   Reading PCA0L automatically latches 
the value of PCA0H into a “snapshot” register; the following PCA0H read accesses this “snapshot” register. 
Reading the PCA0L Register first guarantees an accurate reading of the entire 16-bit PCA0 counter.
Reading PCA0H or PCA0L does not disturb the counter operation. The CPS[2:0] bits in the PCA0MD reg-
ister select the timebase for the counter/timer as shown in Table 24.1.

When the counter/timer overflows from 0xFFFF to 0x0000, the Counter Overflow Flag (CF) in PCA0MD is 
set to logic 1 and an interrupt request is generated if CF interrupts are enabled. Setting the ECF bit in 
PCA0MD to logic 1 enables the CF flag to generate an interrupt request. The CF bit is not automatically 
cleared by hardware when the CPU vectors to the interrupt service routine, and must be cleared by soft-
ware. Clearing the CIDL bit in the PCA0MD register allows the PCA to continue normal operation while the 
CPU is in Idle mode.

Table 24.1. PCA Timebase Input Options
CPS2 CPS1 CPS0 Timebase

0 0 0 System clock divided by 12.

0 0 1 System clock divided by 4.

0 1 0 Timer 0 overflow.

0 1 1 High-to-low transitions on ECI (max rate = system clock divided 
by 4).

1 0 0 System clock.

1 0 1 External oscillator source divided by 8.*

1 1 x Reserved.

*Note:  External oscillator source divided by 8 is synchronized with the system clock.
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Figure 24.2. PCA Counter/Timer Block Diagram

24.2.  PCA0 Interrupt Sources
Figure 24.3 shows a diagram of the PCA interrupt tree. There are five independent event flags that can be 
used to generate a PCA0 interrupt. They are as follows: the main PCA counter overflow flag (CF), which is 
set upon a 16-bit overflow of the PCA0 counter, an intermediate overflow flag (COVF), which can be set on 
an overflow from the 8th, 9th, 10th, or 11th bit of the PCA0 counter, and the individual flags for each PCA 
channel (CCF0, CCF1, CCF2, CCF3, CCF4, and CCF5), which are set according to the operation mode of 
that module. These event flags are always set when the trigger condition occurs. Each of these flags can 
be individually selected to generate a PCA0 interrupt, using the corresponding interrupt enable flag (ECF 
for CF, ECOV for COVF, and ECCFn for each CCFn). PCA0 interrupts must be globally enabled before any 
individual interrupt sources are recognized by the processor. PCA0 interrupts are globally enabled by set-
ting the EA bit and the EPCA0 bit to logic 1.
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Figure 24.3. PCA Interrupt Block Diagram
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24.3.1. Edge-triggered Capture Mode

In this mode, a valid transition on the CEXn pin causes the PCA to capture the value of the PCA 
counter/timer and load it into the corresponding module's 16-bit capture/compare register (PCA0CPLn and 
PCA0CPHn). The CAPPn and CAPNn bits in the PCA0CPMn register are used to select the type of transi-
tion that triggers the capture: low-to-high transition (positive edge), high-to-low transition (negative edge), 
or either transition (positive or negative edge). When a capture occurs, the Capture/Compare Flag (CCFn) 
in PCA0CN is set to logic 1. An interrupt request is generated if the CCFn interrupt for that module is 
enabled. The CCFn bit is not automatically cleared by hardware when the CPU vectors to the interrupt ser-
vice routine, and must be cleared by software. If both CAPPn and CAPNn bits are set to logic 1, then the 
state of the Port pin associated with CEXn can be read directly to determine whether a rising-edge or fall-
ing-edge caused the capture.

Table 24.2. PCA0CPM and PCA0PWM Bit Settings for 
PCA Capture/Compare Modules

Operational Mode PCA0CPMn PCA0PWM

Bit Number 7 6 5 4 3 2 1 0 7 6 5 4–2 1–0

Capture triggered by positive edge on CEXn X X 1 0 0 0 0 A 0 X B XXX XX

Capture triggered by negative edge on CEXn X X 0 1 0 0 0 A 0 X B XXX XX

Capture triggered by any transition on CEXn X X 1 1 0 0 0 A 0 X B XXX XX

Software Timer X C 0 0 1 0 0 A 0 X B XXX XX

High Speed Output X C 0 0 1 1 0 A 0 X B XXX XX

Frequency Output X C 0 0 0 1 1 A 0 X B XXX XX

8-Bit Pulse Width Modulator (Note 7) 0 C 0 0 E 0 1 A 0 X B XXX 00

9-Bit Pulse Width Modulator (Note 7) 0 C 0 0 E 0 1 A D X B XXX 01

10-Bit Pulse Width Modulator (Note 7) 0 C 0 0 E 0 1 A D X B XXX 10

11-Bit Pulse Width Modulator (Note 7) 0 C 0 0 E 0 1 A D X B XXX 11

16-Bit Pulse Width Modulator 1 C 0 0 E 0 1 A 0 X B XXX XX

Notes:
1. X = Don’t Care (no functional difference for individual module if 1 or 0).
2. A = 1 to enable interrupts for this module (PCA interrupt triggered on CCFn set to 1).
3. B = 1 to enable 8th, 9th, 10th or 11th bit overflow interrupt (Depends on setting of CLSEL[1:0]).
4. C = When set to 0, the digital comparator is off. For high speed and frequency output modes, the 

associated pin will not toggle. In any of the PWM modes, this generates a 0% duty cycle (output = 0).
5. D = Selects whether the Capture/Compare register (0) or the Auto-Reload register (1) for the associated 

channel is accessed via addresses PCA0CPHn and PCA0CPLn.
6. E = When set to 1, a match event will cause the CCFn flag for the associated channel to be set.
7. All modules set to 8, 9, 10 or 11-bit PWM mode use the same cycle length setting. 
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Figure 24.4. PCA Capture Mode Diagram

Note: The CEXn input signal must remain high or low for at least 2 system clock cycles to be recognized by the 
hardware.

24.3.2. Software Timer (Compare) Mode

In Software Timer mode, the PCA counter/timer value is compared to the module's 16-bit capture/compare 
register (PCA0CPHn and PCA0CPLn). When a match occurs, the Capture/Compare Flag (CCFn) in 
PCA0CN is set to logic 1. An interrupt request is generated if the CCFn interrupt for that module is 
enabled. The CCFn bit is not automatically cleared by hardware when the CPU vectors to the interrupt ser-
vice routine, and must be cleared by software. Setting the ECOMn and MATn bits in the PCA0CPMn regis-
ter enables Software Timer mode.

Important Note About Capture/Compare Registers: When writing a 16-bit value to the PCA0 Cap-
ture/Compare registers, the low byte should always be written first. Writing to PCA0CPLn clears the 
ECOMn bit to 0; writing to PCA0CPHn sets ECOMn to 1.
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Figure 24.5. PCA Software Timer Mode Diagram

24.3.3. High-Speed Output Mode

In High-Speed Output mode, a module’s associated CEXn pin is toggled each time a match occurs 
between the PCA Counter and the module's 16-bit capture/compare register (PCA0CPHn and 
PCA0CPLn). When a match occurs, the Capture/Compare Flag (CCFn) in PCA0CN is set to logic 1. An 
interrupt request is generated if the CCFn interrupt for that module is enabled. The CCFn bit is not auto-
matically cleared by hardware when the CPU vectors to the interrupt service routine, and must be cleared 
by software. Setting the TOGn, MATn, and ECOMn bits in the PCA0CPMn register enables the High-
Speed Output mode. If ECOMn is cleared, the associated pin will retain its state, and not toggle on the next 
match event.

Important Note About Capture/Compare Registers: When writing a 16-bit value to the PCA0 Cap-
ture/Compare registers, the low byte should always be written first. Writing to PCA0CPLn clears the 
ECOMn bit to 0; writing to PCA0CPHn sets ECOMn to 1.

Match16-bit Comparator

PCA0H

PCA0CPHn

Enable

PCA0LPCA 
Timebase

PCA0CPLn

0 0 0 0

0

1

x

ENB

ENB

0

1

Write to 
PCA0CPLn

Write to 
PCA0CPHn

Reset

PCA0CPMn
P
W
M
1
6
n

E
C
O
M
n

E
C
C
F
n

T
O
G
n

P
W
M
n

C
A
P
P
n

C
A
P
N
n

M
A
T
n

x

PCA0CN
C
F

C
R

C
C
F
0

C
C
F
2

C
C
F
1

PCA Interrupt

C
C
F
0

C
C
F
2

C
C
F
1



C8051F54x

256 Rev. 1.1

Figure 24.6. PCA High-Speed Output Mode Diagram

24.3.4. Frequency Output Mode

Frequency Output Mode produces a programmable-frequency square wave on the module’s associated 
CEXn pin. The capture/compare module high byte holds the number of PCA clocks to count before the out-
put is toggled. The frequency of the square wave is then defined by Equation 24.1.

Equation 24.1. Square Wave Frequency Output

Where FPCA is the frequency of the clock selected by the CPS[2:0] bits in the PCA mode register, 
PCA0MD. The lower byte of the capture/compare module is compared to the PCA counter low byte; on a 
match, CEXn is toggled and the offset held in the high byte is added to the matched value in PCA0CPLn. 
Frequency Output Mode is enabled by setting the ECOMn, TOGn, and PWMn bits in the PCA0CPMn reg-
ister. Note that the MATn bit should normally be set to 0 in this mode. If the MATn bit is set to 1, the CCFn 
flag for the channel will be set when the 16-bit PCA0 counter and the 16-bit capture/compare register for 
the channel are equal.
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Figure 24.7. PCA Frequency Output Mode

24.3.5. 8-bit, 9-bit, 10-bit and 11-bit Pulse Width Modulator Modes

Each module can be used independently to generate a pulse width modulated (PWM) output on its associ-
ated CEXn pin. The frequency of the output is dependent on the timebase for the PCA counter/timer, and 
the setting of the PWM cycle length (8, 9, 10 or 11-bits). For backwards-compatibility with the 8-bit PWM 
mode available on other devices, the 8-bit PWM mode operates slightly different than 9, 10 and 11-bit 
PWM modes. It is important to note that all channels configured for 8/9/10/11-bit PWM mode will use 
the same cycle length. It is not possible to configure one channel for 8-bit PWM mode and another for 11-
bit mode (for example). However, other PCA channels can be configured to Pin Capture, High-Speed Out-
put, Software Timer, Frequency Output, or 16-bit PWM mode independently.

24.3.5.1.  8-bit Pulse Width Modulator Mode

The duty cycle of the PWM output signal in 8-bit PWM mode is varied using the module's PCA0CPLn cap-
ture/compare register. When the value in the low byte of the PCA counter/timer (PCA0L) is equal to the 
value in PCA0CPLn, the output on the CEXn pin will be set. When the count value in PCA0L overflows, the 
CEXn output will be reset (see Figure 24.8). Also, when the counter/timer low byte (PCA0L) overflows from 
0xFF to 0x00, PCA0CPLn is reloaded automatically with the value stored in the module’s capture/compare 
high byte (PCA0CPHn) without software intervention. Setting the ECOMn and PWMn bits in the 
PCA0CPMn register, and setting the CLSEL bits in register PCA0PWM to 00b enables 8-Bit Pulse Width 
Modulator mode. If the MATn bit is set to 1, the CCFn flag for the module will be set each time an 8-bit 
comparator match (rising edge) occurs. The COVF flag in PCA0PWM can be used to detect the overflow 
(falling edge), which will occur every 256 PCA clock cycles. The duty cycle for 8-Bit PWM Mode is given in 
Equation 24.2.

Important Note About Capture/Compare Registers: When writing a 16-bit value to the PCA0 Cap-
ture/Compare registers, the low byte should always be written first. Writing to PCA0CPLn clears the 
ECOMn bit to 0; writing to PCA0CPHn sets ECOMn to 1.

Equation 24.2. 8-Bit PWM Duty Cycle

Using Equation 24.2, the largest duty cycle is 100% (PCA0CPHn = 0), and the smallest duty cycle is 
0.39% (PCA0CPHn = 0xFF). A 0% duty cycle may be generated by clearing the ECOMn bit to 0.
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Figure 24.8. PCA 8-Bit PWM Mode Diagram

24.3.5.2.  9/10/11-bit Pulse Width Modulator Mode

The duty cycle of the PWM output signal in 9/10/11-bit PWM mode should be varied by writing to an “Auto-
Reload” Register, which is dual-mapped into the PCA0CPHn and PCA0CPLn register locations. The data 
written to define the duty cycle should be right-justified in the registers. The auto-reload registers are 
accessed (read or written) when the bit ARSEL in PCA0PWM is set to 1. The capture/compare registers 
are accessed when ARSEL is set to 0.

When the least-significant N bits of the PCA0 counter match the value in the associated module’s cap-
ture/compare register (PCA0CPn), the output on CEXn is asserted high. When the counter overflows from 
the Nth bit, CEXn is asserted low (see Figure 24.9). Upon an overflow from the Nth bit, the COVF flag is 
set, and the value stored in the module’s auto-reload register is loaded into the capture/compare register. 
The value of N is determined by the CLSEL bits in register PCA0PWM.

The 9, 10 or 11-bit PWM mode is selected by setting the ECOMn and PWMn bits in the PCA0CPMn regis-
ter, and setting the CLSEL bits in register PCA0PWM to the desired cycle length (other than 8-bits). If the 
MATn bit is set to 1, the CCFn flag for the module will be set each time a comparator match (rising edge) 
occurs. The COVF flag in PCA0PWM can be used to detect the overflow (falling edge), which will occur 
every 512 (9-bit), 1024 (10-bit) or 2048 (11-bit) PCA clock cycles. The duty cycle for 9/10/11-Bit PWM 
Mode is given in Equation 24.2, where N is the number of bits in the PWM cycle.

Important Note About PCA0CPHn and PCA0CPLn Registers: When writing a 16-bit value to the 
PCA0CPn registers, the low byte should always be written first. Writing to PCA0CPLn clears the ECOMn 
bit to 0; writing to PCA0CPHn sets ECOMn to 1.

Equation 24.3. 9, 10, and 11-Bit PWM Duty Cycle

A 0% duty cycle may be generated by clearing the ECOMn bit to 0.
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Figure 24.9. PCA 9, 10 and 11-Bit PWM Mode Diagram

24.3.6. 16-Bit Pulse Width Modulator Mode

A PCA module may also be operated in 16-Bit PWM mode. 16-bit PWM mode is independent of the other 
(8/9/10/11-bit) PWM modes. In this mode, the 16-bit capture/compare module defines the number of PCA 
clocks for the low time of the PWM signal. When the PCA counter matches the module contents, the out-
put on CEXn is asserted high; when the 16-bit counter overflows, CEXn is asserted low. To output a vary-
ing duty cycle, new value writes should be synchronized with PCA CCFn match interrupts. 16-Bit PWM 
Mode is enabled by setting the ECOMn, PWMn, and PWM16n bits in the PCA0CPMn register. For a vary-
ing duty cycle, match interrupts should be enabled (ECCFn = 1 AND MATn = 1) to help synchronize the 
capture/compare register writes. If the MATn bit is set to 1, the CCFn flag for the module will be set each 
time a 16-bit comparator match (rising edge) occurs. The CF flag in PCA0CN can be used to detect the 
overflow (falling edge). The duty cycle for 16-Bit PWM Mode is given by Equation 24.4. 

Important Note About Capture/Compare Registers: When writing a 16-bit value to the PCA0 Cap-
ture/Compare registers, the low byte should always be written first. Writing to PCA0CPLn clears the 
ECOMn bit to 0; writing to PCA0CPHn sets ECOMn to 1.

Equation 24.4. 16-Bit PWM Duty Cycle

Using Equation 24.4, the largest duty cycle is 100% (PCA0CPn = 0), and the smallest duty cycle is 
0.0015% (PCA0CPn = 0xFFFF). A 0% duty cycle may be generated by clearing the ECOMn bit to 0.

N-bit Comparator

PCA0H:L

(Capture/Compare)

PCA0CPH:Ln
(right-justified)

(Auto-Reload)

PCA0CPH:Ln
(right-justified)

CEXn
Crossbar Port I/OEnable

Overflow of Nth Bit

PCA Timebase

0 0 x 0 x

Q

Q
SET

CLR

S

R

match

PCA0CPMn
P
W
M
1
6
n

E
C
O
M
n

E
C
C
F
n

T
O
G
n

P
W
M
n

C
A
P
P
n

C
A
P
N
n

M
A
T
n

0

PCA0PWM
A
R
S
E
L

C
O
V
F

C
L
S
E
L
0

C
L
S
E
L
1

E
C
O
V

x

ENB

ENB

0

1

Write to 
PCA0CPLn

Write to 
PCA0CPHn

Reset

R/W when 
ARSEL = 1

R/W when 
ARSEL = 0 Set “N” bits:

01 = 9 bits
10 = 10 bits
11 = 11 bits

Duty Cycle 65536 PCA0CPn–( )
65536

---------------------------------------------------------=



C8051F54x

260 Rev. 1.1

Figure 24.10. PCA 16-Bit PWM Mode

24.4.  Watchdog Timer Mode
A programmable watchdog timer (WDT) function is available through the PCA Module 5. The WDT is used 
to generate a reset if the time between writes to the WDT update register (PCA0CPH5) exceed a specified 
limit. The WDT can be configured and enabled/disabled as needed by software.

With the WDTE bit set in the PCA0MD register, Module 5 operates as a watchdog timer (WDT). The Mod-
ule 5 high byte is compared to the PCA counter high byte; the Module 5 low byte holds the offset to be 
used when WDT updates are performed. The Watchdog Timer is enabled on reset. Writes to some 
PCA registers are restricted while the Watchdog Timer is enabled. The WDT will generate a reset 
shortly after code begins execution. To avoid this reset, the WDT should be explicitly disabled (and option-
ally re-configured and re-enabled if it is used in the system).

24.4.1. Watchdog Timer Operation

While the WDT is enabled:

 PCA counter is forced on.

 Writes to PCA0L and PCA0H are not allowed.

 PCA clock source bits (CPS[2:0]) are frozen.

 PCA Idle control bit (CIDL) is frozen.

 Module 5 is forced into software timer mode.

 Writes to the Module 5 mode register (PCA0CPM5) are disabled.

While the WDT is enabled, writes to the CR bit will not change the PCA counter state; the counter will run 
until the WDT is disabled. The PCA counter run control bit (CR) will read zero if the WDT is enabled but 
user software has not enabled the PCA counter. If a match occurs between PCA0CPH5 and PCA0H while 
the WDT is enabled, a reset will be generated. To prevent a WDT reset, the WDT may be updated with a 
write of any value to PCA0CPH5. Upon a PCA0CPH5 write, PCA0H plus the offset held in PCA0CPL5 is 
loaded into PCA0CPH5 (See Figure 24.11).
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Figure 24.11. PCA Module 2 with Watchdog Timer Enabled

Note that the 8-bit offset held in PCA0CPH5 is compared to the upper byte of the 16-bit PCA counter. This 
offset value is the number of PCA0L overflows before a reset. Up to 256 PCA clocks may pass before the 
first PCA0L overflow occurs, depending on the value of the PCA0L when the update is performed. The 
total offset is then given (in PCA clocks) by Equation 24.5, where PCA0L is the value of the PCA0L register 
at the time of the update.

Equation 24.5. Watchdog Timer Offset in PCA Clocks
The WDT reset is generated when PCA0L overflows while there is a match between PCA0CPH5 and 
PCA0H. Software may force a WDT reset by writing a 1 to the CCF5 flag (PCA0CN.5) while the WDT is 
enabled.

24.4.2. Watchdog Timer Usage

To configure the WDT, perform the following tasks:

 Disable the WDT by writing a 0 to the WDTE bit.

 Select the desired PCA clock source (with the CPS[2:0] bits).

 Load PCA0CPL5 with the desired WDT update offset value.

 Configure the PCA Idle mode (set CIDL if the WDT should be suspended while the CPU is in Idle 
mode).

 Enable the WDT by setting the WDTE bit to 1.

 Reset the WDT timer by writing to PCA0CPH5.

The PCA clock source and Idle mode select cannot be changed while the WDT is enabled. The watchdog 
timer is enabled by setting the WDTE or WDLCK bits in the PCA0MD register. When WDLCK is set, the 
WDT cannot be disabled until the next system reset. If WDLCK is not set, the WDT is disabled by clearing 
the WDTE bit. 

The WDT is enabled following any reset. The PCA0 counter clock defaults to the system clock divided by 
12, PCA0L defaults to 0x00, and PCA0CPL5 defaults to 0x00. Using Equation 24.5, this results in a WDT 
timeout interval of 256 PCA clock cycles, or 3072 system clock cycles. Table 24.3 lists some example tim-
eout intervals for typical system clocks.
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Table 24.3. Watchdog Timer Timeout Intervals1

System Clock (Hz) PCA0CPL5 Timeout Interval (ms)

24,000,000 255 32.8

24,000,000 128 16.5

24,000,000 32 4.2

3,000,000 255 262.1

3,000,000 128 132.1

3,000,000 32 33.8

187,5002 255 4194

187,5002 128 2114

187,5002 32 541

Notes:
1. Assumes SYSCLK/12 as the PCA clock source, and a PCA0L value 

of 0x00 at the update time.
2. Internal SYSCLK reset frequency = Internal Oscillator divided by 

128.
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24.5.  Register Descriptions for PCA0
Following are detailed descriptions of the special function registers related to the operation of the PCA.

SFR Address = 0xD8; Bit-Addressable; SFR Page = 0x00

SFR Definition 24.1. PCA0CN: PCA Control

Bit 7 6 5 4 3 2 1 0

Name CF CR CCF5 CCF4 CCF3 CCF2 CCF1 CCF0

Type R/W R/W R/W R/W R/W R/W R/W R/W

Reset 0 0 0 0 0 0 0 0

Bit Name Function

7 CF PCA Counter/Timer Overflow Flag.

Set by hardware when the PCA Counter/Timer overflows from 0xFFFF to 0x0000. 
When the Counter/Timer Overflow (CF) interrupt is enabled, setting this bit causes the 
CPU to vector to the PCA interrupt service routine. This bit is not automatically cleared 
by hardware and must be cleared by software.

6 CR PCA Counter/Timer Run Control. 

This bit enables/disables the PCA Counter/Timer. 
0: PCA Counter/Timer disabled.
1: PCA Counter/Timer enabled.

5 CCF5 PCA Module 5 Capture/Compare Flag. 

This bit is set by hardware when a match or capture occurs. When the CCF5 interrupt 
is enabled, setting this bit causes the CPU to vector to the PCA interrupt service rou-
tine. This bit is not automatically cleared by hardware and must be cleared by software.

4 CCF4 PCA Module 4 Capture/Compare Flag. 

This bit is set by hardware when a match or capture occurs. When the CCF4 interrupt 
is enabled, setting this bit causes the CPU to vector to the PCA interrupt service rou-
tine. This bit is not automatically cleared by hardware and must be cleared by software.

3 CCF3 PCA Module 3 Capture/Compare Flag. 

This bit is set by hardware when a match or capture occurs. When the CCF3 interrupt 
is enabled, setting this bit causes the CPU to vector to the PCA interrupt service rou-
tine. This bit is not automatically cleared by hardware and must be cleared by software.

2 CCF2 PCA Module 2 Capture/Compare Flag. 

This bit is set by hardware when a match or capture occurs. When the CCF2 interrupt 
is enabled, setting this bit causes the CPU to vector to the PCA interrupt service rou-
tine. This bit is not automatically cleared by hardware and must be cleared by software.

1 CCF1 PCA Module 1 Capture/Compare Flag. 

This bit is set by hardware when a match or capture occurs. When the CCF1 interrupt 
is enabled, setting this bit causes the CPU to vector to the PCA interrupt service rou-
tine. This bit is not automatically cleared by hardware and must be cleared by software.

0 CCF0 PCA Module 0 Capture/Compare Flag. 

This bit is set by hardware when a match or capture occurs. When the CCF0 interrupt 
is enabled, setting this bit causes the CPU to vector to the PCA interrupt service rou-
tine. This bit is not automatically cleared by hardware and must be cleared by software.
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SFR Address = 0xD9; SFR Page = 0x00

SFR Definition 24.2. PCA0MD: PCA Mode

Bit 7 6 5 4 3 2 1 0

Name CIDL WDTE WDLCK CPS[2:0] ECF

Type R/W R/W R/W R R/W R/W R/W R/W

Reset 0 1 0 0 0 0 0 0

Bit Name Function

7 CIDL PCA Counter/Timer Idle Control.

Specifies PCA behavior when CPU is in Idle Mode.
0: PCA continues to function normally while the system controller is in Idle Mode.
1: PCA operation is suspended while the system controller is in Idle Mode.

6 WDTE Watchdog Timer Enable

If this bit is set, PCA Module 5 is used as the watchdog timer.
0: Watchdog Timer disabled.
1: PCA Module 5 enabled as Watchdog Timer.

5 WDLCK Watchdog Timer Lock

This bit locks/unlocks the Watchdog Timer Enable. When WDLCK is set, the Watchdog 
Timer may not be disabled until the next system reset.
0: Watchdog Timer Enable unlocked.
1: Watchdog Timer Enable locked.

4 Unused Read = 0b, Write = Don't care.

3:1 CPS[2:0] PCA Counter/Timer Pulse Select. 

These bits select the timebase source for the PCA counter
000: System clock divided by 12
001: System clock divided by 4
010: Timer 0 overflow
011: High-to-low transitions on ECI (max rate = system clock divided by 4)
100: System clock
101: External clock divided by 8 (synchronized with the system clock)
11x: Reserved

0 ECF PCA Counter/Timer Overflow Interrupt Enable. 

This bit sets the masking of the PCA Counter/Timer Overflow (CF) interrupt. 
0: Disable the CF interrupt.
1: Enable a PCA Counter/Timer Overflow interrupt request when CF (PCA0CN.7) is 
set.

Note: When the WDTE bit is set to 1, the other bits in the PCA0MD register cannot be modified. To change the 
contents of the PCA0MD register, the Watchdog Timer must first be disabled.
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SFR Address = 0xD9; SFR Page = 0x0F

SFR Definition 24.3. PCA0PWM: PCA PWM Configuration

Bit 7 6 5 4 3 2 1 0

Name ARSEL ECOV COVF CLSEL[1:0]

Type R/W R/W R/W R R R R/W

Reset 0 0 0 0 0 0 0 0

Bit Name Function

7 ARSEL Auto-Reload Register Select.

This bit selects whether to read and write the normal PCA capture/compare registers 
(PCA0CPn), or the Auto-Reload registers at the same SFR addresses. This function 
is used to define the reload value for 9, 10, and 11-bit PWM modes. In all other 
modes, the Auto-Reload registers have no function.
0: Read/Write Capture/Compare Registers at PCA0CPHn and PCA0CPLn.
1: Read/Write Auto-Reload Registers at PCA0CPHn and PCA0CPLn.

6 ECOV Cycle Overflow Interrupt Enable.

This bit sets the masking of the Cycle Overflow Flag (COVF) interrupt. 
0: COVF will not generate PCA interrupts.
1: A PCA interrupt will be generated when COVF is set.

5 COVF Cycle Overflow Flag.

This bit indicates an overflow of the 8th, 9th, 10th, or 11th bit of the main PCA counter 
(PCA0). The specific bit used for this flag depends on the setting of the Cycle Length 
Select bits. The bit can be set by hardware or software, but must be cleared by soft-
ware.
0: No overflow has occurred since the last time this bit was cleared.
1: An overflow has occurred since the last time this bit was cleared.

4:2 Unused Read = 000b; Write = Don’t care.

1:0 CLSEL[1:0] Cycle Length Select.

When 16-bit PWM mode is not selected, these bits select the length of the PWM 
cycle, between 8, 9, 10, or 11 bits. This affects all channels configured for PWM which 
are not using 16-bit PWM mode. These bits are ignored for individual channels config-
ured to16-bit PWM mode.
00: 8 bits.
01: 9 bits.
10: 10 bits.
11: 11 bits.
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SFR Addresses: PCA0CPM0 = 0xDA, PCA0CPM1 = 0xDB, PCA0CPM2 = 0xDC; PCA0CPM3 = 0xDD, 
PCA0CPM4 = 0xDE, PCA0CPM5 = 0xDF, SFR Page (all registers) = 0x00

SFR Definition 24.4. PCA0CPMn: PCA Capture/Compare Mode

Bit 7 6 5 4 3 2 1 0

Name PWM16n ECOMn CAPPn CAPNn MATn TOGn PWMn ECCFn

Type R/W R/W R/W R/W R/W R/W R/W R/W

Reset 0 0 0 0 0 0 0 0

Bit Name Function

7 PWM16n 16-bit Pulse Width Modulation Enable.

This bit enables 16-bit mode when Pulse Width Modulation mode is enabled.
0: 8 to 11-bit PWM selected.
1: 16-bit PWM selected.

6 ECOMn Comparator Function Enable. 

This bit enables the comparator function for PCA module n when set to 1.

5 CAPPn Capture Positive Function Enable. 

This bit enables the positive edge capture for PCA module n when set to 1. 

4 CAPNn Capture Negative Function Enable. 

This bit enables the negative edge capture for PCA module n when set to 1. 

3 MATn Match Function Enable. 

This bit enables the match function for PCA module n when set to 1. When enabled, 
matches of the PCA counter with a module's capture/compare register cause the CCFn 
bit in PCA0MD register to be set to logic 1. 

2 TOGn Toggle Function Enable. 

This bit enables the toggle function for PCA module n when set to 1. When enabled, 
matches of the PCA counter with a module's capture/compare register cause the logic 
level on the CEXn pin to toggle. If the PWMn bit is also set to logic 1, the module oper-
ates in Frequency Output Mode.

1 PWMn Pulse Width Modulation Mode Enable.

This bit enables the PWM function for PCA module n when set to 1. When enabled, a 
pulse width modulated signal is output on the CEXn pin. 8 to 11-bit PWM is used if 
PWM16n is cleared; 16-bit mode is used if PWM16n is set to logic 1. If the TOGn bit is 
also set, the module operates in Frequency Output Mode.

0 ECCFn Capture/Compare Flag Interrupt Enable. 

This bit sets the masking of the Capture/Compare Flag (CCFn) interrupt. 
0: Disable CCFn interrupts.
1: Enable a Capture/Compare Flag interrupt request when CCFn is set.

Note: When the WDTE bit is set to 1, the PCA0CPM5 register cannot be modified, and module 5 acts as the 
watchdog timer. To change the contents of the PCA0CPM5 register or the function of module 5, the Watchdog 
Timer must be disabled.
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SFR Address = 0xF9; SFR Page = 0x00

SFR Address = 0xFA; SFR Page = 0x00

SFR Definition 24.5. PCA0L: PCA Counter/Timer Low Byte

Bit 7 6 5 4 3 2 1 0

Name PCA0[7:0]

Type R/W R/W R/W R/W R/W R/W R/W R/W

Reset 0 0 0 0 0 0 0 0

Bit Name Function

7:0 PCA0[7:0] PCA Counter/Timer Low Byte. 

The PCA0L register holds the low byte (LSB) of the 16-bit PCA Counter/Timer.

Note: When the WDTE bit is set to 1, the PCA0L register cannot be modified by software. To change the contents of 
the PCA0L register, the Watchdog Timer must first be disabled.

SFR Definition 24.6. PCA0H: PCA Counter/Timer High Byte

Bit 7 6 5 4 3 2 1 0

Name PCA0[15:8]

Type R/W R/W R/W R/W R/W R/W R/W R/W

Reset 0 0 0 0 0 0 0 0

Bit Name Function

7:0 PCA0[15:8] PCA Counter/Timer High Byte. 

The PCA0H register holds the high byte (MSB) of the 16-bit PCA Counter/Timer. 
Reads of this register will read the contents of a “snapshot” register, whose contents 
are updated only when the contents of PCA0L are read (see Section 24.1).

Note: When the WDTE bit is set to 1, the PCA0H register cannot be modified by software. To change the contents of 
the PCA0H register, the Watchdog Timer must first be disabled.
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SFR Addresses: PCA0CPL0 = 0xFB, PCA0CPL1 = 0xE9, PCA0CPL2 = 0xEB, PCA0CPL3 = 0xED, 

PCA0CPL4 = 0xFD, PCA0CPL5 = 0xCE; SFR Page (all registers) = 0x00

SFR Addresses: PCA0CPH0 = 0xFC, PCA0CPH1 = 0xEA, PCA0CPH2 = 0xEC, PCA0CPH3 = 0xEE, 

PCA0CPH4 = 0xFE, PCA0CPH5 = 0xCF; SFR Page (all registers) = 0x00

SFR Definition 24.7. PCA0CPLn: PCA Capture Module Low Byte

Bit 7 6 5 4 3 2 1 0

Name PCA0CPn[7:0]

Type R/W R/W R/W R/W R/W R/W R/W R/W

Reset 0 0 0 0 0 0 0 0

Bit Name Function

7:0 PCA0CPn[7:0] PCA Capture Module Low Byte.

The PCA0CPLn register holds the low byte (LSB) of the 16-bit capture module n.
This register address also allows access to the low byte of the corresponding 
PCA channel’s auto-reload value for 9, 10, or 11-bit PWM mode. The ARSEL bit 
in register PCA0PWM controls which register is accessed.

Note: A write to this register will clear the module’s ECOMn bit to a 0.

SFR Definition 24.8. PCA0CPHn: PCA Capture Module High Byte

Bit 7 6 5 4 3 2 1 0

Name PCA0CPn[15:8]

Type R/W R/W R/W R/W R/W R/W R/W R/W

Reset 0 0 0 0 0 0 0 0

Bit Name Function

7:0 PCA0CPn[15:8] PCA Capture Module High Byte.

The PCA0CPHn register holds the high byte (MSB) of the 16-bit capture module n.
This register address also allows access to the high byte of the corresponding 
PCA channel’s auto-reload value for 9, 10, or 11-bit PWM mode. The ARSEL bit in 
register PCA0PWM controls which register is accessed.

Note: A write to this register will set the module’s ECOMn bit to a 1.
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25.  C2 Interface

C8051F54x devices include an on-chip Silicon Labs 2-Wire (C2) debug interface to allow Flash program-
ming and in-system debugging with the production part installed in the end application. The C2 interface 
uses a clock signal (C2CK) and a bi-directional C2 data signal (C2D) to transfer information between the 
device and a host system. See the C2 Interface Specification for details on the C2 protocol.

25.1.  C2 Interface Registers
The following describes the C2 registers necessary to perform Flash programming through the C2 inter-
face. All C2 registers are accessed through the C2 interface as described in the C2 Interface Specification.

C2 Register Definition 25.1. C2ADD: C2 Address

Bit 7 6 5 4 3 2 1 0

Name C2ADD[7:0]

Type R/W

Reset 0 0 0 0 0 0 0 0

Bit Name Function

7:0 C2ADD[7:0] C2 Address.

The C2ADD register is accessed via the C2 interface to select the target Data register 
for C2 Data Read and Data Write commands.

Address Description

0x00 Selects the Device ID register for Data Read instructions

0x01 Selects the Revision ID register for Data Read instructions

0x02 Selects the C2 Flash Programming Control register for Data 
Read/Write instructions

0xB4 Selects the C2 Flash Programming Data register for Data 
Read/Write instructions
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C2 Address = 0xFD; SFR Address = 0xFD; SFR Page = 0xF

C2 Address = 0xFE; SFR Address = 0xFE; SFR Page = 0xF

C2 Register Definition 25.2. DEVICEID: C2 Device ID

Bit 7 6 5 4 3 2 1 0

Name DEVICEID[7:0]

Type R/W

Reset 0 0 0 1 0 1 0 0

Bit Name Function

7:0 DEVICEID[7:0] Device ID.

This read-only register returns the 8-bit device ID: 0x22 (C8051F54x).

C2 Register Definition 25.3. REVID: C2 Revision ID

Bit 7 6 5 4 3 2 1 0

Name REVID[7:0]

Type R/W

Reset Varies Varies Varies Varies Varies Varies Varies Varies

Bit Name Function

7:0 REVID[7:0] Revision ID.

This read-only register returns the 8-bit revision ID. For example: 0x00 = Revision A.
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C2 Address: 0x02

C2 Address: 0xB4

C2 Register Definition 25.4. FPCTL: C2 Flash Programming Control

Bit 7 6 5 4 3 2 1 0

Name FPCTL[7:0]

Type R/W

Reset 0 0 0 0 0 0 0 0

Bit Name Function

7:0 FPCTL[7:0] Flash Programming Control Register.

This register is used to enable Flash programming via the C2 interface. To enable C2 
Flash programming, the following codes must be written in order: 0x02, 0x01. Note 
that once C2 Flash programming is enabled, a system reset must be issued to 
resume normal operation.

C2 Register Definition 25.5. FPDAT: C2 Flash Programming Data

Bit 7 6 5 4 3 2 1 0

Name FPDAT[7:0]

Type R/W

Reset 0 0 0 0 0 0 0 0

Bit Name Function

7:0 FPDAT[7:0] C2 Flash Programming Data Register.

This register is used to pass Flash commands, addresses, and data during C2 Flash 
accesses. Valid commands are listed below.

Code Command

0x06 Flash Block Read

0x07 Flash Block Write

0x08 Flash Page Erase

0x03 Device Erase
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25.2.  C2 Pin Sharing
The C2 protocol allows the C2 pins to be shared with user functions so that in-system debugging and 
Flash programming may be performed. This is possible because C2 communication is typically performed 
when the device is in the halt state, where all on-chip peripherals and user software are stalled. In this 
halted state, the C2 interface can safely ‘borrow’ the C2CK (RST) and C2D pins. In most applications, 
external resistors are required to isolate C2 interface traffic from the user application. A typical isolation 
configuration is shown in Figure 25.1.

Figure 25.1. Typical C2 Pin Sharing

The configuration in Figure 25.1 assumes the following:

1. The user input (b) cannot change state while the target device is halted.

2. The RST pin on the target device is used as an input only. 

Additional resistors may be necessary depending on the specific application.

C2D

C2CKRST  (a)

Input (b)

Output (c)

C2 Interface Master

C8051Fxxx
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DOCUMENT CHANGE LIST

Revision 0.1 to Revision 1.0
 Updated “2. Ordering Information” to include -A (Automotive) devices and automotive qualification 

information.

 Updated Figure 4.6.

 Updated supply current related specifications throughout “6. Electrical Characteristics” .

 Updated SFR Definition 7.1 (REF0CN) to change VREF high setting to 2.20 V from 2.25 V.

 Updated Figure 8.1 to indicate that Comparators are powered from VIO and not VDDA.

 Updated the Gain Table in “5.3.1. Calculating the Gain Value” to fix the ADC0GNH Value in the last row.

 Updated Table 10.1 with correct timing for all branch instructions, MOVC, and CPL A.

 Updated Table 14.1 to indicate behavior when performing a Flash operation in reserved space.

 Updated “14.1. Programming the Flash Memory” to clarify behavior of 8-bit MOVX instructions and 
when writing/erasing Flash.

 Updated SFR Definition 14.3 (FLSCL) to include FLEWT bit definition. This bit must be set before 
writing or erasing Flash. Also updated Table 6.5 to reflect new Flash Write and Erase timing.

 Updated “16.7. Flash Error Reset” with an additional cause of a Flash Error reset.

 Updated “18.1.3. Interfacing Port I/O in a Multi-Voltage System” to remove note regarding interfacing to 
voltages above VIO. 

 Updated “20. SMBus” to remove all hardware ACK features, including SMB0ADM and SMB0ADR 
SFRs.

 Updated SFR Definition 21.1(SCON0) to correct SFR Page to 0x00 from All Pages.

 Updated CP Register Definition 24.2 with proper Device ID.
Note: All items from the C8051F54x Errata dated November 5th, 2009 are incorporated into this data sheet.

Revision 1.0 to Revision 1.1
 Updated “1. System Overview” with a voltage range specification for the internal oscillator.

 Updated Figure 5.4, “12-Bit ADC Burst Mode Example With Repeat Count Set to 4,” on page 33 with 
new timing diagram when using CNVSTR pin.

 Updated Table 6.6, “Internal High-Frequency Oscillator Electrical Characteristics,” on page 53 with new 
conditions for the internal oscillator accuracy. The internal oscillator accuracy is dependent on the 
operating voltage range.

 Updated “6. Electrical Characteristics” to remove the internal oscillator curve across temperature 
diagram.

 Updated SFR Definition 7.1 (REF0CN) with oscillator suspend requirement for ZTCEN.

 Fixed incorrect cross references in “8. Comparators” .

 Updated SFR Definition 9.1 (REG0CN) with a new definition for Bit 6. The bit 6 reset value is 1b and 
must be written to 1b.

 Updated Figure 11.2, “Flash Program Memory Map,” on page 86 with correct address for start of lock 
byte page from 0x3900 to 0x3A00.

 Updated “15.3. Suspend Mode” with note regarding ZTCEN.

 Added Port 2 Event and Port 3 Event to wake-up sources in “17.2.1. Internal Oscillator Suspend Mode” 

 Updated “19. Local Interconnect Network (LIN)” with a voltage range specification for the internal 
oscillator.

 Updated LIN Register Definitions for LIN0MUL and LIN0DIV to correct the reset value.

 Updated C2 Register Definitions 25.2 and 25.3 with correct C2 and SFR addresses.
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