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RBL Connector I Range Overview

RBL Connector

9IP 67
Unmated or Mated

Range Overview

 Accessories

See page 20-6         
    Waterproof Cap     
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RBL Connector I Specification

Specification

【Note】Design and specification are subject to change without notice.

I d en tif icatio n s C Size (Middle Size: 13/16"-28 UNS) / D-Size (Large Size:1"-28UNS)

Descr ip tio n
Receptacle
Overmolded with Cable
Field Installable

C ur r en t Ratin g / Data 5A, 10A, 20A

M ater ial Contacts: Copper Alloy, Tin Plated & Gold Plated (Selective)
Connector Body (Housing) : m-PPE,540Z,Black

W ater p r o o f Ratin g IP67

Temp er atur e Ran ge
Receptacle: -40°C ~ +105°C
Overmolded with Cable: -20°C~80°C
Field Installable: -40°C~ +105°C

C o n tact Res is tan ce ≤10mΩ

In sulatio n  Res is tan ce ≥100MΩ at DC500V

Dur ab ility 250 cycles

Br eakd o wn  Vo ltage ≥  AC1000V / 1 minute

M o r e to  kn o w
Salt Spray Corrosion Test: 48H
Standard Cable Length: 01~99M



Ordering Information
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RBL Connector I Ordering Information
9IP 67

Unmated or Mated

> For Field
Installable
(L)  Straight

( ■ ) : Wire Length
(10) 10CM
(30) 30CM

( ■ ) : Cable Length
From 1M to 99M
EX. (01) = 1M

( □ ) : Cable Type
(A) UL2464 Cable

More information
> For Receptacle with Wirehamess
( □ )+( ■ ) : Wire Type + Wire Length
EX. (A10) = UL1015 Wire + 10 CM

( □ ) : Wire Type
(A) UL1015 Wire

Contact Gender
(M) Male 
(F) Female 

Assemble Style
> For Receptacle
(C)  Crimp Type

> For Overmolded with Cable
(M)  Overmolder with cable
> For Field Installable
(C)  Field Installable(Crimp Type)

Mating Style
(R)  Snap-in with Latch

Backshell
> For Receptacle
(C)  Circular
(S)  Square Flange

Number of Contacts
02、03、04······
EX. (04) = 4 Contacts

> For Receptacle
(R) Rear Fastened

Connector (Housing) Gender
(M) Male (F) Female

Waterproof Rating
(7) IP 67

> For Overmolded with Cable
( □ )+( ■ ) : Cable Type + Cable
Length

> For Overmolded with Cable
(L) Straight
(R) Right Angle

Specification / Current Rating 
>Middle size:13/16"-28 UNS
(CD)  5A
(CB) 10A

>>Large Size:1"-20UNS
(DD)  5A
(DC) 20A

> For Ovremolded with Cable
(A) With Strain Relief

Connector Body (Style)
> For Field installable
(B) Without Strain Relief

1 2 3 4 5 6 7 8 9 10

(B) UL1430 Wire



Physical Dimension
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        Receptacle | Overmolded with Calbe | Field Installable
RBL Connector I Physical Dimension

【Note】Design and specification are subject to change without notice.

Receptacle
Panel Cut-Out

A Backshell: Circular

B Backshell: Square Flange

Connector Dimension

A Backshell: Circular

Type L W OD 

Size Current Rating
(Code)

A  - 

B 22.3

A  - 

B 22.3

A  - 

B 26.0

A  - 

B 26.0

5A(DD)

20A(DC)

Middle Size

Large Size

19.4 20.8

23.6 25.6

Female

5A(CD)

10A(CB)

AMP
Dimension

A B OD L(cm) Panel 
Thickness Max

Size Current Rating
(Code)
5A(CD)
10A(CB)
5A(DD)
20A(DC)

28.4

Female

10.3Large Size

Middle Size 29.5 11.0 29.5 10 / 30 5.0

36.0 10 / 30 5.0

AMP
Dimension
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RBL Connector I Physical Dimension

9        IP 67 
Unmated or Mated

Receptacle | Overmolded with Calbe | Field Installable

Physical Dimension
Receptacle
Connector Dimension

With Strain Relief / Straight

B Backshell: Square Flange

Overmolded with Cable

A B C L(cm) Panel 
Thickness Max

Size Current Rating
(Code)
5A(CD)
10A(CB)
5A(DD)
20A(DC)

28.4

Female

10.3Large Size

Middle Size 29.5 11.0 30.0 10 / 30 _

36.0 10 / 30 _

AMP
Dimension

Size Current Rating
(Code)

Female (A) Male (B) Female (A) Male (B)

5A(CD)

10A(CB)

5A(DD)

20A(DC)
90.0 (Ref.) 97.0 (Ref.) 32.5 34.3

L W

79.4 (Ref.) 86.3 (Ref.) 27.3 28.8Middle Size

Large Size

AMP
Dimension


