+.003
2.032_ 502

0.100 [2.5mm]
G_) -

Recommended Mounting Holes

UNLESS OTHERWISE SPECIFIED A
ABSOLUTE MAXIMUM RATINGS (Ta=25C) ‘ | BIVAR

REVERSE CURRENT 100uA
OPERATING TEMPERATURE RANGE —-25°C — 85°C
STORAGE TEMPERATURE -30°C — 100°C

LEAD SOLDERING TEMPERATURE(1/16" FROM BODY) 260° C FOR 5 SECONDS




REV. DESCRIPTION DATE APPROVED

SEE SHEET#1.
Chip Absolute Max. Ratings Hectro-Optical .
Data @ 5V Viewing
LED Part No. Lens \Vii Angle
Peak Wave Appearance - Iv 20 %
Material Length Emitted Color AN Pd If |Peak V) (mcd)| (Deg)
Ap(nm) (nm) [ (MW) [ (mA) [If(mA)[ TYP [ MAX| TYP
3GD5V-F GaP/GaP 568 GREEN DIFFUSED 30 80 8 12 - 5.0 30.0 45
3YD5V-F GaAsP/GaP 585 YELLOW DIFFUSED 35 80 8 12 - 5.0 20.0 45
3AD5V-F GaAsP/GaP 610 AMBER DIFFUSED 17 80 8 12 - 5.0 30.0 45
3HD5V-F GaAsP/GaP 640 HE RED DIFFUSED 40 80 8 12 - 5.0 30.0 45
3RD5V-F GaAsP/GaAs 700 RED DIFFUSED 100 80 8 12 - 5.0 6.0 45

STANDARD TOLERANCE ®
(UNLESS OTHERWISE SPECIFIED ) BIVAR
£10% ALL VALUES ANGULAR
0 o 4 THOMAS, IRVINE, CA. 92618
TEL: (949) 951-8808  FAX: (949) 951-3974
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0.250 [6.4mm]—]

TYP.

"0.500 [12.7mm]

REV.

DESCRIPTION

DATE APPROVED

SEE SHEET #1

TYP.

CARBOARD REEL

l—0.709 [18.0mm]

(.020" THICK)
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STANDARD PACKAGING TRAY

NOTE:

4. TAPE AND REEL PACKAGING COMPLY TO EIA-468-C

l MASKING
/ | /.
/ —=—| [~—0.100 [2.5mm] ’ _F
@.158 [@4.0mm] TYP. LONG LEAD
TYP. 0.500 [12.7mm]— |=— ANODE
TYP. TYP.

DIRECTION OF FEED ——==—

14" X 2" REEL

TAPE & REEL
1,000 pcs / reel

1. STANDARD PART NUMBERS ARE PACKAGED IN LOOSE PIECES USING PACKAGING TRAYS
2. ADD "T" SUFFIX TO PART NUMBER FOR TAPE AND REEL PACKAGING OPTION (1,000 PCS/REEL)
3. ADD "A" SUFFIX TO PART NUMBER FOR AMMO PACK OPTION (2,000 PCS/BOX)

TAPE

:
|

0.058 [1.5mm]—] L
M

AX.

%13.5 [345mm] REF.
2.5 [63.5mm] REF.

AMMO PACK
2,000 pcs / box

16.5 [420mm] REF.

DECIMALS
X +.1
XX £.02
XXX £.010

STANDARD TOLERANCE
(UNLESS OTHERWISE SPECIFIED )

BIVAR
ANGULAR
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