Panasonic

Chip Inductors

Chip Inductors

Series: Chlp

Tyee: RF, RE,ND,
NC, NA,FC,
FA, FB, SA,
PE, PC,PA,
EA

Japan
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RF LIE ND [ LA FB
(Size 1005) (Size 1608) (Size 2012) (Size 2520) (Size 3225) (Size 4532)

Non winding (RF, [_]JE) and wire wound type chip inductors for automatic mounting and high-density mounting

Industrial Property: Patents 6 (incl. pending)

m Features
e High Q
e Good for mounting

e Wide allowable range (1.0 nH to 1000 pH)

m Recommended Applications

e CTV, VTR, HIC, HDD, FDD, Cordless telephones, Portable telephones

Pagers, Video cameras

m Explanation of Part Numbers
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Product Code Type Inductance Tolerance Packaging Option
2N2— 2.2nH D +0.3 nH
2ON> 22 nH N I F Tape & Reel
R22—0.22 uH -
2R2— 2.2 pH K | +10 %
220 22pH [LM_| #20 %
221— 220 yH
1021000 pH
F E D C A B
Styles 1005 1608 2012 2520 3225 4532
Types (0402) (0603) (0805) (1008) (1210) (1812)
Non Magnetic Core RF RE ND NC NA -
Regular - - - FC FA FB
Shield - - - - SA -
High Power - PE - PC PA -
Low DC resistance - - - - EA -

Size unit: mm

Design, Specifications are subject to change without notice. Ask factory for technical specifications before purchase and/or use.
‘Whenever a doubt about safety arises from this product, please inform us immediately for technical consultation without fail.
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B Inductance, Size Guide

Type NAME L VALUE Features
H
0.001 0.01 0.1 1.0 10 100 1(50())
1005 (0402) | | 1 | 3 3 3 3
D J | | | |
RF | | | |
1.0 nH 6.8 nH 100 nH
1608 (0603 | ‘ ‘ | | 1 1
° 10nH 3.9nH | 1920 nH | | Tolerance Low inductance,
o] i | | | | tight tolerance
S 5012 (0805 : | 3 | D:+0.3nH Stable L value
g (0805) | K J. K | uie 5% mental condion.
- ND | ‘ ) o Suitable for high
< ‘ 10nH 33nH | 1000 nH ! K:+ 10% frequency cirouits
S | | | | |
‘ 1 1 1 | M:+ 20 %
2520 (1008) : K J K 3 3 ; ‘
NC | — | | | |
! 10nH 33nH 820 nH ! ! !
29 | | ‘ | | | |
3225 (1210) | ‘ M K J ; ; ‘
NA ! ! ! 1 ‘
| | 0.047puH 022pH 1.0 uH 8.2 pH 3 |
2520 (1008) : : : | ‘ :
‘ ‘ ! K, M J, K !
FC | | | ‘ |
! ! 0.22pH 1.0 uH ! 100 pH !
3225 (1210) ! ! ! K M K !
5 FA ! ! ! ! . .
3 ! ! 0.22uH 1.0 uH ! 220 uH ! Suna.b\e.for various
2 ! ! ! ! ! ! ! applications
3225 (1210) : : : } ‘ ‘ :
SA | | | ! K |
Mag. shield ! ! ! ! 107H 270 H !
4532 (1812) ] ] ] } } JK
FB | | | | | ;
: : : 3 3 100pH 1000 pH
1608 (0603) | . f § § f §
PE | ‘ 1 i | |
m 2.2nH 122 nH ! ! ! i !
; 1 1 1 1 1 1 1
= | | ! I ! |
| ase0 ooy | vk || e
= PC : 3 : ‘ - : 3 line as choke coil
T ‘ ; ‘ 1.0pH  68pH 33pH ;
3225 (1210) 1 } 1 M K }
PA ; i ; 1.0 pH 10 pH i 330 pH i
o3 | | | | |
% é 3225 (1 21 O) : 3 : M K 3 Low DC resistance
5% EA LOE | | | | 10pH  10H | 330WH |

Size unit : mm

Design, Specifications are subject to change without notice. Ask factory for technical specifications before purchase and/or use.
‘Whenever a doubt about safety arises from this product, please inform us immediately for technical consultation without fail.



