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CAPACITORS TD

FG22 Type

B SHAPE & DIMENSIONS

7.5max. 4.5max.
%
©
£
n
@
o
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+
o
~
L | Dimensions in mm
00.57888
5.0+1.0

A Please be sure to request delivery specifications that provide further details on the features and specifications of the products for proper and safe use.
Please note that the contents may change without any prior notice due to reasons such as upgrading.
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CAPACITORS TD

FG22 Type

BMELECTRICAL CHARACTERISTICS

[JCHARACTERISTICS SPECIFICATION TABLE
CLASS 1 (TEMPERATURE COMPENSATION)

Iﬁ:_gi::::’;gcs Capacitance Tolerance Egze(dv\)loltage Part No.*

COoG 150nF +5% 50 FG22C0G1H154JINTO[ J**
CoG 220nF +5% 50 FG22C0G1H224JNTO[ ]
COoG 100nF 5% 100 FG22C0G2A104JNTO[ ]
CoG 68nF +5% 250 FG22C0G2E683JRTO[ ]
COoG 100nF 5% 250 FG22C0G2E104JRTOL |
CoG 47nF +5% 450 FG22C0G2W473JNTO[ ]
CoG 68nF 5% 450 FG22C0G2W683JNTO[ |
CoG 47nF +5% 630 FG22C0G2J473JNTO[ ]

* The part numbers are TDK’s standard specification products.
= The " [] " of the Part Number contains the packaging symbol, 0 (Bulk packaging) or 6 (Taping packaging).

CLASS 2 (TEMPERATURE STABLE)
Temperature

Rated voltage

characteristics Capacitance Tolerance Edc (V) Part No.*

X5R 47uF +20% 10 FG22X5R1A476MNTO[ J**
X5R 33uF +20% 16 FG22X5R1C336MNTOL ]
X7R 33uF +20% 16 FG22X7R1C336MRTO[ |
X7R 10uF +10% 25 FG22X7R1E106KNTO[ ]
X7R 15uF +20% 25 FG22X7R1E156MRTO[ ]
X7R 22uF +20% 25 FG22X7R1E226MRTO[ |
X7R 2.2uF +10% 50 FG22X7R1H225KNTO[]
X7R 3.3uF £10% 50 FG22X7R1H335KNTO[_]
X7R 6.8uF +10% 50 FG22X7R1H685KRTOL]
X7R 1.5uF +10% 100 FG22X7R2A155KNTO[]
X7R 2.2uF +10% 100 FG22X7R2A225KNTOL]
X7R 330nF +10% 250 FG22X7R2E334KNTO[]
X7R 470nF +10% 250 FG22X7R2E474KNTOL[]
X7R 100nF +10% 630 FG22X7R2J104KNTO[]
X7T 680nF +10% 250 FG22X7T2E684KNTOL]
X7T 1uF +10% 250 FG22X7T2E105KNTO[]

* The part numbers are TDK’s standard specification products.
“ The " [] " of the Part Number contains the packaging symbol, 0 (Bulk packaging) or 6 (Taping packaging).

A Please be sure to request delivery specifications that provide further details on the features and specifications of the products for proper and safe use.
Please note that the contents may change without any prior notice due to reasons such as upgrading.
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CAPACITORS TD

FG18 Type

B SHAPE & DIMENSIONS

4.0max. 2.5max.
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20.5503
2.5+0.8 Dimensions in mm

A Please be sure to request delivery specifications that provide further details on the features and specifications of the products for proper and safe use.
Please note that the contents may change without any prior notice due to reasons such as upgrading.
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CAPACITORS TD

FG18 Type

BMELECTRICAL CHARACTERISTICS

[JCHARACTERISTICS SPECIFICATION TABLE
CLASS 1 (TEMPERATURE COMPENSATION)

Iﬁ:_gi::::’;gcs Capacitance Tolerance Egze(dv\)loltage Part No.*

coG 1.0pF +0.25pF 50 FG18C0G1HO10CNTO[ J**
CoG 1.5pF +0.25pF 50 FG18C0G1H1R5CNTO[]
coG 2.0pF +0.25pF 50 FG18C0G1H020CNTO[]
CoG 2.2pF +0.25pF 50 FG18C0G1H2R2CNTO[ ]
CoG 3.0pF +0.25pF 50 FG18C0G1HO30CNTO[]
CoG 3.3pF +0.25pF 50 FG18C0G1H3R3CNTO[]
coG 4.0pF +0.25pF 50 FG18C0G1H040CNTO[]
CO0G 4.7pF +0.25pF 50 FG18C0G1H4R7CNTO[]
coG 5.0pF +0.25pF 50 FG18C0G1H050CNTO[]
CoG 6.0pF +0.5pF 50 FG18C0G1H060DNTOL]
CoG 6.8pF +0.5pF 50 FG18C0G1H6RS8DNTOL ]
CoG 7.0pF +0.5pF 50 FG18C0G1HO070DNTOL[]
coG 8.0pF +0.5pF 50 FG18C0G1H080DNTO[]
CoG 9.0pF +0.5pF 50 FG18C0G1H090DNTOL[]
CoG 10pF +0.5pF 50 FG18C0G1H100DNTOL |
CoG 12pF +5% 50 FG18C0G1H120JNTOL]
CoG 15pF +5% 50 FG18C0G1H150JNTO[ ]
CoG 18pF +5% 50 FG18C0G1H180JNTOL]
CoG 22pF +5% 50 FG18C0G1H220JNTO[ ]
CoG 27pF +5% 50 FG18C0G1H270JNTOL]
CoG 33pF +5% 50 FG18C0G1H330JNTOL ]
CoG 39pF +5% 50 FG18C0G1H390JNTOL]
CoG 47pF +5% 50 FG18C0G1H470JNTO[ ]
CoG 56pF +5% 50 FG18C0G1H560JNTOL]
CoG 68pF +5% 50 FG18C0G1H680JNTOL ]
CoG 82pF +5% 50 FG18C0G1H820JNTOL]
CoG 100pF +5% 50 FG18C0G1H101JNTO[]
CoG 120pF +5% 50 FG18C0G1H121JNTOL]
CoG 150pF +5% 50 FG18C0G1H151JNTOL]
CoG 180pF +5% 50 FG18C0G1H181JNTOL]
CoG 220pF +5% 50 FG18C0G1H221JNTO[]
CoG 270pF +5% 50 FG18C0G1H271JNTOL]
CoG 330pF +5% 50 FG18C0G1H331JNTOL]
CoG 390pF +5% 50 FG18C0G1H391JNTOL]
CoG 470pF +5% 50 FG18C0G1H471JNTOL]
CoG 560pF +5% 50 FG18C0G1H561JNTOL]
CoG 680pF 5% 50 FG18C0G1H681JNTOL]
CoG 820pF +5% 50 FG18C0G1H821JNTOL]
CoG 1nF +5% 50 FG18C0G1H102JNTO[]
CoG 1.2nF +5% 50 FG18C0G1H122JNTOL]
CoG 1.5nF 5% 50 FG18C0G1H152JNTOL]
CoG 1.8nF +5% 50 FG18C0G1H182JNTOL]
CoG 2.2nF +5% 50 FG18C0G1H222JNTO[]
CoG 2.7nF +5% 50 FG18C0G1H272JNTOL]
CoG 3.3nF 5% 50 FG18C0G1H332JNTOL]
CoG 3.9nF +5% 50 FG18C0G1H392JNTO[]
CoG 4.7nF +5% 50 FG18C0G1H472JNTOL]
CoG 5.6nF +5% 50 FG18C0G1H562JNTO[]
CoG 6.8nF +5% 50 FG18C0G1H682JNTOL]
CoG 8.2nF +5% 50 FG18C0G1H822JNTOL]

* The part numbers are TDK’s standard specification products.
= The " [] " of the Part Number contains the packaging symbol, 0 (Bulk packaging) or 6 (Taping packaging).

A Please be sure to request delivery specifications that provide further details on the features and specifications of the products for proper and safe use.
Please note that the contents may change without any prior notice due to reasons such as upgrading.
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CAPACITORS TD

FG18 Type

BMELECTRICAL CHARACTERISTICS

[JCHARACTERISTICS SPECIFICATION TABLE
CLASS 1 (TEMPERATURE COMPENSATION)

Iﬁ:_gi::::’;gcs Capacitance Tolerance Egze(dv\)loltage Part No.*

CoG 10nF +5% 50 FG18C0G1H103JNTO[]**
CoG 1.0pF +0.25pF 100 FG18C0G2A010CNTO[]
CoG 1.5pF +0.25pF 100 FG18C0G2A1R5CNTO[]
CoG 2.0pF +0.25pF 100 FG18C0G2A020CNTO[]
CcoG 2.2pF +0.25pF 100 FG18C0G2A2R2CNTO[]
CoG 3.0pF +0.25pF 100 FG18C0G2A030CNTO[]
CcoG 3.3pF +0.25pF 100 FG18C0G2A3R3CNTO[]
CoG 4.0pF +0.25pF 100 FG18C0G2A040CNTO[]
CcoG 4.7pF +0.25pF 100 FG18C0G2A4R7CNTO[]
CoG 5.0pF +0.25pF 100 FG18C0G2A050CNTO[]
coG 6.0pF +0.5pF 100 FG18C0G2A060DNTO[]
CoG 6.8pF +0.5pF 100 FG18C0G2A6R8DNTOL[]
coG 7.0pF +0.5pF 100 FG18C0G2A070DNTOL]
CoG 8.0pF +0.5pF 100 FG18C0G2A080DNTOL ]
CoG 9.0pF +0.5pF 100 FG18C0G2A090DNTO[]
CoG 10pF +0.5pF 100 FG18C0G2A100DNTOL ]
CoG 12pF 5% 100 FG18C0G2A120JNTO[]
CoG 15pF +5% 100 FG18C0G2A150JNTOL]
CoG 18pF +5% 100 FG18C0G2A180JNTO[]
CoG 22pF +5% 100 FG18C0G2A220JNTOL ]
CoG 27pF +5% 100 FG18C0G2A270JNTO[]
CoG 33pF +5% 100 FG18C0G2A330JNTOL ]
CoG 39pF +5% 100 FG18C0G2A390JNTOL[]
CoG 47pF +5% 100 FG18C0G2A470JNTOL ]
CoG 56pF +5% 100 FG18C0G2A560JNTO[]
CoG 68pF +5% 100 FG18C0G2A680JNTOL ]
CoG 82pF +5% 100 FG18C0G2A820JNTO[]
CoG 100pF +5% 100 FG18C0G2A101JNTOL]
CoG 120pF 5% 100 FG18C0G2A121JNTO[]
CoG 150pF +5% 100 FG18C0G2A151JNTOL]
CoG 180pF +5% 100 FG18C0G2A181JNTOL]
CoG 220pF +5% 100 FG18C0G2A221JNTOL ]
CoG 270pF +5% 100 FG18C0G2A271JNTOL]
CoG 330pF +5% 100 FG18C0G2A331JNTOL ]
CoG 390pF +5% 100 FG18C0G2A391JNTOL]
CoG 470pF +5% 100 FG18C0G2A471JNTOL]
CoG 560pF +5% 100 FG18C0G2A561JNTOL]
CoG 680pF +5% 100 FG18C0G2A681JNTOL ]
CoG 820pF +5% 100 FG18C0G2A821JNTOL]
CoG 1nF +5% 100 FG18C0G2A102JNTOL ]
CoG 1.2nF +5% 100 FG18C0G2A122JNTOL]
CoG 1.5nF +5% 100 FG18C0G2A152JNTOL ]
CoG 1.8nF +5% 100 FG18C0G2A182JNTOL]
CoG 2.2nF +5% 100 FG18C0G2A222JNTOL ]
CoG 2.7nF +5% 100 FG18C0G2A272JNTOL]
CoG 3.3nF +5% 100 FG18C0G2A332JNTOL ]

* The part numbers are TDK’s standard specification products.
= The " [] " of the Part Number contains the packaging symbol, 0 (Bulk packaging) or 6 (Taping packaging).

A Please be sure to request delivery specifications that provide further details on the features and specifications of the products for proper and safe use.
Please note that the contents may change without any prior notice due to reasons such as upgrading.
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CAPACITORS TD

FG18 Type

BMELECTRICAL CHARACTERISTICS

[JCHARACTERISTICS SPECIFICATION TABLE
CLASS 2 (TEMPERATURE STABLE)

Iﬁ:_gi::::’;gcs Capacitance Tolerance Egze(dv\)loltage Part No.*

X5R 1.5uF +10% 25 FG18X5R1E155KRTOL]**
X5R 2.2uF +10% 25 FG18X5R1E225KRTO[]
X5R 3.3uF +10% 25 FG18X5R1E335KRTO[]
X5R 4.7uF +10% 25 FG18X5R1E475KRTO[ ]
X5R 6.8uF +10% 25 FG18X5R1E685KRTO[]
X5R 10uF +10% 25 FG18X5R1E106KRTO[ |
X5R 680nF +10% 50 FG18X5R1H684KRTOL ]
X5R 1uF +10% 50 FG18X5R1H105KRTO[ ]
X7R 1.5uF +10% 10 FG18X7R1A155KRTO[]
X7R 2.2uF £10% 10 FG18X7R1A225KRTO[ |
X7R 150nF +10% 25 FG18X7R1E154KNTO[ ]
X7R 680nF +10% 25 FG18X7R1E684KRTOL]
X7R 1uF +10% 25 FG18X7R1E105KRTO[ ]
X7R 1nF +10% 50 FG18X7R1H102KNTOL]
X7R 1.5nF +10% 50 FG18X7R1H152KNTO[]
X7R 2.2nF +10% 50 FG18X7R1H222KNTOL[ ]
X7R 3.3nF +10% 50 FG18X7R1H332KNTO[ ]
X7R 4.7nF +10% 50 FG18X7R1H472KNTOL]
X7R 6.8nF +10% 50 FG18X7R1H682KNTO[ ]
X7R 10nF +10% 50 FG18X7R1H103KNTOL]
X7R 15nF +10% 50 FG18X7R1H153KNTO[ ]
X7R 22nF +10% 50 FG18X7R1H223KNTOL ]
X7R 33nF +10% 50 FG18X7R1H333KNTO[ ]
X7R 47nF +10% 50 FG18X7R1H473KNTOL]
X7R 68nF +10% 50 FG18X7R1H683KNTOL ]
X7R 100nF +10% 50 FG18X7R1H104KNTOL]
X7R 150nF +10% 50 FG18X7R1H154KRTOL[]
X7R 220nF +10% 50 FG18X7R1H224KRTOL[]
X7R 330nF +10% 50 FG18X7R1H334KRTO[]
X7R 470nF +10% 50 FG18X7R1H474KRTOL[]
X7R 1nF +10% 100 FG18X7R2A102KNTO[]
X7R 1.5nF +10% 100 FG18X7R2A152KNTO[]
X7R 2.2nF +10% 100 FG18X7R2A222KNTO[]
X7R 3.3nF +10% 100 FG18X7R2A332KNTO[]
X7R 4.7nF +10% 100 FG18X7R2A472KNTO[]
X7R 6.8nF +10% 100 FG18X7R2A682KNTO[ ]
X7R 10nF +10% 100 FG18X7R2A103KNTO[ ]
X7R 15nF +10% 100 FG18X7R2A153KNTO[]
X7R 22nF +10% 100 FG18X7R2A223KNTO[ ]
X78 33nF +10% 100 FG18X7S2A333KRTO[]
X78 47nF +10% 100 FG18X7S2A473KRTOL ]
X78 68nF +10% 100 FG18X7S2A683KRTO[ ]
X78 100nF +10% 100 FG18X7S2A104KRTOL ]

* The part numbers are TDK’s standard specification products.
“ The " [] " of the Part Number contains the packaging symbol, 0 (Bulk packaging) or 6 (Taping packaging).

A Please be sure to request delivery specifications that provide further details on the features and specifications of the products for proper and safe use.
Please note that the contents may change without any prior notice due to reasons such as upgrading.
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CAPACITORS TD

FG14 Type

B SHAPE & DIMENSIONS

4.5max. 3.0max.
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205543
2.5+0.8 Dimensions in mm

A Please be sure to request delivery specifications that provide further details on the features and specifications of the products for proper and safe use.
Please note that the contents may change without any prior notice due to reasons such as upgrading.
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CAPACITORS TD

FG14 Type

BMELECTRICAL CHARACTERISTICS

[JCHARACTERISTICS SPECIFICATION TABLE
CLASS 1 (TEMPERATURE COMPENSATION)

Iﬁ:_gi::::’;gcs Capacitance Tolerance Egze(dv\)loltage Part No.*

COoG 15nF +5% 50 FG14C0G1H153JNTO[ J**
CoG 22nF +5% 50 FG14C0G1H223JNTO[ ]
CoG 33nF +5% 50 FG14C0G1H333JNTO[ |
CoG 3.9nF +5% 100 FG14C0G2A392JNTO[ ]
COoG 4.7nF 5% 100 FG14C0G2A472JNTO[_|
CoG 5.6nF +5% 100 FG14C0G2A562JNTO[ ]
CoG 6.8nF 5% 100 FG14C0G2A682JNTO[ ]
CoG 8.2nF +5% 100 FG14C0G2A822JNTO[ ]
CcoG 10nF 5% 100 FG14C0G2A103JNTOL ]

*The part numbers are TDK’s standard specification products.
* The " [] " of the Part Number contains the packaging symbol, 0 (Bulk packaging) or 6 (Taping packaging).

CLASS 2 (TEMPERATURE STABLE)

152122:::?;% Capacitance Tolerance Egle(dv\)roltage Part No.*

X5R 15uF +20% 25 FG14X5R1E156MRTO[J**
X5R 22uF +20% 25 FG14X5R1E226MRTO[]
X5R 3.3uF +10% 50 FG14X5R1H335KRTO[]
X5R 4.7uF +10% 50 FG14X5R1H475KRTOL]
X7R 6.8uF +10% 10 FG14X7R1A685KRTO[]
X7R 10uF +10% 10 FG14X7R1A106KRTO[]
X7R 680nF +10% 16 FG14X7R1C684KNTO[]
X7R 470nF +10% 25 FG14X7R1E474KNTO[]
X7R 3.3uF +10% 25 FG14X7R1E335KRTO[]
X7R 4.7uF +10% 25 FG14X7R1E475KRTO[]
X7R 150nF +10% 50 FG14X7R1H154KNTO[]
X7R 220nF +10% 50 FG14X7R1H224KNTO[]
X7R 330nF +10% 50 FG14X7R1H334KNTO[]
X7R 680nF +10% 50 FG14X7R1H684KRTO[]
X7R 1uF +10% 50 FG14X7R1H105KRTO[]
X7R 1.5uF +10% 50 FG14X7R1H155KRTO[]
X7R 2.2uF +10% 50 FG14X7R1H225KRTO[]
X7R 33nF +10% 100 FG14X7R2A333KNTO[]
X7R 47nF +10% 100 FG14X7R2A473KNTO[]
X7R 68nF +10% 100 FG14X7R2A683KNTO[ ]
X7R 100nF +10% 100 FG14X7R2A104KNTO[]
X78 150nF +10% 100 FG14X7S2A154KRTO[]
X78 220nF +10% 100 FG14X7S2A224KRTOL[]
X7S 330nF +10% 100 FG14X7S2A334KRTO[]
X7S8 470nF +10% 100 FG14X7S2A474KRTOL]
X7S 680nF +10% 100 FG14X7S2A684KRTO[]
X78 1uF +10% 100 FG14X7S2A105KRTOL[]

* The part numbers are TDK’s standard specification products.
*The " [] " of the Part Number contains the packaging symbol, 0 (Bulk packaging) or 6 (Taping packaging).

A Please be sure to request delivery specifications that provide further details on the features and specifications of the products for proper and safe use.
Please note that the contents may change without any prior notice due to reasons such as upgrading.

20150604 / leadmlcc_halogenfree_fg_en
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CAPACITORS &TD

FG16 Type

B SHAPE & DIMENSIONS

5.5max. 3.5max.
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20.5200
2.5+0.8 Dimensions in mm

A Please be sure to request delivery specifications that provide further details on the features and specifications of the products for proper and safe use.
Please note that the contents may change without any prior notice due to reasons such as upgrading.
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CAPACITORS TD

FG16 Type

BMELECTRICAL CHARACTERISTICS

[JCHARACTERISTICS SPECIFICATION TABLE
CLASS 1 (TEMPERATURE COMPENSATION)

Iﬁ:_gi::::’;gcs Capacitance Tolerance Egze(dv\)loltage Part No.*

COoG 47nF +5% 50 FG16C0G1H473JNTO[ J**
CoG 68nF +5% 50 FG16C0G1H683JNTO[ ]
COoG 100nF +5% 50 FG16C0G1H104JINTOL ]
CoG 15nF +5% 100 FG16C0G2A153JNTO[ ]
CoG 22nF 5% 100 FG16C0G2A223JNTO[ ]
CoG 33nF +5% 100 FG16C0G2A333JNTO[ ]

* The part numbers are TDK’s standard specification products.
= The " [] " of the Part Number contains the packaging symbol, 0 (Bulk packaging) or 6 (Taping packaging).

CLASS 2 (TEMPERATURE STABLE)

I:';Zi:::‘;teics Capacitance Tolerance Esle:lv\)loltage Part No.*

X5R 33uF +20% 25 FG16X5R1E336MRTO[ ]**
X5R 47uF +20% 25 FG16X5R1E476MRTO[]
X5R 6.8uF +10% 50 FG16X5R1H685KRTOL]
X5R 10uF +10% 50 FG16X5R1H106KRTO[]
X7R 1uF +10% 25 FG16X7R1E105KNTO[]
X7R 1.5uF +10% 25 FG16X7R1E155KNTO[ ]
X7R 2.2uF +10% 25 FG16X7R1E225KNTO[]
X7R 6.8uF +10% 25 FG16X7R1E685KRTO[ ]
X7R 10uF +10% 25 FG16X7R1E106KRTOL]
X7R 470nF +10% 50 FG16X7R1H474KNTO[ |
X7R 680nF +10% 50 FG16X7R1H684KNTO[ ]
X7R 3.3uF +10% 50 FG16X7R1H335KRTO[ ]
X7R 4.7uF +10% 50 FG16X7R1H475KRTO[]
X7R 150nF +10% 100 FG16X7R2A154KNTO[ ]
X7R 220nF +10% 100 FG16X7R2A224KNTO[ ]
X7R 330nF +10% 100 FG16X7R2A334KNTO[ ]
X7R 470nF +10% 100 FG16X7R2A474KNTOL]
X7R 680nF +10% 100 FG16X7R2A684KNTO[ ]
X7R 1uF +10% 100 FG16X7R2A105KNTO[]
X7S 1.5uF +10% 100 FG16X7S2A155KRTO[ ]
X7S 2.2uF +10% 100 FG16X7S2A225KRTOL]
X7S 3.3uF +10% 100 FG16X7S2A335KRTO[ ]

* The part numbers are TDK’s standard specification products.
“ The " [] " of the Part Number contains the packaging symbol, 0 (Bulk packaging) or 6 (Taping packaging).

A Please be sure to request delivery specifications that provide further details on the features and specifications of the products for proper and safe use.
Please note that the contents may change without any prior notice due to reasons such as upgrading.

20150604 / leadmlcc_halogenfree_fg_en
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CAPACITORS &TD

FG11 Type

B SHAPE & DIMENSIONS

5.5max. 4.0max.
P
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20.52003
2.5+0.8 Dimensions in mm

A Please be sure to request delivery specifications that provide further details on the features and specifications of the products for proper and safe use.
Please note that the contents may change without any prior notice due to reasons such as upgrading.
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CAPACITORS TD

FG11 Type

BMELECTRICAL CHARACTERISTICS

[JCHARACTERISTICS SPECIFICATION TABLE
CLASS 1 (TEMPERATURE COMPENSATION)

Temperature . Rated voltage .

e Capacitance Tolerance Edc (V) Part No.

coG 47nF +5% 100 FG11C0G2A473JNTO[J**
CoG 68nF +5% 100 FG11C0G2A683JNTO[ |

* The part numbers are TDK’s standard specification products.
*The " [] " of the Part Number contains the packaging symbol, 0 (Bulk packaging) or 6 (Taping packaging).

CLASS 2 (TEMPERATURE STABLE)

I::‘r';i:z::‘;teics Capacitance Tolerance Ezleflvw)loltage Part No.*

X5R 68uF +20% 6.3 FG11X5R0J686MRTO[]**
X5R 100uF +20% 6.3 FG11X5R0J107MRTO[ ]
X7R 15uF +20% 16 FG11X7R1C156MRTO[ ]
X7R 22uF +20% 16 FG11X7R1C226MRTO[ ]
X7R 3.3uF +10% 25 FG11X7R1E335KNTO[]
X7R 4.7uF +10% 25 FG11X7R1E475KNTOL[ ]
X7R 1uF +10% 50 FG11X7R1H105KNTO[]
X7R 1.5uF +10% 50 FG11X7R1H155KNTOL |
X7R 10uF +10% 50 FG11X7R1H106KRTOL[]
X7R 1.5uF +10% 100 FG11X7R2A155KRTO[ ]
X7R 2.2uF +10% 100 FG11X7R2A225KRTO[]
X7S 6.8uF +10% 50 FG11X7S1H685KRTO[ ]
X7S8 10uF +10% 50 FG11X7S1H106KRTOL]
X7S 4.7uF +10% 100 FG11X7S2A475KRTOL |

* The part numbers are TDK’s standard specification products.
* The " [] " of the Part Number contains the packaging symbol, 0 (Bulk packaging) or 6 (Taping packaging).

A Please be sure to request delivery specifications that provide further details on the features and specifications of the products for proper and safe use.
Please note that the contents may change without any prior notice due to reasons such as upgrading.
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CAPACITORS TD

Packaging Style

B TAPING DIMENSIONS

[JLead pitch 5.0 mm
(FG28, FG24, FG26, FG20, FG22 Type)

Eﬁ:} Symbol Dimensions (mm)
- P 12.7+1.0
P2 P ‘ P ‘ Ah Po*1 12.7+0.3
Il P1 3.85+0.7
! IR P2 6.35+1.3
‘\MLE Wo 12.0+1.0
P ! Wi 9.0+0.5
'l W22 3.0max.
£ . ] Ws 18.0+1.0,-0.5
I = Ho 16.0+0.5
o F f 7 1.0max.
- { | El t 0.6+0.2
Fary Fary f\k \ é © - Lo*3 11.0max.
\ W w N = i F 5.0+0.8, 0.2
] " " " " " " ] } ad ©0.5+0.1, -0.03
T/t 1 I 1 I 1 7 oD 04.0+0.2
o F e oD Ah 0+2
od *1 Accumulated pitch tolerance shall be +2mm for 20 pitches.
Po *2 Adhesive tape shall not stick out from carrier tape.
*3 The number of consecutive gaps in the product shall be three
or less.
[JLead pitch 2.5 mm
(FG18, FG14, FG16, FG11 Type)
| e e Symbol Dimensions (mm)
- P 12.7+1.0
P2 P ‘ P ‘ Ah 1 Po*1 12.7+0.3
! P1 5.1+0.7
i ! ! P2 6.35+1.3
«1— —t» —1— Wo 12.0£1.0
P W1 9.0+0.5
™ W22 3.0max.
T W3 18.0+1.0, -0.5
— = Ho 16.0+0.5
4 /. 3 1.0max.
3 ( [ Al él t 0.60.2
\ Jany Jany Jo ~ k \ ol 1o Lo*3 11.0max.
¥ ¥ < CYNE G F 2.5+05, 02
] | || | || || || ] } od 20.5+0.1, —0.03
/1 H [ [ I:)IJ / oD 04.0+0.2
~ F .l o} Ah 0+2
od *1 Accumulated pitch tolerance shall be 2mm for 20 pitches.
Po *2 Adhesive tape shall not stick out from carrier tape.
*3 The number of consecutive gaps in the product shall be three
or less.

HAMMO PACK INNER BOX SIZE

S&TDK.

250max.

340max. ) Dimensions in mm

A Please be sure to request delivery specifications that provide further details on the features and specifications of the products for proper and safe use.
Please note that the contents may change without any prior notice due to reasons such as upgrading.
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