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PART NUMBER DATA
PART NO. ENGINEERING PART NO. ENGINEERING
- A -— 2 397220002 | M350S-18-02-3 33 8.4 138 3.50
A 3 397220003 | M350S-18-03-3 47 11.9 276 7.00
4 397220004 | M350S-18-04-3 61 15.4 413 | 10.50
5 397220005 | M350S-18-05-3 74 18.9 551 | 14.00
6 397220006 | M350S-18-06-3 88 224 689 | 17.50
[ E— 7 397220007 | M350S-18-07-3 1.02 25.9 827 21.00
8 397220008 | M350S-18-08-3 1.16 294 965 | 24.50
SSSEs molesd 9 397220009 | M350S-18-09-3 1.30 32.9 | 1.102 | 28.00
.89 M350S 10 397220010 | M350S-18-10-3 397220110 M350S-18-10-1 1.43 36.4 | 1.240 | 31.50
: 22.7 A\ 11 397220011 | M350S-18-11-3 1.57 39.9 | 1.378 | 35.00
: ’x"x"x"x"x"x"x" ] G Wahus 12 397220012 | M350S-18-12-3 397220112 M350S-18-12-1 1.71 434 | 1516 | 38.50
. 7 13 * M350S-18-13-3 1.85 46.9 | 1.654 | 42.00
§ e 14 * M350S-18-14-3 1.98 504 | 1.791 | 4550
T— 15 * M350S-18-15-3 212 | 539 | 1.929 | 49.00
14 16 = M3505-18-16-3 226 | 574 | 2067 | 5250
55 132 | 17 B M350S-18-17-3 240 | 60.9 | 2.205 | 56.00
8.0 18 ** M350S-18-18-3 2.54 64.4 2.343 | 59.50
e sa 500 19 * M350S-18-19-3 267 | 679 | 2480 | 63.00
ol 032 ™ 1970 20 w M350S-18-20-3 2.81 714 | 2618 | 66.50
0.80 :
~ B = 86 REF. LAST 2 DIGITS OF PART NUMBER EQUALS NUMBER OF POLES
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B SERIES COLOR
1= BLACK
STYLE 3=GREEN
POLES
SPECIFICATIONS ** CONTACT FACTORY FOR ADDTIONAL LENGTHS AND COLORS
1. MATERIAL:
A BODY: PAbb, UL 94V-0
5 TERMINALS: BRASS, TIN PLATED
- C COVER: PAobob, UL 94V—-0
7. RATING: 300V, 8A
- © QUALITY GENERAL TOLERANCES DIMENSION STYLE SCALE DESIGN UNITS THIRD ANGLE
S, INSULATION RESISTANCE: DC 2500V, 500M(). = i =| |symBOL (UNLESS SPECIFIED) IN/MM METRIC ©d PROJECTION
x L 2
. S o pes mm |NCH DRAWN BY DATE TITLE
4 DIELECTRIC WITHSTAND: AC 2000V / T MINUTE é _ =E v=0 A PLACES + e RSTONE 2014/01/21 R?GSIPI'II\'AXNEGULIEODTJ%E\%%EV
| . o o ° o L‘l\) E 3 PLACES o i005 CHECKED BY DATE
. OPERATING TEMPERATURE: 40°C 10O +1007C S E%%%évﬂ) S PLAGES 013 | 201 G. FARNS L
5. MAX SOLDERING TEMPERATURE: +260°C FOR 5 SEC. 25 % I3 5 TPLACE | 203 | 2= LMURPHY  201410/16 @ MOLEX INCORPORATED
/. MATES WITH TERMINAL PLUG SERIES: 39500, 595038 <8E Q%Eg DRAFT WHERE MATERIAL NO. DOCUMENT NO. 1SH(E)?:TN1O'
3. DIMS SHOWN ARE FOR REFERENCE ONLY QETZ ARt SEE CHART SD-39722-001
. w o O < - MUST REMAIN SIZE THIS DRAWING CONTAINS INFORMATION THAT IS PROPRIETARY TO MOLEX
B 1 WITHIN DIMENSIONS C ~ INCORPORATED AND SHOULD NOT BE USED WITHOUT WRITTEN PERMISSION
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