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Recommended fuse blocks:

Fuse amps 1-pole 2-pole 3-pole
up to 30 RM25030-1_ RM25030-2_ RM25030-3_
35 to 60 RM25060-1CR  RM25060-2CR  RM25060-3CR
For additional information see data sheet no. 10289.

Fuse reducers for Class R fuses

Amp size of fuse block or disconnect Catalog no.

Fuse size  switch (pairs)

Up to 30A  60A No.263-R

Up to 30A No.213-R
—— 100A S —
35 to 60A No.216-R
35to 60A  200A No.226-R

For additional information on Class R fuse reducers, see data sheet

no 1118.
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FRN-R Class RK5 250Vac/125Vdc

1/10-60A, dual element, time-delay fuses



FRN-R Class RK5 250Vac/125Vdc Technical Data 1019
1/10-60A, dual element, time-delay fuses Effective February 2016

Time-current curves — average melt:
110 to 6-1/4 amps
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Time-current curves — average melt:
8 to 60 amps

Amp rating
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1/10-60A, dual element, time-delay fuses Effective February 2016
Current-limitation curves: Current-limiting effects:
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RMS SYMMETRICAL CURRENT IN AMPS
A-B = ASYMMETRICAL AVAILABLE PEAK (2.3 X SYM RMS AMPS)
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1/10-60A, dual element, time-delay fuses

The only controlled copy of this data sheet is the electronic read-only version located on the Eaton network drive. All other copies of this document
are by definition uncontrolled. This bulletin is intended to clearly present comprehensive product data and provide technical information that will help
the end user with design applications. Eaton reserves the right, without notice, to change design or construction of any products and to discontinue or
limit distribution of any products. Eaton also reserves the right to change or update, without notice, any technical information contained in this bulletin.
Once a product has been selected, it should be tested by the user in all possible applications.
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