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BNC Coaxial Video Cordsets
Pinout Style Model Length Dimensions Used With

Male
Video 

Coaxial
with BNC

BNC06 2 m 16 mm

ø13.6 mm

ø14.5 mm

�‡��Pro
�‡��P4BNC15 5 m

BNC30 9 m

RJ45 Ethernet Cordsets
End View Style Model Length Dimensions Used With

Male
Cat5e Shielded STP07

2.1 m
40.5 mm

11.6 mm

14.3 mm

�‡��Pro
�‡��P4Cat5e Crossover 

Shielded
STPX07

Cat5e Shielded STP25
7.3 mCat5e Crossover 

Shielded
STPX25

Cat5e Shielded STPX75 23 m

DB9 Communication Cordsets

End View Style Model Length Dimensions Used With

Male

Female
Male DB9/ 

Female DB9

DB9P06 2 m

31 mm
18 mm

47.5 mm

31 mm
16.4 mm

47.5 mm �‡��Pro

DB9P15 5 m

DB9P30 9 m

 

Female

2 = Transmit (TX) 
3 = Receive (RX)
5 = Ground (GRD)

Male DB9/
Female DB9

MASC 2 m
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�������������� �‡��MINI-ARRAY
�‡���+�L�J�K���5�H�V�R�O�X�W�L�R�Q 
  MINI-ARRAY

Communication Cordsets

End View Style Model Length Dimensions Used With

Male

	 1 = Brown
	 2 = White
	 3 = Blue
	 4 = Black
	 5 = Gray
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Straight

MQDMC-506 2 m
M12X1

Ø14.5 mm
(0.57")

40.0 mm
(1.57")

�‡���(�=���$�5�5�$�<���W�R 
  �,�1�7�8�6�%���������� 
  USB Serial 
   Adapter

MQDMC-515 5 m

MQDMC-530 9 m

Right-Angle

MQDMC-506RA 2 m
31.8 mm
(1.25")

31 mm
(1.22")

M12X1

Ø13.5 mm
(0.53")

MQDMC-515RA 5 m

MQDMC-530RA 9 m

MaleFemale

MaleFemale
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Pico-Style Field-Wireable Connectors (M8)
Contacts: Gold-plated, rated 60V ac/dc max., 4 A max.
Cable Diameter: 4.0 to 5.0 mm 
Temperature: -25° to +70° C
Environmental Rating: NEMA 6P, IP67

    Pinout Style Model Dimensions

13 mmM8 x 1 mm

3-Pin
Male

Straight
FIC-M8M3

43.5 mm

13 mmM8 x 1 mm

3-Pin
Female
Straight

FIC-M8F3

43.5 mm

13 mmM8 x 1 mm 3-Pin
Male

Right-Angle
FIC-M8M3A

41.5 mm

12 mm

25 mm

13 mmM8 x 1 mm
3-Pin

Female
Right-Angle

FIC-M8F3A

41.5 mm

12 mm

25 mm

13 mmM8 x 1 mm

4-Pin
Male

Straight
FIC-M8M4

43.5 mm

13 mmM8 x 1 mm

4-Pin
Female
Straight

FIC-M8F4

43.5 mm

13 mmM8 x 1 mm 4-Pin
Male

Right-Angle
FIC-M8M4A

41.5 mm

12 mm

25 mm

13 mmM8 x 1 mm
4-Pin

Female
Right-Angle

FIC-M8F4A

41.5 mm

12 mm

25 mm

http://www.bannerengineering.com/pdflink.php?page=410&link=A&part=78466
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Euro-Style Field-Wireable Connectors (M12)
Contacts: Gold-plated; 4-pin models rated 250V ac/dc max., 4 A max.; 5-pin models rated 50V ac/dc max., 4 A max.
Cable Diameter: 4.0 to 5.0 mm
Temperature: -25° to +90° C
Environmental Rating: �NEMA 6P, IP67

    Pinout Style Model Dimensions

20 mm

4-Pin
Male

Straight
FIC-M12M4

M12 x 1

10 mm

60 mm

15.0 mm

20 mm

4-Pin
Female
Straight

FIC-M12F4
M12 x 1

10 mm

60 mm

15.0 mm

20 mm 4-Pin
Male

Right-Angle
FIC-M12M4A

41 mm

30.5 mm

15.0 mm

M12 x 1

20 mm 4-Pin
Female

Right-Angle
FIC-M12F4A

M12 x 1

30.5 mm

15.0 mm

41 mm

20 mm

5-Pin
Male

Straight
FIC-M12M5

M12 x 1

10 mm

60 mm

15.0 mm

20 mm

5-Pin
Female
Straight

FIC-M12F5
M12 x 1

10 mm

60 mm

15.0 mm

20 mm 5-Pin
Male

Right-Angle
FIC-M12M5A

41 mm

30.5 mm

15.0 mm

M12 x 1

20 mm
5-Pin

Female
Right-Angle

FIC-M12F5A
30.5 mm

15.0 mm

M12 x 1

41 mm

http://www.bannerengineering.com/pdflink.php?page=410&link=A&part=78466



