























CABLES — ACCESSORIES

Pico-Style Field-Wireable Connectors (M8)
Contacts: Gold-plated, rated 60V ac/dc max., 4 A max.

Cable Diameter: 4.0 to 5.0 mm

Temperature: -25° to +70° C

Environmental Rating: NEMA 6P, IP67

Pinout

B4
M8 x 1 mm (( 13 mm
T
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3-Pin
Male
Straight
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FIC-M8M3
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ACCESSORIES - CABLES

Euro-Style Field-Wireable Connectors (M12)

Contacts: Gold-plated; 4-pin models rated 250V ac/dc max., 4 A max.; 5-pin models rated 50V ac/dc max., 4 A max.
Cable Diameter: 4.0 to 5.0 mm

Temperature: -25° to +90° C

Environmental Rating: NEMA 6P, IP67

Pinout Style Model Dimensions

— 60mm ——»

N 4-Pin —> 10 mm
20mm Male FIC-M12M4 -

Straight
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M12x1

4-Pin
Female FIC-M12F4
Straight
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M12x1

4-Pin
Male FIC-M12M4A
Right-Angle
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4-Pin
Female FIC-M12F4A
Right-Angle

BRACKETS

5-Pin

20mm Male FIC-M12M5
; Straight

5-Pin
20mm Female FIC-M12F5
Straight

20mm 5-Pin
Male FIC-M12M5A
Right-Angle

RETROREFLECTORS

ENCLOSURES/
LENS SHIELDS

20 mm

5-Pin
Female FIC-M12F5A
Right-Angle

MISCELLANEOUS
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