ENGLISH
Datasheet
RS Pro 60W Single Output Industrial DIN Rail Power
Supply MDR-60 Series
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MODEL 428461 | 428467 | 428477 | 428473 |;
DC VOLTAGE 5 12V 24V 4BV
RATED CURRENT 104 SR 25A 1.254
CURRENT RANGE 0= 104 0 - 5A 0-2.5A 0-1.258
RATED POWER BOW BOW BOW GOW
RIPPLE & NDISE (max.) Nete.2| BOmVp-p 120mVp-p 150mVp-p 200mVp-p
OUTPUT |VOLTAGE ADJ. RANGE 5= G 12~ 15V 24 - 30V 48 - 56V
VOLTAGE TOLERAMCE Mote3 | =2.0% +1.0% +1.0% +1.0%
LINE REGULATION +1.0% +1.0% +1.0% +1.0%
LOAD REGULATION +1.5% +=1.0% +1.0% +1.0%
SETUFP. RISE TIME Naote.5| 500ms, 30ms/Z30VAC 500ms, 30ms115VAC at full load
HOLD UP TIME (Typ.} S0msl2300VAC 20ms=/115VAC at full load
VOLTAGE RANGE BS - 264VAC 120 - 370VDC
FREQUENCY RANGE 47 - B3Hz
INPUT EFFICIENCY (Typ.) T8% BEY% I B8% BT%
AC CURRENT (Typ.) 1.BAJT15VALC 1AFZ30VAC
INRUSH CURRENT (Typ.} COLD START 30AM15VAC GOASZIOVAC
LEAKAGE CURRENT < 1mAf 240VAC
105 - 150% rated outpul power
OVERLOAD . - - A
PROTECTION Pratection bype : Constant current limiting, recovers alomatically after faull condilion is ramoved
£.25 - 725V [ 15.5 - 18v [ 312 -38v 57.6 - G4.3Y
e a—— Pratection type : Shut down afp vollage, re-powar on o recavar
FUNCTION | DC OK SIGMNAL Relay contact rating(mac_): 30V A resistive
WORKING TEMP. -20 - +70°C (Rafer to "Derafing Curve”)
WORKING HUMIDITY 20 - 50% RH non-condensing
ERVIRONMENT | STORAGE TEMP., HUMIDITY | -40 - +35°C, 10 - 95% RH
TEMP. COEFFICIENT +0.03%/C (0-50°C)
VIBERATION Companeant : 10 - 500Hz, 2G 10minJ1cycla, period for 80min. aach along X, ¥, Z axas ; Mownting : Compliance {o |IECE00E8-2-6
SAFETY STANDARDS UL508, LL80850-1, TUW EMG0850-1 Class I, Div. 2 Group &_ B, C, D Hazardous Locations T4 approved
SAFETY & | WITHSTAND VOLTAGE P-OfP-3KVAC  IP-FG:2ZEVAC  OWP-FG:0.5KVAC
EMC ISOLATION RESISTANCE P-OIF, /P-FG, OVP-FG:=>100M Ohms | S00vDC § 25°C1 70% RH
(Hote ) EMC EMISSION Compliance io EN55011, ENS5022 (CISPR22), ENG1204-3 Class B, ENE1000-3-2.-3
EMC IMMUNITY Complance o ENE1000-4-2. 3, 4, 5, 6, B, 11, EN55024, ENG1000-6-2, ENE1204-3, heavy industry bavel, criteria A
MTBF 299 7 hrs min.  MIL-HDBE-217F (25°C)
OTHERS DIMENSION 40°20* 100mm (W*HD)
PACKING 0.33Kg; 42pcsi4 BKg/0. B2CUFT
HOTE 1. Nlpamstspeuﬂrmmdemnmmmmwﬂﬂlmmmhadaﬁﬁi of ambient temperatura.
2 Ripple & noise are measured &t 20MHz of bandwidth by using a 12° twisted pair-wire terminated with & 0.1uf & 47uf parallel capaciior.
3. Tolerance : includes set up tolerance, line regulation and load regulation.
4. The power supply is considered a component which will be installed into 2 final equipment. The final equipment must be re-confirmed that it still mests
EMC direcfives. For guidance on how to parform these EMC fests, please refer o “EMI testing of component posser supplies
(2= available on hittpaiwsas. meanwellcom)
5. Length of et up time is measured at first cold start. Tuming OMAOFF the power supply may lead to increase of the set up time.







